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Brief Introduction 23#&n
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Shangyu Fengfan Electrical Fittings Co.,Ltd. is located in Shangyu, Shaoxing, Zhejiang Province, near Ningbo, Hangzhou and Shanghai.
Fengfan is specialized in manufacturing Nylon Cable Ties, Stainless Steel Ties, Stainless Steel Cable Cleats, Fireproof Cloth (Triple-protective
Cloth), Cable Lugs and Terminals, Clamps, Connectors, Cable Glands and so on. These products are widely used in marine project, shipbuilding,
port machinery, automobiles, power energy, electricity, telecommunication, nuclear power, railway and so on.

As the industry leader, Fengfan are approved by 150:9001:2008, 1S014001:2004. Specially, the Stainless Steel Barb-lock Nylon CableTies
were first made by us in China, which are approved by UL. Fengfan has the most kinds of stainless steel ties in the world, and lots of them are
approved by DNV, ABS, LR, CCS, CE, RoHS and REACH .

Reputation is the key to long-term success. Reputation is backed up by good quality. Fengfan keeps creating new products and exploring
new markets, raising the productivity to control the cost, and those are the reasons why Fengfan maintains good growth every year.
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Triple Protective Cloth

1 1S09001:2008 E 80 1SO1400:2004
14001
ale
Stainless Steel Ties SIS TRE
Nylon Cable Ties T
2 c;ble —— 7 Cable Cleats
|.| STED PPA coated band
Stainless Steel Ties
3| ¥ABS ot o [BY v | e
- - Register | Y
PPA coated band
Stainless Steel Ties Stainless Steel Ties
4 Nylon Cable Ties 9 Nylon Cable Ties
Nylon Cable Ties
81 ROHS Sanewseares (40| REACH | siios sionmes

For more information, please visit www.sympf.com
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B EE/APPAS [EHLH
Cable Cleats&PPA Coated Band

FENHLE RS

Stainless Steel Ties

7-37

T MR TR

Accessories

Stainless Steel Bands 38-43
BRI HE RS

Nylon Cable Ties 44-53
fiHEMEFLTE RS

Weather Resistance Acetal 54-56
HHIR

Hand Tools 57-60
BB RS

Cable Markers 61-65
L RS

Cable Lugs

faimL 25

Terminals

EEH

Clamps 77-87
R

Connectors

IHEER

Cable Glands 93-97
HAthEH

For more information, please visit www.sympf.com
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Cable Clestst?PA Cosed Band BalkLockUncoatedTies  Ball-Lock Fully Polyester Ball-Lock Polyester BalllockPVCCoatedTies  Ball-Lock Semi-Polyester
Coated Ties CoatedTies Coated Ties
P01-P06 PO7-P08 P09-P10 P11-P12 P13 P14

EHREAMNAFERT BEREASEFELSMT  ERE RN EHENXTEET ERENSCOEENAT MERAMXBSIRE
Ball-Lock with Tongue Head Ball-Lock with Tongue Head Ball-lock Spring Uncoated Ties Ball-Lock Double Wrapped Ball-lock 360 Degree Seal LType Ball-ock Uncoated Ties
Uncoated Ties Fully Polyester Coated Ties Uncoated Ties Uncoated Ties

P15 P16 A P18 P19 P20

2 2@

LBk L BPVCaEHIE L B L BIPPAR EEL® BB RSN e s I S

LType Uncoated Ties LType PVC Coated Ties LType Polyester Coated Ties LType PPA Coated Ties Ladder Single-Lock Uncoated Ties Ladder Single-Lock Fully
Polyester Coated Tles
P21 P22 P23-P24 P25-P26 P27 P28
H
ﬁﬂﬁs;ﬂlﬂﬁ i L & 3 S O S WHR ST Wlitlﬁ FE &KW DRlE R R
Ladder Multi-Lock Uncoated Ties Ladder Multi-Lock Fully Jeasable | dTies leasable Fully Polyester F type Uncoated Ties DType Unicoated Tles
Polyester Coated Ties Coated Tles
P29 P30 P31 P32 P33 P34
£ o«
el
Ol R By OBEJEAPVCHE REFERRET FRFHRALERE FHRABARSET EuEEN-Eaas
O Type Polyester Coated Ties OType PVC Coated Ties Micro Uncoated Ties All Purpose UncoatedType  All Purpose Polyester Coated Type Stainless Steel Bands
with Color Case
P35 P36 P37 P38 P38 P39

For more information, please visit www.sympf.com
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PPA Coated Bands sulnlmc:eugld P::';SMIP\FC LType Buckles Thicker LType Buckles Woolf Teeth Type Buckles Ball Lock Type Buckles
P39 P40 P41 P41

P41 P42
’/m

OREm MEAEXTENEYT THERBFEEILF HEATHEAERARELT FHREERRIRRAY
OType Buckles Stainless Steel Bands-Pole Type  Nylon CableTies- Barb-LockType  Mylon Cable Ties-Barb-Lockwith  Nylon Cable Ties- Self-Lock Type
Mounting Hole Type

P42 P43 P44-P45 P46 P47-P48

WB BEH WHRERALE Wk EERXBEILE HAERBEALS B BEERILE B|EXRELN
Nylon Cable Ties- ReleasableType  Nylon CableTies-Push MountType  Nylon Cable Ties-Wing-Lock Type Nylon Cable Ties- Barb-lock Nylon Cable Ties - Self-lock Nylon Cable Ties- Flip Marker Ties

Marker Ties MarkerTies
P49 P50 P50 P51 P51 P52

7 "

HAX BRI E LR LR+ HRRILE BRI L WHREH R R % T
Mylon Cable Ties- Marker and Flame Retardant ButtonType Tefzel-Distinctive Aqua Ties Weather Resistant Acetal Acetal Strap On Reel Double Locking Heads
FlagTies
P52 P53 P53 P54 P55 P55

Cob LBGH #ie LQGHEE E&# LOA EE# LQD-S R E#& LQD RE#
Cable Spacers LBG Cable Tie Gun LOG Tensioning Tool LOA Strapping Tool LOD-S Strapping Tool LQD Strapping Tool
P56 RS7 RS P57 P58 P58

For more information, please visit www.sympf.com
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DOH EE& DOL &= LPA EE#& AST RE& LOB EEH OA-S W EES
DQH Crimping Tool DQL Crimping Tool LPA Strapping Tool ASTTensioning Tool LQB Strapping Tool °‘]S‘f§.'?§:{.?f°°
P58 P59 P59 P59 P60 P60
™
-
C—L L — T P
% o L — X s
/ [ DEORET \’5 J’, . .
OAM| 5 FE=R OA-M R E= TEMBITIRA PVCR &S B iRiA THMRE REERER
10A Strpping Tool OA-M Clamping Tool Stainless Steel Easy PVC Cable Markers in Rolls Stainless Steel Tags Metal Straps for Tags
Read Markers
P60 P60 P61 P62 P63 P64
l . g H‘ l
FREERILE ERIFEMLE FRIKEIRER (MM ) SC(IGK) M AL JoBR iR A RS [UEESE S
MetalTies for Tags. Metal Marker Ties Tubular Copper Lugs with (%O ) (EMTA) Ring Insulated Terminals
Inspection Hole Wﬂ@ww JGTubular Copper Lugs
' P69
P64 P65 P66 P67 P68
R%ﬁﬁl* fﬂ!ﬂ? G ST AR A R T X RET SRR T
Forkinsul Tube | Pin Insulated Terminal: Clrcular Fork Naked Terrninals Pin Naked Terminals
P70 P71-P72 P73 P74 P75 P76

% Q N ) el BN F

RS PVCRE%F L2 e ] Eﬁmﬂﬁ! "&T&falfmm“ H1 Oma'l;l* !ﬁmnﬂg
RubberTube Clamps Vinyl Coated Tube Clamps Quick Release Hose Clamps Clamws:d;“ Typpes‘;w ose wn;ep;m n
R7i P78 P79 P80 P81 P82

For more information, please vizsit www.sympf.com
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12.7mmzk 5 R
Hose Clamps-American
TypeW12.7

P83

Bik BLR AR M R R
Water-proof Junction
Box Connectors

%

BikE & RERS
Water-proof Metal Joint

P92

-

—

TH REA BN E
TH Series Cable Gland

P97

¢
39

BERRPEE
Nylon Cable Bushing

P101

14.2mmA XA
Hose Clamps-American
Type W14.2

P84

»

~—

KB i 5L M e R
KS Straight Connectors

P90

.

P = A

~ 7

K2196 FEEHE
K2196 Tube Sleeve

P92

TG X HME
TG Series Cable Gland

P97

BEHE
Screw Cap Bushing

P102

st

P85-P86

4 FENGFAN

R

Hose Clamps-Hi-TorqueType  Hose Clamps-Germany Type

P87

TRERRKRPER EGmERE
Bendable Metal Wire Junction Box Connectors
Protection Sleeve
P88 P89

WSO

W Bk B o I 6 e

'WC Water-proof Straight

.’
(¥ 1

XH RFUPMEE &
XH series Ex Cable Gland

P93

BP ##i7E
BP Insulated Protective

P90

®

N

TUS RO &
T Series Cable Gland

P94

ERKRE SR ERL
Metal Soft Pipe Metal Soft Pipe Connector
Po1 P91
=t -,
PGJEZ‘!M?&E; PG ﬁlltllilgi;
P95 P96

=B
Triple Protective Cloth

P98

EfR (MXEEE)

Adhesive BackedTie Mounts

P102

Flame:

R (DHNEEE)

CableTie Mounts

P102

EREAKHEES(2:1) NEMGEES (3:1;41) RBRASHE
dantThermal D Thermal Nylon Cable Bushing
Shrinkable Bushing(2:1) Bushing(3:1;4:1)
P99 P100 P101

For more information, please visit www.sympf.com

PUBRL LS

FENGFAN
ELECTRICAL FITTINGS



AN rrsy A FENGFAN ©® 3 ik

Cable Cleats 4%

FENGFAN Cable Cleats are approved by DNV(Det Norske Veritas) and ABS(American Bureau of Shipping).
R B 4 3k 4 © 3R BDNV,ABSIAE

FENGFAN Cable Cleats are designed to support and retain your cables
within your cable tray system in every conditions.More importantly, they
prevent the damage in short circuit condition.Unfortunately, short circuit
always happens, and when it do, it's destructive and dangerous to the ¢
ables and cable system.FENGFAN Cable Cleats are one of the first lines
of defense to help protect the personnel, the cables and the cable system.

RARERETLEERAZET, BEFRREESERRRERE, RET
EARFIE B SRR HEATS EAE . BERETHERNREFTTEEN,

fixd FrREME N BEREEHTRER, LIk BAEREEN. AR
REREREN TERRERFHTRIAAERS, (EHRPARETRE

T eSS

ﬁﬁﬁﬁﬁ—ﬁﬁe
0 on pata o = able £ ML EE RS &
Cleat Material =#g#mE | Composite EABHE
* : . 54mm ( BEEE ) *2.0mm(=EE ) ,
g Frame i 54mm*2.0mm, marine grade, Non-magnetic 316L WSS, FREI16L
5 Closure Hardware ~ @atm# | 316SS M8 or M10 bolt and Nylon Lock Nut e &b
0
§' Integral Pad #i#®R | Low Smoke, Low Fume, Halogen Free {B98, ¥, TaHH
-
; Tools Required F®IR” | Wrench HF
E Mounting Bolt #Ege | Provided with the Cable Cleat R 4 A — A
0
o
g
- Performance on the Cable Cleats  FUiR F3 48 3 i 19 %5 1%
[
= 230kA perk 300mm Spacing 230KA EIEE300mm
Resistance to Electromechanical Force m#liA#it | 180kA Peak 600mm Spacing 180kA [EEE600mm
100kA Peak 1200mm Spacing 100kA [E]EE1200mm
Lateral Load Test #wmEAME | Average25kg FH25kg
Axial Load Test wmirhA | Pass s B
Max and Min Temperature BEMREBEREEE | -40T~120C -40 T~ 120T
Resistance to Impact M | Very Heavy HE
Needle Flame Test #HFLAE (FERR ) Wik | 30 Seconds 308
Resistant to UV light Test mgsam | 1000 hours 1000/ B

01 | FENGFAN
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H OW MEREAEN AL RS
to select Cable Cleats

K Know the Cables g LT
- Which type of cable is being used, Single or Multi-Conductor? HEERABMEN, REAREREERN?
- What is the outer diameter of Cables? HREEERESGSIERYEXT

- What is the available short circuit current (RMS or IP Peak) of the cable? @grrammEnS xRS onmREEYEL?
- If a ground wire is installed in the cleats, know the outer Diameter of the REBELAERE FRRENE, BHSHNELEL?

ground wire .
2. TRRSE
E Know the System s mmE R E s, RREREN?
- What is the cable formation, Single or Trefoil? RS AR R R R

- What type of the cable tray is installed?

E! Determine the Cleat Space for Installation
0l % PR RE 4 3 Y ) BE

Single Conductor Short Circuit Withstand Table

Mk Spacing Between Conductor Centers (mm)
Cable Cleat

Spacing(A) | 23 | 25 27|29 31|33 |35|37|39|41|43|45|47|49|51|53|55|57 |59 61

FEEA Y eSS

mm | In. IP peak(KA)

225 |B.858| 179 | 187 | 194 | 203 | 209 | 216 | 220 | 229 | 234 | 240 | 246 | 250 | 255 | 261 | 266 | 271 | 276 | 281 | 286 | 291

300 |11.81| 155 | 163 | 168 | 174 | 181 | 187 | 192 | 198 | 203 | 209 | 214 | 215 | 220 | 225 | 230 | 235 | 239 | 244 | 248 | 252

450 (17.72| 128 | 133 | 137 | 144 | 148 | 162 | 157 | 161 | 165 | 170 | 174 | 178 | 180 | 184 | 188 | 192 | 195 | 199 | 202 | 206

600 23.62| 110 | 115 | 119 | 124 | 128 | 132 | 135 | 139 | 143 | 148 | 150 | 153 | 156 | 160 | 163 | 166 | 169 | 172 | 175 | 178

675 |26.57| 104 | 108 | 113 | 117 | 121 | 124 | 128 | 132 | 135 | 139 | 143 | 147 | 147 | 150 | 154 | 156 | 159 | 162 | 165 | 168

900 3543/ 89 |93 |97 | 102 105|108 | 110 | 115 | 117 | 121 | 124 | 127 | 128 | 130 | 133 | 135 | 138 | 140 | 143 | 145

pueg pa3e0) Ydd 2 sie2|D 2[|qed

Changes of Direction

—A A A A A

S=sl =

\— Trefoil Cables

For more information, please visit www.sympf.com F E N G FA N | 0 2
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Fengfan Trefoil Cable Cleats

FF-T Trefoil Cable Cleats

Cable Range &#i®E Diamensions %Rt
Part Bumber | Min. Dia. &AM | Max. Dia. RARANR H w
mm in. mm in. mm in. mm in.
FF-T1323 13 0.51 23 0.91 73 2.87 68 2.68
FF-T2125 21 0.83 25 0.98 75 2.95 72 2.83
FF-T2329 23 0.91 29 1.14 80 3.15 79 3.1
FF-T2531 25 0.98 31 1.22 83 3.27 82 3.23
EE, FF-T2733 27 1.06 a3 1.30 84 3.31 85 3.35
ﬁ FF-T2935 29 1.14 35 1.38 89 3.50 20 3.54
;5 FF-T3238 32 1.26 38 1.50 92 3.62 96 3.78
ﬁ FF-T3541 35 1.38 41 1.61 98 3.86 100 3.94
[0 FF-T3844 38 1.50 44 1.73 100 3.94 106 4.17
% FF-T4248 42 1.65 48 1.89 104 4.09 113 4.45
> FF-T4551 45 1.77 51 2.01 107 4.21 120 4.72
iﬁ FF-T4753 47 1.85 53 2.09 110 4.33 122 4.80
K FF-T4955 49 1.93 55 2.17 113 4.45 125 4.92
FF-T5157 51 2.01 57 2.24 115 4.53 127 5.00
FF-T5359 53 2.09 59 2.32 118 4.85 135 5.31
FF-T5561 55 2AT 61 2.40 122 4.80 138 5.43
FF-T5763 57 2.24 63 2.48 125 4.92 141 5.55
o FF-T5965 59 2.32 85 2.58 126 4.96 145 5.71
5
0
g
; Cable Range m&%HE Diamensions &Rt
o Paft Number | Min. Dia. ®#i®AM | Max. Dia. R&EAN H w
; mm in. mm in. mm in. mm in.
§ FF-T6167 61 2.40 67 2.64 131 5.16 148 5.83
3 FF-T6369 63 2.48 69 202 134 5.28 153 6.02
g FF-T6571 65 2.56 71 2.80 139 5.47 155 6.10
) FF-T6773 67 2.64 73 2.87 143 5.63 156 6.14
& FF-T8975 69 2.72 75 2.95 146 5.75 161 6.34
FF-T7177 71 2.80 77 3.03 150 5.91 164 6.46
FF-T7379 73 2.87 79 3.1 154 6.06 166 6.54
FF-T7581 75 2.95 81 3.19 157 6.18 170 6.69
FF-T7783 77 3.03 83 3.27 160 6.30 174 6.85
FF-T7985 79 3.1 85 3.35 162 6.38 178 7.01
FF-T8187 81 3.19 87 3.43 168 6.61 181 7.13
FF-T8389 83 3.27 89 3.50 172 6.77 185 7.28
FF-T8896 88 3.46 96 3.78 180 7.09 195 7.68
FF-T96103 96 3.78 103 4.06 189 7.44 203 7.99
FF-T103111 103 4.06 111 4.37 198 7.80 206 8.11
FF-T111119 11 4.37 119 4.69 207 8.15 215 8.46
FF-T119128 119 4.69 128 5.04 216 8.50 223 | 8.78
03 | FENGFAN
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B A FENGFAN
AU B8 7 3k i
Fengfan Single Cable Cleats
FF-S Single Cable Cleats
Cable Range s4iss/ Diamensions ®#R~
P e ®" | Min.Dia. 8%®/ME | Max. Dia. 8B XE H w
mm in. mm in. mm in. mm in.
FF-S2832 28 1.10 32 1.26 60 2.36 57 2.24
FF-S3034 30 1.18 34 1.34 61 2.40 59 2.32
FF-53236 32 1.26 36 1.42 63 2.48 61 2.40
FF-83438 34 1.34 38 1.50 65 2.56 63 2.48
FF-53640 36 1.42 40 1.57 67 2.64 64 2.52
FF-S3842 38 1.50 42 1.65 69 2.72 65 2.56
FF-S4044 40 1.57 44 1.73 70 2.76 68 2.68
FF-S4246 42 1.65 46 1.81 71 2.80 69 2.72
FF-S4448 44 1.73 48 1.89 73 2.87 72 2.83
FF-S4650 46 1.81 50 1.97 74 2.91 73 2.87
FF-S4852 48 1.89 52 2.05 75 2.95 77 3.03
FF-S5054 50 1.97 54 2.13 78 3.07 78 3.07
FF-85256 52 2.05 56 2.20 79 3.1 80 3.15
FF-S5458 54 2.13 58 2.28 80 3.15 82 3.23
FF-S5660 56 2.20 60 2.36 81 3.19 85 3.35
FF-S5862 58 2.28 62 2.44 82 3.23 87 3.43
FF-S6064 60 2.36 64 2.52 85 3.35 88 3.46
FF-S Single Cable Cleats
Cable Range m4ijil Diamensions ®#&R
Par NaPer | Min. Dia. ®SRAE | Max. Dia. SMEXE H w
mm in. mm in. mm in. mm in.
FF-56266 62 2.44 66 2.60 a7 3.43 20 3.54
FF-S6468 64 2.62 68 2.68 89 3.50 91 3.58
FF-S6670 66 2.60 70 2.76 90 3.54 92 3.62
FF-S6872 68 2.68 72 2.83 92 3.62 94 3.70
FF-S7074 70 2.76 74 2.91 95 3.74 97 3.82
FF-87276 T 2.83 76 2.99 97 3.82 a9 3.90
FF-S7478 74 2.91 78 3.07 98 3.86 102 4.02
FF-S7680 76 2.99 80 3.15 100 3.94 104 4.09
FF-S7882 78 2.99 82 3.23 102 4.02 106 417
FF-S8084 80 3.15 84 3.31 105 4.13 107 4.21
FF-58286 82 3.23 86 3.39 107 4.21 110 4.33
FF-S8488 84 3.31 88 3.46 109 4.29 111 4.37
FF-S8690 86 3.39 90 3.54 110 4.33 113 4.45
FF-59094 90 3.54 94 3.70 115 4.53 121 4,76
FF-S94118 94 3.70 118 4.65 133 5.24 139 5.47
FF-5118130 118 4.65 130 5.12 140 5.51 144 5.67
FF-S127150 127 5.00 _ 150 5.91 161 6.34 166 6.54
FENGFAN | 04

FEEA Y eSS

pueg pajeo vdd 3 s1ea)) 3|qed
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PPA Coated Band

Brand Name: Fengfan

Approved Certificate: DNV & ABS

Product Description: Cable Fixing Band and Clips
The Lower Cost Alternative to Cable Cleats

Product Benefits Compared to the Cable Cleats

- Low profile finish - Significantly lower cost

- 316 grade stainless stesl (0.4mm band thickness) - Significant weight reduction

- PPA5T1 coating (0.4mm coating thickness) - Reducad inventory - one size fits all

- Zero Halogen, Low Smoke& Fume - No accessories required, like fixing, liners, packers, studding, etc
- DNV, ABS Approved Materials

- Accommodates variations in cable diameter

~Log iy hencing Eenty: (amialer ks mose: around sl i bulk) - Reduced environmental impact during manufacture/ transportation/

- Standard width 5/8"(15.9mm) - other widths available

- Standard colour: Black - other clours available decommissioning

- Captive sealing clip - 50% labour saving versus cleats

- Fully rounded edges - Easy application using Hand Tool

- Round profile on end of band - Independently tested for shock and short circuit.

- Improve health & safety during installation ( Peak current 130kA @0.3M according to IEC61914)

T eSS

L+

NIL
il

raEmra=P PAJR)

MM : Fengfan
F=&iIALE: DNV & ABS
Rk BlRkTENED

pueg p31eo) Ydd 8 sie3]d 3|qe)

IVE L0k € % -3l 2R g
R, Slgikasabms.
- 316EE316LABMEL S ( 0.4mmeEEEE ) , DNV, ULIAERIHHE; -ARgTEE, BERE, MEETHRE;
_REPPARE®S (12mmEBEE) , EETEHE; = WERD R, WLLEN0-0ROANEN, LT NAINE
REEMILE;
- 15.9mi , BEEmEILERm, ;
um: muma:: & . ﬁmm*::m-ﬂﬂﬁ - EWEOMUES, NEEE, H%, WEE, BRHFNS;
- RROBHDA, KADESES, RERETRGHRS; A SRR,
- 7= B IEMDNV,ABSIALE; — W B D R S B R Y SRR RN ;
— P RiBTIEC61914ME TAY130kA @0.3MIE REFE AR, ; - REAPETALRE;

05 | FENGFAN
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Width s Length K Thickness M gt
Item No. &
inch inch inch mm inch
FZLSPAP-15.9*400 400 16.76 Double 40 1.57
FZLSPAP-15.9*450 450 17.72 Double 48 1.88
FZLSPAP-15.9*500 500 19.69 Double 56 2.19
FZLSPAP-15.9"550 550 21.65 Double 64 2.51
FZLSPAP-15.97600 600 23.62 Double 72 2.82
FZLSPAP-15.9"650 650 25.59 Double 80 3.13 EE
FZLSPAP-15.9*700 700 27.56 Double 88 3.45 %
FZLSPAP-15.9*750 750 29.53 Double 96 3.76 ﬁ
FZLSPAP-15.9*800 15.9 0.626 800 31.50 1.2 0.047 | Double 104 4.07 100 %
FZLSPAP-15.9*850 850 33.46 Double 11 4.39 g
FZLSPAP-15.97900 900 35.43 Double 119 4.70 E
FZLSPAP-15.9*950 950 37.40 Double 127 5.02 E
FZLSPAP-15.9*1000 1000 39.37 Double 135 5.33 %
FZLSPAP-15.9*1050 1050 41.34 Double 143 5.64
FZLSPAP-15.9"1100 1100 43.31 Double 151 5.96
FZLSPAP-15.9%*1150 1150 45.28 Double 159 6.27
FZLSPAP-15.9*1200 1200 47.24 Double 167 6.58

- Other lengths available, contact FENGFAN Customer Service.
-EMARKEETES, WRERAHEAR.

You may also want products below:

pueg pajeo vdd 3 s1ea)) 3|qed

EE"m
w2
rd
PPA Coated Bands Thicker L Type Buckle LQD Clamping Tool LQD-S Clamping Tool
FERPPART B A A LOD & #% LQDE R K ES

For more information, please visit www.sympf.com F E N G FA N | 0 6
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RER B AN
Stainless Steel Cable Ties- Ball-Lock Uncoated Ties
P BARER P Technical Information
- EEHE - FER30458316 - Material: Stainless Steel Grade 304 or 316
- IR{EIREE - -80°C~538°C -Working Temp.: -80°C to 538°C
- R . &EaHERIED - Description: Entirely metallic
- BAER : B - Flammability: Fireproof
- W ERANE - Other Properties: UV-resistant.
| Wt P Product Feature
ﬁ - FE AT - Ball-Lock type self-lock system, will
ﬁ LSt speed the installation.
=
BAIRERE! / /)
F  omems BEX KX X mems  momeme | omaey e
ﬁ mm inch mm jnch mm inch mm inch mm inch N Ibs Installation Tool
m standard Cross Section
;:L 12GS5-3.8*100 100 39 25 1.00
% JZGS-3.8*150 150 5.9 37 1.46
g JZGS-3.8*200 200 79 50 1.97
12GS-3.8%250 250 98 63 2,50 LaD-S
?U JZGS-3.8*300 38 015 300 118 026 0010 76 3.00 127 0,50 600 135 LOG
2GS-3.8*350 350 138 89 351 LBG
JZGS-3.8*400 400 157 102 4,00
:-.? 12GS-3.8%450 450 177 115 4.50
5 JZGS-3.8%500 500 19.7 128 5.00
] JZGS-4.6*100 100 39 25 1.00
o JZGS-4.6*150 150 59 37 1.46
ﬁ 1ZGS-4.6*200 200 79 50 197
= 12GS-4.6*250 250 98 63 2.50
o JZG5-4.6*300 300 118 76 3.00 .
* AEATON 46 | o1c MESUNEESN . | 0o HEED 201 127 0.50 1000 225 LQG
@ J2GS-4.6*400 400 157 102 4.00 LBG
= JZGS-4.6*450 450 177 115 450
Y J2GS-4.6*500 500 19.7 128 5.00
3 JZG5-4.6*550 550 217 141 5.56
- J2GS5-4.6*650 650 256 167 6.58
g JZGS-4.6*800 800 315 193 7.60
Light-Heavy Cross Section
12GS-6.4*150 150 59 37 146
12GS-6.4*200 200 7.9 50 197
JZGS-6.4*250 250 938 63 250
J2G5-6.4*300 300 118 76 3.00
J2G5-6.4*350 350 138 89 351 LQD-s
64 025 026 0010 127 0.50 1500 350 LQG
12GS-6.4*400 400 157 102 4.00 LBG
JZGS-6.4*450 450 177 115 450
12GS-6.4*500 500 19.7 128 500
JZG5-6.4*550 550 217 141 556
J2G5-6.4%600 600 236 160 6.30
07 | FENGFAN
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e | R ES [ [ o e
mm jnch mm inch mm inch mm inch mm inch N Ibs Installation Tool
Heavy Cross Section
JZGS-7.9*150 150 59 37 1.46
JZGS-7.9%200 200 79 50 1.97
JZGS-7.9%250 250 938 63 250
JZGS-7.9*300 300 11.8 76 3.00
JZGS-7.9%350 350 138 89 350
JZGS-7.9*400 400 15.7 102 4,00 LQD-S
JZGS-7.9%450 7.9 031 450 17.7 026 0.010 115 4,50 127 0.50 2220 500 LQG
JZGS-7.9%500 500 197 128 5.00 LBG m
JZGS-7.9*550 550 21.7 141 5,56
JZGS-7.9*600 600 236 154 6.07 ﬁ
JZG5-7.9%650 650 25.6 167 6.58 ﬁ
JZGS-7.9%800 800 315 193 7.60 A
JZGS-7.9*1000 1000 394 206 8.12 %
Extra-Heavy Cross Section ﬂ
JZGS-12*350 350 138 78 3.07 ?L
JZGS-12*400 400 157 102 4.02
JZGS-12%500 500 19.7 128 5.04 ﬁ
JZG5-12*600 12 047 600 236 035 0014 154 6.06 254 1.00 3115 700 LOD-S ﬁ
J2GS-12°750 750 295 188 7.40 ﬁl]
JZGS-12*900 900 354 228 8.98
JZGs-12*1100 1100 433 278 10.94
JZG5-12.7%350 350 13.8 78 3.07 ]
JZGS-12.7*400 400 157 102 4,02 g.
JZGS-12.7%500 500 19.7 128 504 o
JZGS-12.7%600 127 050 600 236 035 0014 154 6.06 25.4 1.00 3115 700 LQD-S a
JZGS-12.7*750 700 276 188 7.40 T
JZG5-12.7%900 900 354 228 8.98 o
JZGS-12.7*1100 1100 433 278 10.94 g
Super-Heavy Cross Section i
JZGS-15*350 350 13.8 78 3.07 :
JZGS-15%450 450 17.7 108 4.25 =
1
Lt 15 059 el 035 0014 i s 254 1.00 4100 920 LOD-S E
JZGS-15*750 750 205 184 7.24 %
JZGS-15*900 900 354 220 8.66 \?
JZGS-15*1100 1100 433 272 1071 'g
JZG5-15.9%350 350 138 78 3.07
JZGS-15.9*450 450 17.7 108 425
JZG5-15.9%600 600 237 148 583
159 063 035 0014 25.4 1.00 4100 920 LOD-S
JZGS5-15.9%750 750  27.6 184 7.24
JZGS-15.9%900 900 315 220 8.66
JZGS-15.9*1100 1100 394 272 10.71
-SMHEEKEETES , BREANEEAR. - Other lengths available, contact FENGFAN Customer Service.
SEBIMRERETE , BEEILETENS. - For information on installation tools, refer to Hand Tools pages.
ATHEREN , BSAFENAERTREER, - Please add the material grade by the end of the item number.
FENGFAN | 08
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Stainless Steel Cable Ties- Ball-Lock Fully Polyester Coated Ties

> HABE P Technical Information

- @FAE | THEWHRE 3048316 - Material: Stainless Steel Grade 304 or 316
- BB  BRERIIS S , B 11 - Coating: Polyester/Epoxy, Nylon 11

- IRVERES ; -80°C~150°C -Working Temp.: -80°C to 150°C
- FERIR  BEE SR - Description: Entirely Black
- Bk - RER - Flammability; Fireproof

- PR - AN T - Other Properties: UV-resistant, Halogen free,non toxic

> RS P Product Feature

- BN LRGBS ; - Fully coated version will prevent static electricity.

“ - Polyester coated band provide additional edge
- B TR R R
B protection, prevent the corrosion between dissimilar

i, FHReSRIENE. imateials.

Note: When sending inquiry for this product, please provide photo or part number FZGSP-Fully.
&1 GEZETERN , WRATSTC RO A AR R TBFZGSP-Fully

SN ST SRR

INEBSEE: /
ﬁ!&f i et e e s s mmn!ni?sfmgm mm
mm jnch mm jinch mm inch mm inch mm inch N Ibs Installation Tool
A Standard Cross Section
o FZGSP-4.6*100 100 39 25 1.00
5 FZGSP-4.6*150 150 59 37 146
ﬁ FZGSP-4.6"200 200 79 50 1.97
v FZGSP-4.6*250 250 9.8 63 248
& FZGSP-4.6*300 300 118 76 2.99 i
= FZGSP-4.6*350 350 138 89 3.50
- 46 018 035 0.014 127 0.50 710 160 LQG
e FZGSP-4.6*400 400 157 102 4.02 LEG
& FZGSP-4.6*450 450 17.7 115 4.53
g FZGSP-4.6*500 500 197 128 5.04
- FZGSP-4.6*550 550 217 141 5.55
Y FZGSP-4.6*650 650 256 167 6.57
- FZGSP-4.6*800 800 315 193 7.60
= Light-Heavy Cross Section
g FZGSP-6.4*150 150 59 37 1.46
FZGSP-6.4*200 200 7.9 50 1.97
FZGSP-6.4*250 250 9.8 63 250
FZGSP-6.4*300 300 118 76 3.00
FZGSP-6.4*350 350 138 89 3.51 LQD-S
FZGSP-6.4*400 64 025 400 157 035 0014 102 4.00 127 050 900 200 LOG
FZGSP-6.4*450 450 177 115 4.50 LBG
FZGSP-6.4*500 500 197 128 5.00
FZGSP-6.4*550 550 21.7 141 5.56
FZGSP-6.4°600 600 236 160 6.30
FZGSP-6.4*800 800 315 193 7.60
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mm inch mm jnch mm inch mm inch mm inch N Ibs Installation Tool

Heavy Cross Section

FZGSP-7.9*150 150 59 37 1.46

FZGSP-7.9%200 200 7.9 50 1.97

FZGSP-7.9%250 250 9.8 63 2,50

FZGSP-7.9*300 300 11.8 76 3.00

FZGSP-7.9%350 350 13.8 89 3.50

FZGSP-7.9*400 400 15.7 102 4,00 LQD-S

FZGSP-7.9*450 7.9 031 450 17.7 035 0.014 115 4,50 12.7 0.50 1112 250 LQG

FZGSP-7.9%500 500 197 128 5.00 LBG m
FZGSP-7.9*550 550 21.7 141 5.56

FZGSP-7.9%600 600 236 154 6.07 ﬁ
FZGSP-7.9*650 650 25.6 167 6.58 ﬁ
FZGSP-7.9%800 800 315 193 7.60 *
FZGSP-7.9%1000 1000 394 206 8.12 %
Extra-Heavy Cross Section ﬂ
FZGSP-12*350 350 138 78 3.07 ?L
FZGS5P-12*400 400 15.7 102 4.02 ﬁ
FZGSP-12*500 500 19.7 128 5.04

FZGSP-12*600 12 047 600 236 045 0.018 154 6.06 254 1.00 2000 450 LQD-S g
FZGSP-12*750 750 295 188 7.40 ;u
FZGS5P-12*900 900 354 228 8.98

FZGSP-12*1100 1100 433 278 10.94

FZGSP-12.7%350 350 13.8 78 3.07 g
FZGSP-12.7*400 400 157 102 4.02 g'
FZGSP-12.7*500 500 19.7 128 5.04 o
FZGSP-12.7*600 127 050 600 236 045 0018 154 6.06 254 1.00 2000 450 LaD-s a
FZGSP-12.7*750 700 27.6 188 740 g
FZGSP-12.7%900 900 354 228 8.98 (3
FZGSP-12.7*1100 1100 433 278 10,94 g
Super-Heavy Cross Section i
FZGSP-15*350 350 138 78 3.07 :
FZGSP-15%450 450 17.7 108 425 =

1

GRS 15 | 5o NSRS . | (g EEES e 254 1.00 3000 675 LQD-$ Y
FZGSP-15*750 750 295 184 7.24 %
FZGSP-15*900 900 354 220 8.66 \E'
FZGSP-15%1100 1100 433 272 10.71 g
FZGSP-15.9%350 350 13.8 78 3.07

FZGSP-15.9%450 450 177 108 4.25

EEESEIE oo | s EEEMESRER |, | g1 A o 25.4 1.00 3000 675 LQD-$

FZGSP-15.9*750 750 27.6 184 7.24

FZGSP-15.9*900 900 315 220 2.66

FZGSP-159%1100 1100 394 272 10.71
-STHBKEETES , SREARESAR., - Other lengths available, contact FENGFAN Customer Service.
-EBAIMERERETR , BEEHLFITENE. - For information on installation tools, refer to Hand Tools pages.
ST RE | BSHRNASRYRER, - Please add the material grade by the end of the item number.
FENGFAN | 10
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Stainless Steel Cable Ties- Ball-Lock Polyester Coated Ties

P HAREE P Technical Information
-ERBEH . FERERI04E316 - Material: Stainless Steel Grade 304 or 316 J
- BB FREMAERR , B 11 - Coating: Polyester/Epoxy, Nylon 11 _
- B{FIREE : -80°C~150°C -Working Temp.: -80°C to 150°C .
-FRiEE  BEafHSREBEEBH - Desciption: Black Band with Metallic Buckle
- BKEE B - Flammability: Fireproof 7.
- RS« EMNE TS LS - Other Properties: UV-resistant, Halogen free,non toxic
P> it P Product Feature
- SEERIETIFXEFREREHYE ;- Metallic buckle helps to distinguish from black nylon cable ties.
- BB RN, 7+ - Polyester coated band provide additional edge protection, prevent
e e the corrosion between dissimilar materials.

Note: When sending inquiry for this product, please provide photo or part number FZGSP-Head.
#iE  SEEEERE | R R S S R UBFZG5P-Head

SN ST B SF R

MERS 'Iﬁdﬁ lfnﬁ‘!h mﬁgm M?x.xkauﬁ?ﬂ? l;iia ﬁ’}m& Mth'nfiLﬂS’ngﬂu EXTR
Item No. » o Recommended
mm inch mm inch mm inch mm inch mm inch N Ibs Installation Tool
g Standard Cross Section
g- FZGSP-4.6*100 100 3.9 25 1.00
o FZGSP-4.6*150 150 5.9 37 1.46
ﬁ FZGSP-4.6*200 200 79 50 1.97
- FZGSP-4.6*250 250 98 63 248
"__°|. FZGSP-4.6*300 300 118 76 299 o
ﬁ PZESP AR 46 018 sl W 035 0014 i 350 12.7 0.50 710 160 LQG
. FZGSP-4.6%400 400 157 102 4,02 e
@ FZGS5P-4.6%450 450 17.7 115 4.53
=k FZGSP-4.6*500 500 19.7 128 5.04
— FZGSP-4.6*550 550 217 141 5.55
'Sr FZGSP-4.6%650 650 256 167 6.57
& FZGSP-4.6*800 800 215 193 7.60
b Light-Heavy Cross Section
FZGSP-6.4*150 150 5.9 37 1.46
FZGSP-6.4*200 200 79 50 1.97
FZGSP-6.4*250 250 98 63 2.50
FZGSP-6.4*300 300 118 76 3.00
FZGSP-6.4*350 350 138 89 3.51 LQD-S
FZGSP-6.4*400 64 025 400 157 035 0014 102 4,00 127 0.50 900 200 LQG
FZGSP-6.4*450 450 7.7 115 4.50 LBG
FZGS5P-6.4*500 500 19.7 128 5.00
FZGSP-6.4*550 550 2T 141 5.56
FZGSP-6.4*600 600 236 160 6.30
FZGSP-6.4*800 800 315 193 7.60

11 | FENGFAN
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mm inch mm inch mm inch mm inch mm inch N Ibs Installation Tool
Heavy Cross Section
FZGSP-7.9*150 150 59 37 146
FZGSP-7.9*200 200 79 50 1.97
FZGSP-7.9*250 250 9.8 63 2.50
FZGSP-7.9*300 300 11.8 76 3.00
FZGSP-7,9*350 350 13.8 89 3.50
FZGSP-7.9*400 400 15.7 102 4,00 LQD-S
FZGSP-7.9*450 7.9 031 450 17.7 035 0.014 115 4.50 127 0.50 1112 250 LQG
FZGSP-7.9%500 500 197 128 5.00 LBG m
FZGSP-7.9%550 550 21.7 141 556
FZGSP-7.9*600 600 236 154 6.07 ﬁ
FZGSP-7.9*650 650 256 167 6.58 ﬁ
FZGSP-7.9*800 800 315 193 7.60 z:
FZGSP-7.91000 1000 39.4 206 812 %
Extra-Heavy Cross Section ﬂ
FZGSP-12*350 350 13.8 78 3.07 ?I_,
FZGSP-12*400 400 15.7 102 4,02
FZGSP-12*500 500 19.7 128 5.04 ﬁ
FZGSP-12*600 12 047 600 236 045 0018 154 6.06 254 1.00 2000 450 LQD-S g
FZGSP-12*750 750 295 188 740 ;u
FZGSP-12*900 900 354 228 8.98
FZGSP-12*1100 1100 433 278 10.94
FZGSP-12.7*350 350 138 78 3.07 ]
FZGSP-12.7*400 400 15.7 102 4.02 g-
FZGSP-12.7*500 500 19.7 128 5.04 3
FZGSP-12.7*%600 127 050 600 236 045 0018 154 6.06 254 1.00 2000 450 Lap-s a
FZGSP-12,7#750 700 276 188 7.40 -
FZGSP-12.7*900 900 354 228 8.98 (3
FZGSP-127*1100 1100 433 278 10.94 g
Super-Heavy Cross Section L
FZGSP-15*350 350 138 78 3.07 :
FZGSP-15*450 450 177 108 425 8
BRI SI00 15 0.59 e 045 0018 s 2 254 1.00 3000 675 LQD-S ;'-
FZGSP-15*750 750 295 184 7.24 %
FZGSP-15*900 900 354 220 8.66 \?
FZGSP-15*1100 1100 433 272 10.71 ©
FZGSP-15.9*350 350 138 78 3.07 =
FZGSP-15.9%450 450 17.7 108 425
EERNCIRON 159 | 063 ol i 045 0018 e S 254 1.00 3000 675 LQD-S
FZGSP-15,9*750 750 276 184 7.24
FZGSP-15.9%900 900 315 220 8.66
FZGSP-15.9%1100 1100 394 272 1071
-EMIEEEETES , BEENAEEAR. -Other lengths available, contact FENGFAN Customer Service.
SEEARNEERETE , BERILHETENMEA,  -Forinformation on installation tools, refer to Hand Tools pages.
-THERE , BEAARAFERNEER, - Please add the material grade by the end of the item number,
FENGFAN | 12
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Stainless Steel Cable Ties- Ball-Lock PVC Coated Ties

> BEARERE P Technical Information /
- &FEME . TEHR 30488316 - Material: Stainless Steel Grade 304 or 316
- G¥EiE : PVC Eadbie - Coating: PVC
- R : -Working Temp.: -40°C to 85°C
PSR - Description: Black Band with Metallic Buckle y
- Fad | RewEsReREEn - Flammability: Fireproof /
- PR - B - Other Properties: UV-resistant
- R - RN
> RS P Product Feature

- #RaENEFTFXETFRaRRILE ; - Metallic buckle helps to distinguish from black
ble ties.
- SEvEESiE y, e
, VCEEFESEE, B PVC coated band is thicker and softer, than polyester

- BEFETLURGHEIS MR 7 coated band.
B S EIELER - Coated band provide additional edge protection,
A9 prevent the corrosion between dissimilar metals.

SN ST SRR

mEEe BE KE EE BAHESER BNEHER b J\s bl EETE
iyl Width Length  Thickness Max.BundleDia. Min.BundleDia. Min.TensileStrength p. 0 anded
mm inch mm inch mm inch mm  inch mm  inch N Ibs Installation Tool
Standard Cross Section
FZG5J-5.6*150 150 59 37 146
FZG5J-5.6*200 200 7.9 50 1.97
!f-.? FZGSJ)-5.6*250 250 938 63 248
= FZGSJ-5.6%350 350 138 89 3.50 Lap-5
= 56 022 10 0039 127 0.50 350 80 LQG
] FZGSJ)-5.6*450 450 177 115 453 LBG
o FZGSJ-5.6600 600 236 154 606
§ FZGSJ)-5.6*750 750 295 178 7.01
= FZG5J-5.6%900 900 354 229 9.02
o Heavy Cross Section
: FZGSJ-9.0%200 200 79 52 2.05
= FZGSJ-9.0%250 250 9.8 65 2.56
‘?: FZG5J-9.0*300 300 118 78 3.07
E EEas BOTEY 9 035 v L 1.0 0039 ke A 254 1.00 445 100 LQD-s
o FZGS5J-9.0*500 500 19.7 128 5.04
- FZG5J-9.0%650 650 256 165 6.50
3 FZGSJ-9.0*800 800 315 04 803
FZGSJ-9.0*1000 1000 39.4 254 10.00
Super-Heavy Cross Section
FZGSJ-16*350 350 138 89 3.50
FZGSJ-16*450 450  17.7 115 453
FEGSHIG30 16 o3 =20 | 217 12 0.047 il 553 254 1.00 890 200 LQD-5
FZGSJ-16*700 700 276 179 7.05
FZGSJ-16*850 850 335 216 850
FZGSJ-16*1100 1100 433 280 11.02

-ESRSIKEETES , SERAREAR,  -Otherlengthsavailable, contact FENGFAN Customer Service.
-EAAMEERETE , BESILHETIENA. - Forinformation on installation tools, refer to Hand Tools pages.
AT RE | BSEARNTERERER, - Please add the material grade by the end of the item number.

13 | FENGFAN
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Stainless Steel Cable Ties- Ball-Lock Semi-Polyester Coated Ties

> BARER

- BB FEIHE 3048E316
- IR | EREIERIR , B 11
- R{ERE : -80°C~150°C

- FREEE  SREWSRERE

- Bk - EMR

- PR | URIME TR B

y.

9

P Technical Information

- Material: Stainless Steel Grade 304 or 316

- Coating: Polyester/Epoxy, Nylon 11

-Working Temp.:-80°C to 150°C

- Description: Black Band with Metallic line

- Flammability: Fireproof

- Other Properties: UV-resistant, Halogen free, non toxic

SRR KEETES , FRERREEAR.
-SRATMEEREIR , FEERATIANE.
TR BENRRNTERYRER.

> RIS P Product Feature
- BEHRL , BEFALD ; - Better loop strength, compare to fully coated band.
. - Compare to uncoated ties, semi-coated band provide
- FEHIELE SR ATLUIRAR additional edge protection, prevent the corrosion between
SMIDESERR , FRRSRENBIE,  the dissimilar materials.
migns 3 4 Lf-. B EE BRAMSEE ROVESEE BNELD BETE
Ttem No. Width gth  Thickness Max.Bundle Dia. Min.Bundle Dia. Min.Tensile Strength p. o000 ideg
mm inch mm inch mm inch mm inch mm inch N Ibs Installation Tool
Standard Cross Section
FZGBS5P-4.6*100 100 39 25 0.98
FZGBSP-4.6*150 150 5.9 37 1.46
FZGBSP-4.6*200 200 7.9 50 1.97
FZGB5P-4.6*250 250 98 63 2.50
FZGBSP-4.6*300 300 118 76 3.00 LQD-5
FZGBSP-4.6*350 4.6 018 350 138 035 0.014 89 3.51 127 0.50 1000 225 LaG
FZGBSP-4.6*400 400 157 102 4.00 LBG
FZGBSP-4.6%450 450 17.7 115 450
FZGBSP-4.6*500 500 197 128 5.00
FZGBSP-4.6*600 600 236 155 6.10
FZGBSP-4.6*800 800 315 193 7.60
Heavy Cross Section
FZGBSP-7.9%200 200 7.87 50 1.97
FZGBSP-7.9%300 300 11.81 76 299
FZGBSP-7.9*350 350 1378 89 3.50 -
FZGBSP-7.9*450 450 17.72 115 453
FPGESPT 9M550 79 031 550 | 2165 035 0.014 14 555 12.7 0.50 2220 500 tCB!gr
FZGBSP-7.9*700 700 2756 180 7.09
FZGBSP-7.9%850 850 3346 198 7.80
FZGB5P-7.9%1000 1000 3937 206 8.1
Extra- Heavy Cross Section
FZGBSP-12.7*350 350 1378 78 3.07
FZGBSP-12.7*400 400 1575 102 4.02
FZGBSP-12.7*500 500 19.69 128 5.04
FZGBSP-127%600 127 050 600 2362 045 0018 154 6.06 254 1.00 3115 700 LQD-5
FZGBSP-12.7*750 750 2953 188 7.40
FZGBSP-12.7%900 900 3543 228 8.98
FZGBSP-127*1100 1100 4331 278 10.94

- Other lengths available, contact FENGFAN Customer Service.
- For information on installation tools, refer to Hand Tools pages.
- Please add the material grade by the end of the item number.

FENGFAN | 14
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Stainless Steel Cable Ties- Ball-Lock with Tongue Head Uncoated Ties
> FAER P Technical Information
- @EAE | FEWHE 30458316 - Material: Stainless Steel Grade 304 or 316
- {R{EiREE : -80°C~538°C -Working Temp.: -80°C to 538°C
- iR | @ ReHEE RIS - Description: Entirely Metallic
- B - AR - Fammability: Fireproof
- HERHE - FURNG - Other Properties: UV-resistant
ﬁ > RS P Product Feature
it - BRSNS ERER -Tongue Head Design makes the inside surface smooth,
Z: VOB , (R, won't hurt the bundled objects,
m R kE EE BAESEE BRMNESER BVALD EETR
il MIEHS  Width  Length  Thickness Max.BundleDia. Min.Bundie Dia. Min.Tensile Strength pcommended
ﬁ mm inch mm jnch mm inch mm inch mm inch N Ibs Installation Tool
g Standard Cross Section
?IJ JZGTS-4.6200 200 7.9 50 197
JZGTS-4.6"250 250 98 65 2,56
JZGTS-4.6*350 350 138 89 3.50 LQD-$
v JZGTS-46%550 46 018 550 217 026 0010 141 555 127 0.50 1000 225 LOG
g. JZGTS-4.6*650 650 256 165 650 LBG
3 JZGTS-4.6"850 850 335 216 8.50
@ JZGTS-4.6*1100 1100 433 280 11.02
.-:o, Heavy Cross Section
o JZGTS-7.9*200 200 79 50 197
%-‘ JZGTS-7.9%250 250 98 65 256
W JZGTS-7.9%350 350 138 89 3.50 LOD-S
: JZGTS-7.9%50 79 031 550 217 026 0010 141 5.55 127 0.50 2220 500 LQG
o JZGTS-7.9%650 650 256 165 6.50 LBG
= JZGTS-7.9*850 850 | 335 216 8.50
.3 JZGTS-7.9*1100 1100 433 280 11.02
=]
% -EMHBKERTES , BEERREEAR. - Other lengths available, contact FENGFAN Customer Service.
m

SEATMEERETE , BEEHLBTRMNE,  -Forinformation on installation tools, refer to Hand Tools pages.
STMFERE  BETRRNFEREEER, - Please add the material grade by the end of the item number.
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> ZARER
- RMMHTH | I 304503

- HERES : -80°C~150°C

- i | SmEEE TR
- B - AR

- PP - SRINE sl

> PR

- &AL ;

- B ERILURGRS N
P | FiRSREAIRE ;

- BERELRITSRIELER®
EDER |, RIFEIRES.

mwms  RE
Item No.
mm inch

Standard Cross Section
FZGTSP-4.6*200
FZGTSP-4.6%250
FZGTSP-4.6*350
FZGTSP-4.6*550 4.6 0.18
FZGTSP-4.6*650
FZGTSP-4.6*850
FZGTSP-4.6*1100

Heavy Cross Section
FZGTSP-7.9%200
FZGTSP-7.9*250
FZGTSP-7.9%350
FZGTSP-7.9*550 79 0.31
FZGTSP-7.9%650
FZGTSP-7.9*850
FZGTSP-7.9%1100

16

- BEEEREL | TREERR Bl 11

won't hurt the bundled objects,
KE BEE BAREAEE BNESEE
Length Thickness Max.BundleDia. Min. Bundle Dia.

mm inch mm inch mm inch mm inch

200 79 50 1.97

250 9.8 65 2.56

350 138 89 3.50

550 21.7 035 0.014 141 555 12.7 0.50

650 256 165 6.50

850 335 216 8.50

1100 433 280 11.02

200 7.9 50 1.97

250 9.8 65 2.56

350 138 89 3.50

550 217 035 0014 141 5.55 127 0.50

650 25.6 165 6.50

850 335 216 8.50

1100 433 280 11.02

-SHASKEETES  FRENAEEAR.
-SBEAHRERETIR  BFEELEIENE.
ST R, SRR EREMRER.

REEE U BN TR S

Stainless Steel Cable Ties- Ball-Lock with Tongue Head Fully Polyester Coated Ties

P Technical Information

- Material: Stainless Steel Grade 304 or 316

- Coating: Polyester/Epoxy, Nylon 11

-Working Temp.: -80°C to 150°C

- Description: Entirely Black

- Flammability: Fireproof

- Other Properties: UV-resistant, Halogen free,non toxic

P Product Feature

- Fully coated version will prevent static electricity.

- Coated Band provide additional edge protection,
prevent the corrosion between the dissimilar materials.

-Tongue Head Design makes the inside surface smooth,

BNELD
Min. Tensile Strength m

N Ibs Installation Tool

LQD-§
710 160 LQG
LBG

LQD-S
112 250 LQG
LBG

- Other lengths available, contact FENGFAN Customer Service.
- For information on installation tools, refer to Hand Tools pages.
- Please add the material grade by the end of the item number.

FENGFAN | 16
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RER E ST IR B

Stainless Steel Cable Ties- Ball-lock Spring Uncoated Ties

> BAER P Technical Information

- B FE . SRR 30488316 - Material: Stainless Steel Grade 304 or 316

- BEREE - -80°C~538°C -Working Temp.: -80°Cto 538°C

- PRt | SREERHE RN - Description: Metallic Spring Band and Buckle
- B - B - Flammability: Fireproof

- FHENSHE | FUEROME - Other Properties: UV-resistant.

> RS » Product Feature

-Wave-form Spring maintains greater installed tension on non-resilient objects.
- Tightly clamps on applications where other stainless steel ties will not function.
- Retain the tension on a solid bundle with minimal applied force.

- Superior performance and reliability.
BAIRLE: / /]

MRS D0 S ridees Messundedls M bundiea. Min TendiSrength o R

mm inch mm inch mm inch mm inch mm inch N Ibs Installation Tool
Standard Cross Section
JZGSS-4.6%200 200 7.87 50 1.97
JZGSS-4.6*360 360 1417 100 3.94
JZGSS-4.6%520 520 2047 150 591
JZGSS-4.6*680 680 2677 200 7.87 LabD-5

46 0181 026 0010 31.85 125 1000 225 LOG
JZGSS-4.6"840 840  33.07 250 9.84 166
JZGSS-4.6*1000 1000 3937 300 11.81
JZGSS-4.6*1200 1200 47.24 365 14,37
JZGS5-4.6*1400 1400 5512 425 16.73
Heavy Cross Section
JZGSS-7.9%200 200 7.87 50 197
JZGS5-7.9*360 360 1417 100 3.94
JZGSS-7.9%520 520 2047 150 591 —
AZGSSTHN | . | gyyy (80012077 o | Ggto 220 28 31.85 125 2220 500 LQG
JZGSS-7.9%840 840 3307 250 9.84 LBG
JZGSS-7.9*1000 1000 3937 300 11.81
JZGSS-7.9%1200 1200 47.24 365 1437
JZGSS-7.9%1400 1400  55.12 425 16.73

-EHABEKERTES  BEREAREEAR. - Other lengths available, contact FENGFAN Customer Service.
EAAHEERETE , BEELHETENE. - Forinformation on installation tools, refer to Hand Tools pages.
TR, BERRRNFAEREER. - Please add the material grade by the end of the item number.

17 | FENGFAN
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Stainless Steel Cable Ties- Ball-Lock Double Wrapped Uncoated Ties

> HARER

- EMEE - FBOHE 30452316

- SR{FIREE  -80°C~538°C
- Fimitid : @ReHE RN

- Bk B
- FTEIASHE « BUERAME
> R
- ALK B LR R B
- AR ERIRORR
ZRERIEH .
mE
mEEs
Item No. il
mm  inch
Heavy Cross Section
JZGDWS-7 9400
JZGDWS-7.9%500
JZGDWS-7.9*750 79 0.30
JZGDWS-7.9%900
JZGDWS-7.9*1000
Extra-Heavy Cross Section
JZGDWS-12.7*500
JZGDWS-12.7*600

SN TR0 127 | 050
JZGDWS-12.7*1050
JZGDWS-12.7%1350
Super Heavy Cross Section
JZGDWS-15.9*500
JZGDWS-15.9%600
JZGDWS-159750 | 159 | 0.63
JZGDWS-15.9*1050
JZGDWS-15.9*1350

kE
Length Thickness Max.Bundle Dia. Min.Bundle Dia. Min.Tensile Strength

400
500
750
900
1000

500
600
750
1050
1350

500
600
750
1050
1350

P Technical Information

- Material: Stainless Steel Grade 304 or 316
-Working Temp.: -80°C to 53&°C

- Description: Entirely Metallic

- Flammability: Fireproof

- Other Properties: UV-resistant

P Product Feature

- Allow for tighter tension on non-resilient bundle.
- Cable strap should pass through the buckle twice.

EE BAESEE RNESER B/ALA

inch mm inch mm inch mm inch N Ibs
157 55 217
19.7 70 2.76

295 026 o010 110 433 127 0.50 2800 630
354 135 531

39.4 150 591
19.69 68 268
23.62 84 3.31
2953 035 0014 108 425 254 1.00 4600 1050
4134 156 6.14
53.15 203 7.99
19.69 68 268
2362 84 331
2953 035 o014 108 425 254 1.00 5500 1250
4134 156 6.14
5315 203 7.99

-EMMNBEEETE  FERERRESAR, - Other lengths available, contact FENGFAN Customer Service.
-ERAIHEERETR , BEEILFIENEA. - For information on installation tools, refer to Hand Tools pages.
IR | BENARNTEREEER, - Please add the material grade by the end of the item number.

EETR
Recommended
Installation Tool

LQD-s
LQG
LBG

LQD-5

LQD-S

FENGFAN | 18
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Stainless Steel Cable Ties- Ball-lock 360 Degree Seal Uncoated Ties
P BARER P Technical Information
- EBEE | TSR 30485316 - Material: Stainless Steel Grade 304 or 316
- #B/ERAF : -80°C~538°C -Working Temp.: -80°C to 538°C
- TRt | @ReFERIED - Description: Entirely Metallic
- PGSR - PRI -Flammability: Fireproof
- R - RN - Other Properties: UV-resistant
2k > RS P Product Feature
ﬁ - 360 LT AT LR - 360 radial seal eliminates gaps between the band
g %, BHEREENNERE. and buckle, to provide a completely sealed.
E1P BEE KE 2 BE BAESEE BIESEE | S0
* mf Width Length Thickness Max.Bundle Dia. Min.Bundle Dia. Min. Tensile Strength msm*mx:dnd
g mm inch mm inch mm inch mm inch mm inch N Ibs [Installation Tool
a J JZG3605-6.4*150 150 591 37 146
JZG3605-64*200 200 787 50 197
JZG3605-64°250 250 984 63 248
JZG3605-64%300 300 11831 76 299
263605647350 350 1378 89 350 LQD-S
JZG3605-6.4"400 64 025 400 1575 0.26 00 102 402 127 05 200 200 LG
JZG3605-64°450 450 | 1772 115 453 LBG
JZG3605-6.4*500 500 1969 128 504
JZG3605-6.4%550 550 2165 142 559
JZG3605-6.4°600 600 2362 155 610
JZG3605-6.4"800 800 3150 193 7.60

-SRMNEEETES  BERERRESAR, - Other lengths available, contact FENGFAN Customer Service.
SERAAMRERETR, #ESHEIENE.  -Forinformation on installation tools, refer to Hand Tools pages.
THFERE , BENARNTHEREEER. - Please add the material grade by the end of the item number.

adA] }207-||eg ¢ S°11 |931S SsajuIelS
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Stainless Steel Cable Ties- L Type Ball-lock Uncoated Ties

P> EAER » Technical Information
- €BMHE | PR 30488316 - Material: Stainless Steel Grade 304 or 316
- B{ERE ; -80°C~538°C -Working Temp.: -80°C to 538°C
- RS | SMEFSRIEN - Desaription: Entirely Metallic
- PR : B - Flammability: Fireproof
- PR AN - Other Properties: UV-resistant
» R P Product Feature
- SEEETRE Y GEE - Stronger tensile strength, than normal ball-lock
BEEAAYhIEeE. uncoated ties.
BE KE BEE BAESERE BNESEE - Z\S i) REIE
mnllg Width Length Thickness Max.BundleDia. Min.Bundle Dia. Min.TensileStrength o o oq
mm inch mm inch mm inch mm inch mm inch N lbs Installation Tool
JZGCS-7.9*150 150 591 37 146
JZGC5-7.9%200 200 787 50 197
JZGCS-7.9%250 250 984 63 248
JZGES-7.9%300 300 1181 76 299
JZGCS-7.9%350 350 1378 89 350
JZGCS7.9*400 79 031 400 1575 026 001 102 402 127 05 3000 675 LQD
JZGCS-7.9%450 450 1772 115 453
JZGCS-7.9*500 500 1969 128 504
JZGC5-7.9"550 550 | 2165 142 559
JZGCS-7.9%600 600 2362 155 6.10
JZGCS-7.9%800 800 3150 193 7.60

-EHHBKEETES  EREANESAR. - Other lengths available, contact FENGFAN Customer Service,
EAOMREERETR , FEEHPTANE,  -Forinformation oninstallation tools, refer to Hand Tools pages.
T RE , BEHARNFEREEER. - Please add the material grade by the end of the item number.

FENGFAN | 20
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Stainless Steel Cable Ties- L Type Uncoated Ties

> BARER P Technical Information

- 2BHE - FENFER 3048316, - Material: Stainless Steel Grade 304 or 316,
| Galvanized Steel

- $R{EIRRT : -80°C~538°C -Working Temp.: -80°C to 538°C

- i - EReWS RSN

- B « % - Flammability: Fireproof
- FESE | N - Other Properties: UV-resistant.
BE KE L §: 3 BAR#ER BVESER B/NH mEIR
AEES Width Length  Thickness Max.BundleDia. Min.Bundle Dia. Min.Tensile Strength p. = =0
Item No. _
mm jinch mm inch mm inch mm inch mm inch N Ibs Installation Tool

JZLS-7.9%200 200 7.87 55 217

JZL5-7.9%300 300 1181 %0 354 DQH
JZLS-7.9%400 400 15.75 120 472 DQL
JZLS7.9%500 7.9 031 500 1969 026 0010 150 591 127 05 2220 500 LA
JZLS-7.9%600 600 23.62 185 7.28 LoD
JZLS-7.9*700 700 27.56 215 846 LaD-S
JZLS-7.9%800 800 31.50 250 9.84

JZLS-10%300 300 1181 90 354

1ZL5-10*400 400 1575 120 472 DOH
JZL5-10%500 500  19.69 150 591 baL
JZL5-10%600 10 039 600 2362 035 0014 185 7.8 1905 075 2800 630 LQA
JZLS-10%*700 700 27.56 215 8.46 LQD
JZLS-10*800 800 3150 250 984 LQD-S
JZLS-10*1000 1000  39.37 310 1220

JZLS-12%300 300 1181 90 354

J7L5-12%400 400 1575 120 472 DQH
JZLS-12%500 500 1969 150 591 paL
JZLS-12*600 12 047 600 2362 035 0014 185 7.28 254 1 3115 700 LQA
JZLS-12+700 700 2756 215 846 LD
JZL5-12%800 800  31.50 250 984 LOD-S
JZLS-12*1000 1000 3937 310 12.20

JZLS-15%400 400 15.75 120 472

JZLS-15%500 500 19.69 150 591 [I;gll-_'
JZL5-15600 15 0.59 400 23.82 035 0014 183 728 254 1 4100 920 LQA
JZLS-15%700 700  27.56 215 846 LD
JZLS-15%300 800 3150 250 | 9.84 LQD-S
JZL5-15*1000 1000 3937 310 12.20

JZLS-19*400 400 15.75 120 472

JZLS-19¥500 500 1969 150 591

JZLS-19%600 600  23.62 185 | 7.28

JZLS-19*700 700 27.56 215 8.46 DQH
JZLS-19%800 19 075 80 3150 04 0016 250  9.34 3175 125 5000 1125

JZLS-19*900 900  35.43 280 1102 o
JZLS-19*1000 1000 3937 310 1220

JZLS-19*1200 1200 47.24 375 1476

JZLS-19*1400 1400 55.12 440 17.32

- Description: Entirely Metallic

-SAEKEETES  ERERAREEAR.
-GAAMEEZRTIR  BEEWIARMA.
- R BERAROTBRERERER.

21 | FENGFAN

- Other lengths available, contact FENGFAN Customer Service.
- For information on installation tools, refer to Hand Tools pages.
- Please add the material grade by the end of the item number.
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L BUARFEINPVCE BT
Stainless Steel Cable Ties- L Type PVC Coated Ties
| EFZN =] P Technical Information
- 2B FEREE 3048316 - Material: Stainless Steel Grade 304 or 316
- BEfH - PVC EadRH] - Coating: PVC
- 3{ERE : -40°C~85°C ~Working Temp.: -40°C to 85°C
- FREL | EeREEemeEin - Description: Black Strap with Metallic Buckle
- PSSR (A - Flammability: Fireproof
- PR - RSN - Other Properties: UV-resistant
P R P Product Feature E
- PVC @it | 18R PPART LTS e Tttt - PVC coating will reduce the cost, than PPA coating. z:
- iETHE A  RE T, TE, SERpEreHmsry ;- Softer and thicker PYC provide additional edge protection. %
- R a LA EER S R A, - Prevents corrosion between dissimilar metals. %m
L
BE KB =84 A EE mVESEEE FE2 N s BEITE ;HE-Il;
MERs Widlth Length Thickness  Max.BundleDia. Min.BundleDia. Min.TensileStrength p. o0 0 g
Item No. MM inch MM inch MM inch  mm o mm heh N lbs Installation Tool 5“
FZLSJ-9%300 300 11.81 60 236
FZL5)-9*400 400 1575 92 3.62 DaH
FZL51-9*500 500 1969 124 4.88 DaL
FZLSJ-9%*600 9 035 600 2362 1.2 0047 156 6.14 12.7 0.5 2000 450 LOA E’Q
FZL51-9*700 700 | 2756 188 740 LoD E.
FZLSJ-9*800 BOO 3150 220 B.66 LOD-5 =_
FZL5)-9*1000 1000 | 39.37 284 11.18 m
FZL5)-13*300 300 11.81 a0 236 &
FZL51-13*400 400 1575 a2 .62 DaH F'D’
FZL5J-13*500 c00 19.69 124 4.88 DaL &
FZL5)-13*600 13 051 600 2362 1.2 0047 156 6.4 254 1 3000 675 LOA -_
FZL5J-13*700 700 2756 188 740 LoD ‘:D‘.
FZLSJ-13*B00 800 3150 220 8.66 LaD-s
FZL5J-13*1000 1000 3937 284 11.18 ’
FZL5J-16*400 400 1575 92 3.62 =
FZL5)-16*500 E00 1969 124 4 88 é
FZLSJ-16*600 600 2362 188 7.40 g ©
FZL5)-16*700 700 2756 220 8.66 s &
16 063 1.2 0047 25.4 1 3500 790 LQA
FZLSJ-16*B00 800 3150 251 9.88 LaD
FZLS1-16*900 900 3543 252 9.92
FZL5J-16*1000 1000 3937 284 1118 RIS
FZLSJ-16%1200 1200 4724 348 13.70
S EEEL T ES | SEERREE AR, - Other lengths available, contact FENGFAN Customer Service.
SERIMRERZETR  SEFILFEIARNE, - Forinformation on installation tools, refer to Hand Tools pages.
AT R ES MRS N RER, - Please add the material grade by the end of the item number.
For more information, please visit - FENGFAN | 22
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Stainless Steel Cable Ties- L Type Polyester Coated Ties
P ERER P Technical Information
- £BHE : FHEREE 30488316 - Material: Stainless Steel Grade 304 or 316
- Bi¥ERHE - FREWIENE B 11 - Coating: Polyester/Epoxy, Nylon 11
- R{'EIREE : -80°C~150°C -Working Temp.: -80°C to 150°C
- PR - REHEREREREN - Description: Black Strap with Metallic Buckle /
- BAES [ - Flammability: Fireproof
- RS - ERIME RS TS - Other Properties; UV-resistant, Halogen free, non toxic
> TR P Product Feature
- BRSNS FBh L - Coated band provides additional edge protection,
S BERE, prevent the corrosion between dissimilar materials.
BE KE BE BAESEE EBNESEER BRI RETE
MEms Width Length  Thickness Max.BundleDia. Min.BundleDia. Min.Tensile Strength g = 0
Item No.
mm inch mm jinch mm jnch mm inch mm inch N Ibs Installation Tool
FZLSP-7.9*200 200 7.87 55 217
FZLSP-7.9*300 300 11.81 90 354
FZLSP-7.9%400 400 15.75 120 472 DQH
FZLSP-7.9*500 500 19.69 150 591 DaL
FZLSP-7.9*600 7.9 031 600 2362 035 0014 185 7.28 12.7 05 2220 500 LQA
FZLSP-7.9*700 700 27.56 215 8.46 LoD
FZLSP-7.9*B00 800 31.50 250 9.84 LQD-S
FZLSP-7.9*1000 1000 39.37 310 12.20
FZLSP-7.9%1200 1200 47.24 370 14,57
FZLSP-10*300 300  11.81 90 354
FZLSP-10*400 400 15.75 120 472 DOH
FZLSP-10*500 500 19.69 150 591 paL
FZLSP-10*600 600 2362 185 7.28
10 039 04 0016 1905 075 2800 630 LQA
FZLSP-10%700 700 | 27.56 215 B.46 LQD
FZLSP-10*800 800 3150 250 9.84 i
FZLSP-10*1000 1000 3937 310 12.20
FZLSP-10%1200 1200 47.24 370 14,57
FZLSP-12*300 300 11.81 90 354
FZLSP-12*400 400 1575 120 472 —
FZLSP-12*500 500 19.69 150 591 paL
FZLSP-12*600 600 2362 185 7.28
12 047 045 0018 254 1 3115 700 LQA
FZLSP-12*700 700 | 27.56 215 8.46 LoD
FZLSP-12*800 800 3150 250 9.84 v
FZLSP-12*1000 1000 3937 310 12.20
FZLSP-12%1200 1200 47.24 370 14,57
23 | FENGFAN
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T e mm jnch mm jnch mm  inch mm inch mm inch N Ibs Installation Tool

FZLSP-15%300 300 1181 8s 335
FZLSP-15%400 400 1575 120 472
FZLSP-15%500 500 1969 150 | 591 DDET
FZLSP-15"600 600 2362 185 728

15 059 045 0018 254 1 4100 920 LQA
FZLSP-15%700 700 | 2756 215 846 -
FZLSP-15%800 800 3150 250 984
FZLSP-15%1000 1000 3937 310 1220 L
FZLSP-15%1200 1200 47.24 75 1476
FZLSP-19*300 300 1181 8s 335
FZLSP-19*400 400 1575 120 472 L
FZLSP-19%500 500 1969 150 591 7
FZLSP-19%600 600 2362 185 728
FZLSP-19*700 700 2756 215 846 4
FZLSP-19*800 800  31.50 250 984 DQH %
rsaooe | P 75 oo amas 05 002 o T 35 125 5000 1125 ) ]
FZLSP-19%1000 1000 3937 310 1220 F
FZLSP-19*1100 1100 4331 380 | 1339 HE
FZLSP-19%1200 1200 47.24 75 1476 =
FZLSP-19*1300 1300 51.18 400 | 1575 7
FZLSP-19*1400 1400 55.12 440 1732

-ERNEEEETTEH , FRENNESAR, - Othertermgthsavaitatte cortact FENGFAN Custormer Service.
EAIHEERETR , BEEILHFIRMNE.  -Forinformation on installation tools, refer to Hand Tools pages.
AT RE  EENARNFERT RER., - Please add the material grade by the end of the item number.

adA] 1 ¢ sa11|33)s ssajuiels
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L BAREEMPPAILE (T )

Stainless Steel Cable Ties- L Type PPA Coated Ties

> FRER P Technical Information

- &EHE | EREE 30488316 - Material: Stainless Steel Grade 304 or 316

- 5@  PPA - Coating: PPA

- {ERE : -80°C~150°C - Working Temp.: -80°C to 150°C

- R - Beds RSB - Description: Black Strap with Metallic Buckle
- Bk - Ek - Flammability: Fireproof

. REAME F - Other Properties: UV-resistant, Halogen free, non toxic

> RS P Product Feature

- Strap with non-toxic, halogen free PPA coating.

- PPA coatings have excellent chemical and weather resistance, which is unaffected by UV.
- Extremely flexible even at low temperature.

- Protect objects from damage or interference, due to directly contact with stainless steel.
- PPA thicker coating and smooth edges offers additional corrosion resistance.

NI A

BE  KE S  SESAEGES UBRCRSEE  SEEBND)  gRTA

RS Width Length  Thickness Max.BundleDia. Min.BundleDia. Min.TensileStrength p. o "
ftem No. mm jnch mm inch mm jnch mm  inch  mm  inch N Ibs Installation Tool
FZLSPAP-6.4%300 300 11.81 85 335 43 1.67
E’u: FZLSPAP-6.4*400 400 1575 120 472 60 236
5‘ FZLSPAP-64*500 500 19.69 150 5.89 75 2,95
fT FZLSPAP-64*600 s | 025 600 2362 S [N— 180 7.09 90 3.54 1500 340
a FZLSPAP-6.4*700 700  27.56 210 827 105 413
wv FZLSPAP-6.4*800 80O  31.50 245 965 123 4.83
3 FZLSPAP-6.4*1000 1000 3937 310 12.20 155 6.10
1 FZLSPAP-6.4*1200 1200 4724 370 14.57 185 7.28
:! FZLSPAP-9.6%300 300 11.81 85 335 43 1.67
3 FZLSPAP-9.6*400 400 1575 120 472 60 236
‘ FZLSPAP-9.6*500 500 19.69 150 5.89 75 295 DQH
— FZLSPAP-9.6*600 600 2362 180 7.09 a0 354 DAL
— FZLSPAP-9.6*700 9.6 0.38 700 2756 1.2 0047 210 8.27 105 413 2000 450 LQA
§ FZLSPAP-9.6*800 8OO 3150 245 9.65 123 483 Lap
(1] FZLSPAP-9.6*900 900 35.43 275 10.83 138 541 LaD-5
FZLSPAP-9.6*1000 1000 3937 30 1220 155 610
FZLSPAP-9.6*1200 1200 4724 370 14.57 185 7.28
FZLSPAP-12.7300 300 1181 8 335 43 167
FZLSPAP-12.7*400 400 15.75 120 4.72 60 236
FZLSPAP-12.7*500 500 19.6% 150 5.89 75 295 DQH
FZLSPAP-12.7*600 600 23.62 180 7.09 90 3.54 DaL
FZLSPAP-12.7*700 127 050 700 2756 1.2 0047 210 827 105 4.13 3000 675 LQA
FZLSPAP-12.7*800 800 31.50 245 9.65 123 4.83 Lap
FZLSPAP-12.7*900 900 3543 275 10.83 138 541 LQD-5
FZLSPAP-12,7*1000 1000 3937 310 12.20 155 6.10
FZLSPAP-12.7*1200 1200 47.24 370 14.57 185 7.28
25 | FENGFAN
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RemNo.  “um inch (mm [inch mm inch mm | inch  mm | inch N Ibs Installation Tool
FZLSPAP-15.9*300 500 19.69 85 335 43 167
FZLSPAP-15.9*400 600 2362 120 472 60 236
FZLSPAP-15.9*500 500  19.69 150 5.89 75 295 DQH
FZLSPAP-15.9"600 600 23.62 180 7.09 90 3.54 DaL
FZLSPAP-159%700 159 063 700 2756 12 0047 210 827 105 413 4000 900 LQA
FZLSPAP-15.9%800 800 3150 245 9.65 123 483 LoD
FZLSPAP-15.9"900 900 3543 275 10.83 138 541 LQD-S
FZLSPAP-15.9%1000 1000 39.37 310 12,20 155 6.10
FZLSPAP-15.9%1200 1200 47.24 370 14.57 185 7.28 L
FZLSPAP-19.05%400 400 1575 120 472 60 236 iJ
FZLSPAP-19.05*500 500 19.69 150 591 75 295
FZLSPAP-19.05%600 600 2362 180 7.09 90 3.54 7F
FZLSPAP-19.05*700 700 2756 210 827 105 413 ﬁ
FZLSPAP-19.05*800 800 3150 245 9.65 123 483 DQH %
1905 075 1.2 0047 5000 1125

FZLSPAP-19.05*900 900 3543 275 10.83 138 541 DoL ;:L
FZLSPAP-19.05*1000 1000 39.37 310 1220 155 6.10 ﬁ
FZLSPAP-19.05*1100 1100 4331 340 1339 170 6.69
FZLSPAP-19.05*1200 1200 47.24 370 14.57 185 7.28 g
FZLSPAP-19.05*1400 1400 55.12 400 15.75 200 7.87 ﬂ

-ERIIBKEEETTES , BTERENNEE AR, -Otherlengthsavailable, contact FENGFAN Customer Service.
SREAMEETETE , FESHHETERNE, -Forinformation oninstallation tools, refer to Hand Tools pages.

ATHERE |, BSHENAERYEER., -Please add the material grade by the end of the item number.

-15 9 EWEEILE , TLIRSBRMEEMERE. -15.9mmwidth band when double wrapped, is recommended for using with cable cleats.
-15.9% EW BIELIEEARLE M B130kA, - Short circuit current test for 15.9mm width is 130kA.

adA] 1 ¢ sa11 |23)s ssajulels

FENGFAN | 26




AN rrsy A FENGFAN ©® 3 ik

B B R S B B A BT
Stainless Steel Cable Ties- Ladder Single-Lock Uncoated Ties
P FAREE P Technical Information
- &REE . FER3048E316 - Material: Stainless Steel Grade 304 or 316
- JR{EIREE © -80°C~538°C -Working Temp.: -80°C to 538°C
- R 2RE - Description: Entirely Metallic
- BEKE - Flammability: Fireproof
- WM | bR - Other Properties; UV-resistant.
By >Rt P Product Feature &
ﬁ - BHNEHRS , TREZLNESDFYTEIRIE; - Strong self-locking mechanism(Pawl and ratchet) saves time on installation.
i-' - EOERASCHE | BFEE - Flat and low profile head(no sharp edge), for easy installation.
;F - (UTFEEEARYE , HEHRRTRANER, - Larger slot at the end, allows the use of a hook-type tool.
&=
B 1 /]
B [ was X5 A5 A EEOR mew ) mm | e
ﬁ inch mm inch mm inch mm inch mm inch N Ibs Installation Tool
JZLDS-4.6*150 150 591 40 157
g JZLDS-4.6%225 225 886 62 2.44
5l JZLD5-4.67300 300 1181 81 3.19
JZLDS-4.6*400 400 1575 113 4.45 LQD-§
w JZLDS-4.6*450 46 018 450 1772 03 0012 127 5.00 127 0.50 488 110 LOG
e JZLDS-4.6*550 550 2165 159 6.26 LBG
5 JZLDS-4.6*600 600 2362 176 693
o JZLD5-4.6*700 700 2756 207 8.15
a JZLD5-4.6*800 800  31.50 238 9.37
A JZLDS-7*150 150 591 40 157
- 3 1ZLDS-7#225 225 886 62 244
q JZLDS-7%300 300 11.81 81 3.19
] JZLDS5-7#400 400 1575 13 445 LQD-S
v JZLDS-7*450 70 028 450 1772 03 0012 127 5.00 127 0.50 667 150 LQG
L 4 JZLDS-7#550 550 21.65 159 6.26 LBG
5 JZLD5-7%600 600 2362 176 693
& JZLDS-7*700 700 27.56 207 8.15
o JZLDS-7*800 800 3150 238 9.37
- JZLDS-12*150 150 591 40 157
% JZLDS-12#225 225 886 62 244
JZLDS-12*300 300  11.81 a1 3.19
JZLDS-12*400 400 1575 13 445
JZLDS-12#450 12 047 450 1772 038 0015 127 5.00 25.4 1.00 1000 225 LQD-S
JZLDS-12*550 550 21.65 159 626
JZLDS-12*600 600 23.62 176 6.93
JZLDS-12*700 700 27.56 207 8.15
JZLDS-12#800 800 3150 238 937
-SFAEEKEETES  FEREANESAR. - Other lengths available, contact FENGFAN Customer Service.
SEERERETE , BEEHHETENE. - For information on installation tools, refer to Hand Tools pages.
TR RE , BSH T RNTRSE N REK, - Please add the material grade by the end of the item number.
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Stainless Steel Cable Ties- Ladder Single-Lock Fully Polyester Coated Ties

b BAGE P Technical Information
- AR FER3048E316 - Material: Stainless Steel Grade 304 or 316
- BEEHTE . BENIERE , B 11 - Coating: Polyester/Epoxy, Nylon 11
- IR{EIREE : -80°C~150°C - Working Temp.: -80°C to 150°C
- PR EBe - Description: Entirely Black
- Bk S : B - Flammability: Fireproof
- HEME © USROG | TRRE - Other Properties: UV-resistant, Halogen Free, Non-toxic;
p PRI P Product Feature
- OB RES , FREZAELTHTEE{E; - Strong selflocking mechanism(Pawl and ratchet) saves time on installation.
RIS, BT Tl o e s o e
- (UTREANE , HENRETRNER ; - Fully coated version with non-toxic, halogen free polyester coating.
- 2R | TLUREIMTDS R | - Provide additional edge protection,
HReS MR, - Prevent the corrosion between dissimilar materials,
m. /. *.E /|
MEES Vi Ueh  THbows  Meoamibn. Mo birsers. Min. Tenls 0 Strength m
RemNO.  wm inch mm inch mm inch Wm  inch mm  inch N Ibs Installation Tool
FZLDSP-4.6%150 150 5.91 40 1.57
FZLDSP-4,6%225 225 886 62 244
FZLDSP-4.6*300 300 1181 81 3.19
FZLDSP-4.6*400 400 1575 13 445 LQD-S
FZLDSP-4.6%450 46 0.8 450 1772 045 0018 127 5.00 127 0.50 488 110 LOG
FZLDSP-4.6*550 550 21.65 159 6.26 LBG
FZLDSP-4.6%600 600 23.62 176 6.93
FZLDSP-4.6*700 700 2756 207 815
FZLDSP-4.6*800 800  31.50 238 937
FZLDSP-7*150 150 591 40 157
FZLDSP-7%225 225 8.86 62 2.44
FZLDSP-7*300 300 11.81 81 3.19
FZLDSP-7*400 400 1575 13 445 LOD-5
FZLDSP-7*450 70 028 450 1772 045 0018 127 5.00 127 0.50 667 150 LQG
FZLDSP-7*550 550 21.65 159 6.26 LBG
FZLDSP-7*600 600 2362 176 6.93
FZLDSP-7700 700 2756 207 815
FZLDSP-7*800 800 3150 238 9.37
FZLDSP-12*150 150 591 40 157
FZLDSP-12%225 225 886 62 244
FZLDSP-12*300 300 11.81 81 3,19
FZLDSP-12*400 400 1575 13 445
FZLDSP-12*450 12 047 450 1772 047 0019 127 5.00 254 1.00 1000 225 LOD-S
FZLDSP-12*550 550 21.65 159 6.26
FZLDSP-12*600 600 2362 176 6.93
FZLDSP-12*700 700 2756 207 8.15
FZLDSP-12*800 800 3150 238 9.37

SRS EEETTES , FRENRESAR. - Other lengths available, contact FENGFAN Customer Service.
SERAMMEERETE , FEEILHTHENE. - For information on installation tools, refer to Hand Tools pages.
AT RE , FSHENF BN REER, - Please add the material grade by the end of the item number.
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Stainless Steel Cable Ties- Ladder Multi-Lock Uncoated Ties

P HARER P Technical Information
- SWEE . FER204EE316 - Material: Stainless Steel Grade 304 or 316
- BMEREE . -80°C~538°C -Working Temp.:-80°C to 538°C
- ERER . SR - Description: Entirely Metallic
- Bk - P - Flammability: Fireproof
M - FLRsMS - Other Properties: UV-resistant. & S\
S
> PR P Product Feature -
- BHNBE#RS , FREZSASDTITEI®(E ; - Strong self-locking mechanism(Pawl and ratchet) saves time on installation.
- BEOESSsCE , BTRE; - Flat and low profile head(no sharp edge), for easy installation.
- (TRt |, SEEE TRE ; - Larger slot at the end, allows the use of a hook-type tool.
- HrEp Il R SR H A, - Stronger tensile strength than Single-Lock.
BE KE BEE BIEHERE BMNRSHERE B/ RETH
mERS Width Length  Thickness Max.BundleDia. Min.Bundle Dia, Min.Tensile Strength p. o0 = 0 |
Item No.
mm inch mm inch mm inch mm inch mm inch N Ibs Installation Tool
JZMS-7*150 150 591 40 157
JZMS-7*225 225 8.86 62 244
JZMS-7*300 300 | 11.81 81 3.19
JZMS-7*400 400 1575 13 445 LaD-S
JZMS-7*450 70 028 450 1772 028 0011 127 5.00 127 0.50 1120 250 LQG
JZMS-7#550 550 2165 159 626 LBG
JZMS-7*600 600 23.62 176 6.93
JZMs-7*700 700 27.56 207 8.15
JZMS-7*800 800  31.50 238 9.37
JZMS-12*150 150 591 40 157
JZMS-12%225 225 8.86 62 244
JZMS-12*300 300 11.81 81 3.19
JZMS-12*400 400 1575 13 445
JZMS-12*450 12 047 450 1772 035 0.014 127 5.00 254 1.00 2000 450 LQD-s
JZMS-12#550 550 2165 159 626
JZM5-12*600 600 2362 176 6.93
JZMS-12*700 700  27.56 207 8.15
JZMS-12*800 800 31.50 238 9.37

-SEARKEETES  FRERANES AR, - Other lengths available, contact FENGFAN Customer Service.
-EATHEERETR , BEEHLHTIRNE,.  -Forinformation on installation tools, refer to Hand Tools pages.
ST RE , BEHARN TSN EER, - Please add the material grade by the end of the item number.
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Stainless Steel Cable Ties- Ladder Multi-Lock Fully Polyester Coated Ties

> BEARER P Technical Information

- £FHE . FiERR04aE316 - Material; Stainless Steel Grade 304 or 316
- BB IR, Bz 11 - Coating: Polyester/Epoxy, Nylon 11

- B/EBRF ;: -80°C~150°C -Working Temp.: -80°C to 150°C

- R | BE - Description: Entirely Black

- B « AR - Flammability: Fireproof

- ARSI © UM Tl - Other Properties: UV-resistant, Halogen Free, Non-toxic;

» PR » Product Feature
- BHNEES , FRESANESLTHTEIRE ; - Strong self-locking mechanism(Pawl and ratchet) saves time on installation.
- IS0 |, BTRE - Flat and low profile head(no sharp edge), for easy installation.
- RIT RN | SR TR ; - Larger slot at the end, allows the use of a hook-type tool.
) R SR ; - Stronger tensile strength than Single-Lock.
. - Fully coated version with non-toxic, halogen free polyester coating.
- SRR . TLURBERARTDRERT | - Provides additional edge protection.
Friton & MIEIROBE L. - Prevent the corrosion between dissimilar materials.
mﬂ. (NERSPE 2
e S Wilth gt Thikees  MaoDerieDh. b bemiepie Mln.TalhdJ\lins)l‘ergﬁl m
ftemNo- mm inch mm inch mm inch mm  inch mm  inch N Ibs  Installation Tool
FZMSP-7#150 150 591 40 1.57
FZMSP-7%225 225 8.86 62 244
FZMSP-7*300 300 11.81 81 3.19
FZMSP-7%400 400 1575 113 445 LQD-5
FZMSP-7%450 7.0 028 450 1772 050 0,020 127 5.00 127 0.50 1120 250 LQG
FZMSP-7*550 550 21.65 159 6.26 LBG
FZMSP-7*600 600 2362 176 6.93
FZMSP-7*700 700 27.56 207 8.15
FZMSP-7*800 800 3150 238 9.37
FZMSP-12*150 150 591 40 1.57
FZMSP-12%225 225 886 62 244
FZMSP-12*300 300 11.81 81 3.19
FZMSP-12*400 400 1575 113 445
FZMSP-12%450 12 047 450 1772 050 0.020 127 5.00 254 1.00 2000 450 LQD-5
FZMSP-12*550 550 21.65 159 6.26
FZMSP-12*600 600 2362 176 6.93
FZMSP-12*700 700 27.56 207 8.15
FZMSP-12*800 800 31.50 238 937

SRS EEETES  FEREANEEAR. - Other lengths available, contact FENGFAN Customer Service.
SEAHRERETE , FEEHEIERNMNE, - Forinformation on installation tools, refer to Hand Tools pages.
-TMFERE , SRR ERTRER. - Please add the material grade by the end of the item number.
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Stainless Steel Cable Ties- Releasable Uncoated Ties

P FHEAREE » Technical Information

- £EHE . FEN304EE316 - Material; Stainless Steel Grade 304 or 316
- IR{EIRRE : -80°C~538°C -Working Temp.: -80°C to 538°C

- FEE | SRE - Description: Entirely Metallic

- BEAER AR - Flammability: Fireproof

- FEMHE « s - Other Properties: UV-resistant.

> IR P Product Feature

- EhEs. TESMEE - Releasable and Reusable.

- SREHUERE |, TTETIRE , RO - Fast, easy and reliable installation.
- Slots at the end of the tie allow the use of a hook-type tool.

IR ; - Additional ears can be bent back over the fastened tie to increase
- MONEE AT LS | FRTREALD ; the tensile strength.
- RRRTLIEATRARR | AR E. - Strap can go through the buckle twice for higher tensile strength.
BE KE BEE BAESEE BMESEE B/MIH EETR
AERS Width ~ Length  Thickness Max.BundleDia. Min.Bundle Dia. Min.Tenslle Strength p. oo o) )
N mm inch mm inch mm inch mm inch mm inch N Ibs Installation Tool
RUS-6.3*152 152 598 38 150 19 0.75
RUS-6.3%229 220 9.02 63 248 315 124 LQD-S
RUS-63*305 63 025 305 1201 038 0015 86 339 43 169 33471334 75/300 LaG
RUS-6.3*457 457 17.99 137 539 685 2.70 LBG
RUS-6.3610 610  24.02 185 7.28 925 3.64
RUS-9.6*152 152 598 38 1.50 19 075
RUS-9.6%229 229 9.02 63 248 315 124
RUS-9.6*305 305 1201 86 339 43 1.69
RUS-9.6%457 96 038 457 1799 038 0015 137 539 685 270 1112/2000 2507450 LQD-S
RUS-9.6*610 610 2402 185 7.28 925 3.64
RUS-9.6%762 762 3000 231 9.09 1155 455
RUS-9.6%914 914 3598 280 1102 140 551
* ERL [ 98 48/ [ 4 4P * Single Wrapped/Double Wrapped

SIS KEESTES , FEENNEEAR. - Other lengths available, contact FENGFAN Customer Service.
ERAIHEERETIR , FEELEIENE. - For information on installation tools, refer to Hand Tools pages.
-TMERE , BENARNTSERERER, - Please add the material grade by the end of the item number.
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Stainless Steel Cable Ties- Releasable Fully Polyester Coated Ties

> BARER P Technical Information

- @RHE . FHRN3048316 - Material: Stainless Steel Type 304 or 316

- BEHE  FEWNIEME , BR 11 -Coating: Polyester/Epoxy, Nylon 11

- |{ERE : -80°C~150°C -Working Temp.:-80°C to 150°C

- FRiR  Be - Description: Entirely Black

- XSS - R - Flammability: Fireproof

- BHEEHE : URIME , TRES - Other Properties: UV-resistant, Halogen Free, Non-toxic;
P =R P Product Feature

- B, TESMEHE ; -Releasable and Reusable,

- SRS | ITETEME ; - Fast, easy and reliable installation,

- SR 75 (R T B ; -Slots at the end of the tie allow the use of a hook-type tool.

ek o | S ; - Additional ears can be bent back over the fastened tie to increase the tensile strength.
) PILL B ' -Strap can go through the buckle twice for higher tensile strength.

- METLIFRORR , EXREE - Fully coated version with non-toxic, halogen free polyester coating.
= m ' E.l'l-mm - Provides additional edge protection.

SN ST B i

3 , FrERERENE . - Prevent the corrosion between dissimilar materials.
BE KE EE BRAHESERE BVRSERE B/ILH EETH

MERS Width Length  Thickness Max.BundleDia. Min.Bundle Dia. Min.Tensile Strength pocot - ' &

Item No. 0

mm inch mm jinch mm inch mm inch mm inch N Ibs Installation Tool
RBS-6.3*152 152 598 38 150 19 0.75
RBS-6.3*229 220 9.02 63 248 315 1.24 LQD-5
- -
RBS-6.3*305 63 025 305 1201 05 0020 86 3.39 43 189 |seitens | wio LQG i
RBS-6.3*457 457 1799 137 539 68.5 2.70 LBG =
RBS-6.3*610 610 2402 185 7.28 925 3.64 E
RBS-9.6%152 152 598 38 150 19 0.75 r's
RBS-9.6*229 229 9.02 63 248 315 1.24
RBS-9.6*305 305 1201 86 339 43 1.69
* -
RBS-9.6*457 9.6 038 457 1799 05 0.020 137 539 68.5 270 1112/2000 250/450 LQD-5
RBS-9.6*610 610 24,02 185 7.28 925 3.64
RBS-9.6*762 762 30.00 231 9.09 1155 4.55 -
RBS-9.6*914 914 3598 280 1102 140 551 §
* B B L BB 4P * Single Wrapped/Double Wrapped

-BEMABEEETES  EREARESEAR. - Other lengths available, contact FENGFAN Customer Service.
SERAMEERETLR  BESHLHIRME. - Forinformation on installation tools, refer to Hand Tools pages.
ITHF=RE , BESHAENF BN RER. - Please add the material grade by the end of the item number.
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Stainless Steel Cable Ties- F type Uncoated Ties
> HAERE P Technical Information
- £mHE SR 30488316 - Material: Stainless Steel Grade 304 or 316
- #{ERAE : -80°C~538°C -Working Temp.: -80°C to 538°C
- R  SEEEREN - Desaription: Entirely Metallic
- Bk SR - PR - Flammability: Fireproof
- TS - s - Other Properties: UV-resistant.
P R P Product Feature
- BT ET AR S B R AR - Fold over buckle design provides high retained tension in mechanical fastening and
T B |, RGREERTRID ; cable bunding applications.
- AEEEE |, SILUEHSLNRDA ; - After tensioning, cut end is locked inside low profile buckle-no sharp edges.
- IR, ERE, - Strong, durable method of bunding and fastening.
BE KE BE BAHSER BMNESER BN
MRS Width Length Thickness  Max.BundleDia.  Min.BundleDia.  Min.Tensile Strength
tham dto: mm inch mm jnch mm  inch mm inch mm inch N Ibs
JZF5-9,5%300 300 118 51 20
JZF5-9.5%457 457 18.0 102 4.0
% JZF$-9.5%620 96 0375 620 244 038 0015 152 6.0 254 1.0 2225 500
5' JZFS-9.5%780 780 30.7 203 8.0
) JZFS-9.5%940 940 370 254 10.0
g JZFS-12.7%457 457 18.0 102 4.0
g JZF5-12,7%620 620 244 152 6.0
8 127 050 038 0015 254 10 3115 700
JZFS-12.7%780 780 307 203 8.0
; JZF5-12.7*940 940  37.0 254 10.0
® JZF$-15.9%457 457 180 102 40
’ i 159 0625 520 | 244 038 0015 A o 254 1.0 3560 800
W JZFS-15.94780 ) ’ 780 307 ’ 203 8.0 : ’
E JZF5-15.9%940 940 37.0 254 10.0
- -SHBEKEETES  BERERIREEAR, - Other lengths available, contact FENGFAN Customer Service.
=i -AAHEREERETR , FEFHETANE, - For information on installation tools, refer to Hand Tools pages.
§ ST RE , BETRRNTEREERER. - Please add the material grade by the end of the item number.
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- £BAEl : FERMR 30482316,
iR

- #R{FiRRE : -80°C~538°C

- Rt . SReTaRED

-SSR ETES  BREANESEAR,
-ERAMEERETIR , BERILSIANE,
T RE, BEAMBOTERMEER.

Stainless Steel Cable Ties- D Type Uncoated Ties

P Technical Information

- Material: Stainless Steel Grade 304 or 316,

-Working Temp.: -80°C to 538°C
- Description: Entirely Metallic

4 FENGFAN

Galvanized Steel

- BENE - [BIR - Flammability: Fireproof
- TR iR - Other Properties: UV-resistant.
P i P Product Feature
- HIRE s , REBHlig ; - Noslippage when cutend is rolled in.
- IR P, R, - Strong, durable method of bunding and fastening.
BE KE EE BARSERE BMNERER T\t FETE
ul e 5 n. a.
MBS Width  Length  Thickness  Max.Bundle Dia. Min.BundleDia. Min.TensileStrength po oo o
Item No.
inch mm inch mm inch mm inch mm inch N Ibs [nstallation Tool
JZDS-15%150 150 591 35 138
JZD5-15*200 200 7.87 51 2.01
JZDS-15*250 250 9.84 67 263
JZDS-15*300 300 1181 83 3.26
JZDS-15350 350 1378 99 3.89 OA
15 059 035 0014 254 1.00 265 60 0A-S
JZDS-15%400 400 1575 115 451 Sacky
JZDS5-15%500 500 1969 146 577
JZDS-15*600 600 2362 178 7.02
JZDS-15%700 700 2756 210 8.28
JZDS-15*800 800 3150 242 953

- Other lengths available, contact FENGFAN Customer Service.
- For information on installation tools, refer to Hand Tools pages.
- Please add the material grade by the end of the item number.
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Stainless Steel Cable Ties- O Type Polyester Coated Ties

> BAER » Technical Information
- @B THNAERE 3048316 - Material: Stainless Steel Grade 304 or 316
- BEETEL - EENIERER B 11 - Coating: Polyester/Epoxy , Nylon 11
- I{EiREE : -80°C~150°C ~Working Temp.:: -80°C t0150°C
- R BEEWSRESEEN - Description: Black Strap with Metallic Buckle
- B EET  [EMR -Flammability: Fireproof
- R © FAROME TS - Other Properties: UV-resistant, Halogen free, non toxic
P PR P Product Feature
- BRI ESREEE , FEHEDE - No slippage when cut end is rolled in.
- MMM SRS, SEREIE - Metallic buckle helps to distinguish from black nylon tie.
FTFRABEREHE ; - Coated strap with non-toxic, halogen free polyester coating.
- BRSNS ETESERS , TTLUERRELRY | - Provide additional edge protection.
RIS RIERORS . - Prevent the corrosion between dissimilar materials.
. 4 KE EE BAESERE  SNEHES BELS EETE
RS Width  Length  Thickness Max.BundleDia. Min.BundieDia. Min.TensileStrength p ' oo |
Item No.
mm jnch mm jnch mm jnch mm inch mm inch N Ibs [Installation Tool
FZOSP-12*150 150 591 32 1.25
FZOSP-12%200 200 7.87 48 1.88
FZOSP-12*250 250 984 64 251
FZOSP-12*300 300 11.81 80 313
FZOSP-12*350 350 1378 9 3.76 OA
FZOSP-12*400 12 047 400 1575 045 0018 111 439 254 1.00 220 50 g:_':‘
FZOSP-12*500 500 | 19.69 143 564
FZOSP-12%600 600 2362 175 6.90
FZOSP-12*700 700 | 27.56 207 8.15
FZOSP-12*800 800 31.50 239 940
FZOSP-15%150 150 591 32 1.26
FZOSP-15*200 200 7.87 48 1.88
FZOSP-15%250 250 984 64 251
FZOSP-15*300 300 11.81 80 313
FZOSP-15*350 350 13.78 96 3.76 OA
FZOSP-15*400 15 059 400 1575 045 0.018 111 439 254 1.00 265 60 OA-S
FZOSP-15*500 500  19.69 143 564 OA-M
FZOS5P-15*600 600 2362 175 690
FZOSP-15*700 700 | 27.56 207 8.15
FZOSP-15*800 800  31.50 239 9.40
FZOSP-15*1000 1000 39.37 303 11.91

FHNEEERTEH , FEERNEEAR. - Other lengths available, contact FENGFAN Customer Service,
SEAEHEERETE , FEEISETARNE. - Forinformation on installation tools, refer to Hand Tools pages.
ST RE , BETRNFEREEER. - Please add the material grade by the end of the item number.
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Stainless Steel Cable Ties- O Type PVC Coated Ties

p FAER P Technical Information

- SEHE | FEPMPER 3048316 - Material: Stainless Steel Grade 304 or 316

- E¥EEEl . PVCERESE - Coating: PVC

- IR{EIREE : -40°C~85°C -Working Temp.: ~40°C to 85°C

- L | REwHEREREEN - Description: Black Strap with Metallic Buckle
- BIOKEELR « [EER - Flammability: Fireproof

- R« RN - Other Properties: UV-resistant

P Product Feature
-No slippage when cut end is rolled in.

: o ] - Metallic buckle helps to distinguish from black nylon tie.
REIREBRILE ; - PVC coating s thicker and softer, than polyester coating.

=

- PVC Frigtk s EE Y , LI EFaRR - Prevent corrosion between dissimilar metals.
EHLY , HEEE S B, - Provid additional edge protection.
b Pt JNESRE v
i e S o A S e IR Hln.T-.e'wlhlﬁthngﬂl m

mm inch mm inch mm jinch mm inch mm inch N Ibs Installation Tool A
FZ0OSJ-13*200 200 7.87 48 1.88 &
FZOSJ-13*250 250 9.84 64 2,51 5
FZOS)-13%300 300 11.81 80 313 2’
FZOSJ-13*350 350 1378 9 3.76
FZOSJ-13*400 400 1575 1 439 OA 2
FZ0SJ)-13*450 13 051 450 1772 12 0047 127 502 254 1.00 220 50 g:_'; &
FZOSJ-13*500 500  19.69 143 564 o
FZOS)-13*600 600 2362 175 690 ]
FZ0S)-13#700 700  27.56 207 8.15 &
FZOS5J-13*800 800 31.50 239 9.40 vy
FZOS)-16*200 200 7.87 48 1.88 E
FZOSJ-16*250 250 9.84 64 251 e
FZOSJ-16*300 300  11.81 80 3.13 :|
FZOSJ)-16*350 350 13.78 % 3.76 ﬁ
FZOSJ)-16*400 400 1575 m 439 OA
FZOSJ-16*450 16 063 450 1772 12 0018 127 502 254 1.00 265 60 OA-S
FZOSJ-16*500 500  19.69 143 564 OA-M
FZOSJ-16*600 600 2362 175 6.90
FZOSJ-16*700 700 2756 207 8.15
FZOS)-16*800 800 3150 239 9.40
FZOSP-16*1000 1000 3937 303 11.91

-EFNEEEETES , BEBEAREESAR. - Other lengths available, contact FENGFAN Customer Service.
-ERAMEERETR , WEEHLTITENE.  -Forinformation on installation tools, refer to Hand Tools pages.
TR | BEHABNTSRAEER, - Please add the material grade by the end of the item number.
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FITTINGS
M P4
MBI
Stainless Steel Cable Ties- Micro Uncoated Ties
> BARER P Technical Information
- £WR#E . FEN30485316 - Material: Stainless Steel Grade 304 or 316
- {FIRE : -80°C~538°C -Working Temp.: -80°C to 538°C
-ERER SRS - Description: Entirely Metallic
- BN - KR - Flammability: Fireproof
- B - FraRshE - Other Properties: UV-resistant.
> PR P Product Feature
- TEREBE RSN ; -No welding, soldering and crimping.
-NEESE  HENEEREHEAERS -Double Wrapped, the band is designed to clamp small diameter objects as
¥ —i, S8, i, T8 easily, quickly and reliably as the large diameter ones.
- FERREANE L |, RO , e, B - Provide quick, easy, permanent EMP/EMI/RFI shield terminations on any
HYEMP,EMI, RFIEERELZ S ; ball shell configuration.
: Epéﬁﬁtﬁ #‘Fﬁﬁﬁ;ﬁﬁﬁ?&ﬂg - Maintain tension under the harshest condition to eliminate potential leakage paths.
MR ; -Tested to shock, vibration and thermal cycles.
i '
- EiRN=ERI R AR,
®|E KE BE BAESER BVRSER Bharh
mﬁ Width Length Thickness  Max.BundleDia.  Min.BundleDia.  Min.Tensile Strength
e mm inch mm inch mm  inch mm inch mm inch N Ibs
JZMIS-3*206 206 811 23 0.9
3 0.118 035 0.014 6.35 0.25 200 200
JZMIS-3*362 362 1425 48 19
JZMIS-6%362 362 1425 46 1.8
6 0.236 0.5 0.020 127 0.5 3115 700
JZMIS-6*457 457 1799 64 5
ATHERAE , BSHRENAE R EER, - Please add the material grade by the end of the item number.
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B RERBMICHRT

Stainless Steel Bands- All Purpose Uncoated Type

» BEARER P Technical Information

-&B/HE : F§EN30458316 - Material: Stainless Steel Type 304 or 316,
HEE Galvanized Steel,

- SR{EIREE : -80°C~538°C -Working Temp.: -80°C to 538°C

-ERER  SEaTS - Description: Entirely Metallic

- Bk - Mk -Flammability: Fireproof

RS | M -Other Properties: UV-resistant

> = EEE P Product Feature

- BHHENEEARSHESWE ;  -Bendand form around any section or shape.
- EEITFERS SN, , FEsig - Prepunched holes make fastening quickly
FERIRSEE , TR EN TR and easily, with simple one-hand fasteners,

like nuts,bolts and screws.

A

%

g, %

" mE A% asxE 374

AEEs Width Thickness Hole Size Packing Length e

e, mm inch mm ich mm nch M Feet

APU-12.7 1.7 0.50 5 0.197 g

APU-15.9 159 063 0.76 0.030 7 0.276 25 825 aj
APU-19.05 19.05 0.75 7 0.276
APU-25.4 254 1.00 8 0315

B RERBEMBHRT

Stainless Steel Bands- All Purpose Polyester Coated Type E

=
> FARER P Technical Information =
- &BTH  FEW3048E316 - Material: Stainless Steel Grade 304 or 316 "
- BEHE  RENEWE , B 11 - Coating: Polyester/Epoxy, Nylon 11 f_‘:
- IR{EIREE : -80°C~150°C -Working Temp.:-40°C to 150°C g
- R . ReTs - Description: Entirely Black —
- B KSR - FEME - Flammability: Fireproof -
- FEEE . ERNE , BBLE - Other Properties: UV-resistant,Halogen free, non toxic g_

wv
> R » Product Feature

- BhH BT SAESLE ;  -Bendand form around any section or shape.

- (ERTFEMRSONA, , FELREF Prepunched holes make fastening quickly and easily, with simple one-hand
' fasteners, like nuts, bolts and screws.

QIR , TUAEEOTRZE; - Coated version with non-toxic, halogen free polyester coating.
- B REREY  TLURMERYMY - Provide additional edge protection.

DS EE , HEaSEEnE. - Prevent the corrosion between dissimilar materials.
BE B A= aERE
illﬁ%% Width Thickness Hole Size Packing Length
tem No.
mm inch mm inch mm inch M Feet
APP-12.7 12.7 0.50 5 0.197
APP-15.9 159 0.63 Fi 0.276
0.9 0.035 25 825
APP-19.05 19.05 0.75 74 0.276
APP-254 254 8 0.315

EEEERTES , FRERREEAR, - Other lengths available, Please contact FENGFAN Customer Service,
TR |, ST ENAEREREER, - Please add the material grade by the end of the item number.
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FBMH R
Stainless Steel Uncoated Bands - MPS Series
» EARER P Technical Information
- SBRPE  AER201, 30488316 -Material: Stainless Steel Grade 201,304 0r 316
- iRESEH : -80°C~538°C -Working Temp.: -80°C to 538°C
-gits - SEG - Colour; Metallic
WS e e Thdns e wREN  EEIR
Item No. == s M Fae = ek o B Suitable Buckles Hand Tool
MPS-38 38 0.150 50 1650 026 0.01 25 20 BKG-3.8
$ MPS-4.6 46 0.181 50 1650 026 0.01 25 20 BKG-4.6
% MPS-6.4 64 0252 50 1650 026/051 0.01/002 50 20 BKG-6.4/BKW-6.4
MPS-7.9 79 031 50 1650 026 0.01 25 20 BKL-7.9;BKG-7.9 LOG
@ MPS-9.6 96 0375 50 1650 063 0.025 50 20 BKW-9.6 LOBLOA
ﬁ MPS-10 10 039 50 1650 030 0.012 50 20 BKL-10; BKG-10 DQH:DAL
MPS-12 12 047 25 | 825 035 0.014 25 20 BKL-12;BKO-12; BKG-12
ﬁ MPS-12.7 127 0.50 25 825 035/0.76 0.014/0.03 25 20 BKL-12.7; BKG-12.7/BKW-12.7 LQD;LAD-5
g MPS-15 15 059 25 825 035 0.014 25 20 BKL-15;BKO-15; BKG-15
MPS-15.9 159 063 25 825 035/0.76 0.014/0.03 25 20 BKL-15.9;BKG-15.9/BKW-15.9
;]_l MPS-19.05 19.05 075 25 825  04/076 0016/0.03 25 20 BKL-19; BKW-19.05

A EEWPPAR T

Stainless Steel PPA Coated Bands - MPSPAP Series

§ > BAER P Technical Information
=1 - @B : FFW3045316 - Material: Stainless Steel Grade 304 or 316
3 - 8% : PPA - Coating: PPA & /
o - B{ERE : -80°C~150°C -Working Temp.:-80°C to 150°C
(7 -He: B -Colour: Black
-+
o > RS P Product Feature
(-] - EREERAFEGTHEEENEMmite: ; - Corrosion Resistance in Harsh Offshore Environments.
g -EREATFEEIRE - Excellent for Marine Applications.
o - RIEABEEASEENZ2K ; - Safety in Oil & Gas Carriers and offshore Rigs.
v -EEEENRS - Superior Bundling Tensile Strengths.
- (R R RUBE KR ; - Selfextinguishing.
- BENE - Ensures lasting protection from inter metallic corrosion.
- EPEBRNSESHE. - Safeguard the bare metal.
i & KE B RS
Itel QHE- s s TR e S It?i;ﬁ Buckles Hand Tool
= mm inch M  Feet mm inch M/box Boxes/Ctn. o
MPSPAP-6.4 6.4 0.25 50 165.0 1.0 0.039 25 10 BKLT-6.4 LQG
MPSPAP-9.6 96 0.38 50 165.0 1.1 0.043 25 10 BKLT-9.6 LOB:LOA
MPSPAP-12.7 127 0.50 25 825 12 0.047 25 10 BKLT-12.7 D Ql"l‘D aL
MPSPAP-15.9 159 0.63 25 825 12 0.047 25 10 BKLT-15.9 LQDALQD-S
MPSPAP-12.05 19.05 0.75 25 835 12 0.047 25 10 BKLT-19.05
- BHIRAG I EH50M,25M. - Supplied in reels of 165t (S0M), 82.5ft (25M).

- SIS ERTE , BRSNS AR, -Othersize available, please contact with FENGFAN's Customer Service.
- EAEMEERZETR , BEBAFTENMNE. - Forinformation on installation, refer to the Hand Tools page.
- TR, EERMBRREMIEZER. - please add the mateiral grade by the end of the item numbers,
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REENPVCHTH 82

Stainless Steel PVC Coated Bands- MPSJ Series

b EAEER P Technical Information =

- 2EtAH - FER304aE316 -Material: Stainless Steel Type 304 0r 316 |‘

- gk - PVC -Coating: PVC .

- Jp{EBRE - -40°C~85°C -Working Temp.: -40°C to 85°C

_EE . BEE -Colour: Black

> R P Product Feature

- R REZASEiE T - Safety in Oil & Gas Carriers.

- {EIRKEE ; - Low Moisture Absorption.

- (R AmEE 1 - Excellent Banding strangth.

- (R E EE ; -Safeguard the bare metal. Z:

- EIPPAIH: , PVCATLAME{RRE A - PVC coating will reduce the cost, than PPA Coating.

- ARSI D R - Provide addl'(lt._ma| edge protection. %

- PSS EiRAY R, - Prevent corrosion between dissimilar metals. ﬁ

=E wE EE T B4
MELs Width Length Thickness Packing fEREN EETR ﬂ
Item No. Suitable Buckles Hand Tool ﬁ:
mm inch M Feet mm  inch M/box Boxes/Ctn.

MP5J-5.6 5.6 0.22 50 165.0 1.0 0.039 50 20 EKG-5.6 LaG ﬁ
MP5J-9 9 035 50 1650 1.2 0.039 25 20 BKL-9;BKG-9 LOBLQA %)
MPSJ-13 13 0.51 25 82.5 1.2 0.043 25 20 BKL-13;BKO-13 DOH;DOL
MPSJ-16 16 063 25 825 12 0043 25 20 BKL-16:8K0-16:BKG-16 LQDLAD-S

AENE 2

; : v
Stainless Steel Polyester Coated Band - MPSP Series N
> EAER P Technical Information 5
- 2FEE . 30485316 -Material: Stainless Steel Type 304 0r316 2’:
- BEE  RERERE . BE1L -Coating: Polyester/Epoxy, Nylon 11 w
- ¥p{EIBRE ;- -B0°C~150°C -Working Temp.: -80°C to 150°C a

; -Colour: Black ©
P =EAEE P Product Feature ©
- (EAGE RS ; - Low S5moke, Halogen Free coating. g_
- BEWE RS - Provide additional edge protection. w
- [FLE P4 & I BRI R AT, - Prevent corrosion between dissimilar metals.
= EE EE rEaE
MEBEaS Width Length Thickness Packing =R BEETHR
Item No. Suitable Buckles Hand Tool
mm inch M Feet mm  inch M/box Boxes/Ctn.

MPSP-4.6 4.6 0.18 50 1650 = 035  0.014 50 20 BKG-4.6

MPSP-7.9 7.9 0.31 50 165.0 0.35 0.014 50 20 BKG-7.9

MPSP-10 10 0.39 50 1650 045 0018 50 20 BKL-10;BKG-10 LG

MPSP-12 12 0.47 25 825 045  0.018 25 20 BKL-12;BKO-12;BKG-12 LOBLQA

MPSP-12.7 127 0.50 25 825 045  0.018 25 20 BKW-12.7BKG-127 DQH:DOL

MPSP-15 15 0.59 25 822 045  0.018 25 20 BKL-15;BKO-15;BKG-15 LaD.LaD-S

MPSP-15.9 15.8 0.62 25 82.5 045  0.018 25 20 BKW-15.9BKG-15.9

MPSP-19 19 0.75 20 65.8 0.50  0.020 25 20 BKL-19; BKW-19.05
- B EREHSOM,25M. -Supplied in reels of 165ft (50M]), B2.5ft (25M).

- S EEEES  SEENNBEEAR, -Othersize available, please contact with FENGFAN's Customer Service.
- RO ETETER EE‘?L%IAﬁ%. -For information on installation, refer to the Hand Tools page.
- 1T @A, ESEARRATHERIIEAZER. - please add the mateiral grade by the end of the item numbers.

For more information, please visit www.sympf.c FE N G FA N | 40
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TAEPET—BKLERS , BKLTRS , BKWZHRF! , BKGRFI , BKOZS!, BKFZS

Buckles- BKL Series, BKLT Series, BKW Series, BKG Series, BKO Series, BKF Series

> BEAGR P Technical Information

-E£BHHE . FEEH201 , 30488316 - Material: Stainless Steel Grade 201,304 0r 316
- RS : -80°C~538°C -Working Temp.:-80°C to 538°C

-8 2Re - Colour: Metallic

L Type Buckles — BKL Series

p RS i b
mm inch mm PCs/bag
ﬁ BKL-8 8 0.31 0.6 100
@ BKL-9 9 0.35 0.6 100
ﬁ BKL-10 10 0.39 0.6 100
BKL-12 12 0.47 0.65 100
ﬁ BKL-13 13 0.51 0.7 100
g BKL-15 15 0.59 0.76 100
;u BKL-16 16 0.63 0.76 100
BKL-19 19 0.75 0.85 100

§ Thicker L Type Buckles — BKLT Series

3

s s - LI
a ftéiailo. mm inch mm PCs/bag
] BKLT-6.4 6.4 025 038 100

< BKLT-9.6 96 038 10 100
= BKLT-12.7 127 050 1.0 100

g BKLT-15.9 15.9 0.63 1.2 100
e BKLT-19 19 075 12 100

Woolf Teeth Type Buckles — BKW Series

s i I Lo
Fooms Mo mm inch mm PCs/bag
BKW-6.4 6.4 0.25 1.0 100
BKW-9.6 9.6 038 1.0 100
BKW-12.7 12.7 0.50 1.0 100
BKW-15.9 159 0.63 1.0 100
BKW-19.1 19.1 0.75 15 100

41 | FENGFAN For more information, please visit www.sympf.com
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Register

meRs
Item No.

BKG-3.8
BKG-4.6
BKG-8
BKG-12
BKG-12.7
BKG-15
BKG-16

mERs
Item No.

BKO-12
BKO-13
BKO-15
BKO-16

mERs
Item No.
BKF-9.5
BKF-12.7
BKF-15.9

- R Es , WRERREEAR.
- MR | EEARRINT RN EER,

N S

A FENGFAN FENGFAN

Ball Lock Type Buckles — BKG Series

BE B E nEaE
Width Thickness  Packing

mm inch mm PCs/bag

38 0.15 04 100
4.6 0.18 04 100
8 0.31 0.6 100
12 0.47 0.85 100
12.7 0.50 0.85 100
15 059 0.85 100
16 063 0.85 100

O Type Buckles — BKO Series

BE BEE  EGE
Width Thickness  Packing
mm inch mm PCs/bag
12 047 0.7 100
13 0.51 07 100
15 0.59 0.76 100
16 063 076 100

F Type Buckles — BKF Series

BE EE EaE

Width Thickness  Packing
mm inch mm PCs/bag
926 0.375 06 100
127 0.50 06 100
15.9 063 0.6 100

-Other size available, please contact FENGFAN Customer Service.
- Please add the material grade by the end of the Item Number.
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Lloyd's
Register

4 FENGFAN

A

MR R BRI

Stainless Steel Bands-Pole Type

FENGFAN
ELECTRICAL FITTINGS

> BARER

- RHEE  FH#201, 202, 304, 316
- JREFEE : -80°C~538°C

P Technical Information

- Material: Stainless Steel Grade 201,
202,304,316

-HiE 2EG -Working Temp.: -80°C to 538°C
- Colour: Metallic
> =R P Product Feature
-HER , B, FSSTHHEHSTN ; - Composite by head cover, head latch,
- BEIESEERED ; latch gear and band.

- Excellent tensile strength
- Easy to tighten by the latch gear

- (EFEAE . AMkEiNEECATmR R ;
- B TROEF , LTI HRIERR ;
- ERTHE , mil, B, TEESTL.

- Easy to fix by pliers and screw driver
- Ideal for powersystem, traffic system, safety system

N B XS A

- T RE | EEHAENTERREER.

43 | FENGFAN

- Please add the material grade by the end of the Item Number.

and advertising board and soon.
7\
mms Width Uadh  hGess  Mehumdebia  MinTensle Seength
0 Ho. mm inch mm inch mm inch mm inch N Ibs
PT-10*400 400 1575 102 4.02
PT-10*600 600 23,62 154 6.06
- PT-10*800 800 3150 193 7.60
L PT-10*1000 1000 39.37 266 1047
= 10 0.39 04 0.016 1200 270
= PT-10*1200 1200 4724 325 12.80
3 PT-10*1500 1500 59.06 384 15.12
:;‘ PT-10*1800 1800 7087 467 1839
= PT-10%2000 2000 7874 512 2016
0 PT-20*400 400 1575 102 4.02
g PT-20*600 600 23.62 154 6.06
=] PT-20*800 800 31.50 193 7.60
% PT-20*1000 1000 39.37 266 10.47
20 0.79 04 0.016 2000 450
PT-20*1200 1200 47.24 325 12.80
PT-20*1500 1500  59.06 384 15.12
PT-20*1800 1800 70.87 467 18.39
PT-20*2000 2000 7874 512 20.16
- Hibiig o Es , BRENIRsEAR. - Other size available, please contact FENGFAN Customer Service.
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AEEWER A BRI

Nylon Cable Ties- Barb-Lock Type

> RURASERER A H BN

- R AERS—RAE R BRI HHREBHRUL™
RINERAT ;

- RIRARHL UL (B8RS 0E-332475 IR IBULIIE S
HEREUL62275 ;

- AT SRR AL R RENTRERTIER
WEE ;

- RIAT LA AE RS RSP IR HOEMIES.

» ARER

- FERHE : Bik66

- ERAE  FHR316 5304
- REEEHE : -40°C~85°C
-FFREG  FaREE

- BIKELR - UL94V-2

- HftbiE : T, RIS

> it

- MFTLARRES ARV FIERE . REtERA
BEEX;

-EE , BREERSTE

- BB FRRREIETTLAR (LRGP E ARG ;

- BERQTHET AL, , IbUESRisEeE ;

- FRETTRERNAOEE ;

-EEAEMH  ERTEMNTRAENERRE

- ER&H : PAREA.

> KB RER

- RS AT LA RIULI4V-0 ;

- UVHER | BINTE=SMER ;

- ERARENE (3A3I105°C) |, ERTEIRHE ;

- EMHER  BERTANES  BEE , BEE
RIS R,

For more information, please visit www.sympf.com
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P Fengfan's Barb-Lock

-Fengfan is the first company, whose Barb-Lock Nylon Cable Ties are
approved by UL.

-Fengfan's UL File No. is E-332475, under standard UL62275.

-Fengfan's Barb-Lock has stable product quality, for meeting the
customer requirement.

-Fengfan provide OEM/private labeling service to the customers with large

distribution channel.

P Technical Information

- Material-Tie: Nylon 66

- Material- Locking Barb: Stainless Steel Grade 304 or 316.
-Temperature Range:-40°C to 85°C

- Color: Nature or Black

-Flammability: UL94V-2

- Other properties: Halogen Free, UV-resistant

P Product Feature

- Stainless steel barb provides consistent performance and reliability
and infinite adjustability through entire bundle range.

- High Strength and low thread force.

- Stippled strap body prevents lateral movement on the bundle.

- Curved tip is easy to pick up from flat surfaces and allows faster initial

threading to speed installation.
- High loop Strength exceeds industry standards.
- Avariety of materials are available for specific applications.
- Forindoor or outdoor use.

> Special Requirements Available

- Flame retardant(UL 94V-0).
- UV Resistant, ideal for outdoor use with lots of sunlight.

- Heat stabilized(up to +105°C). Ideal for environment with high temperature.

- Ideal for environment requires low flammability and low smoke,
such as public transportation, tunnel, etc.

FENGFAN | 44
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Nylon Cable Ties- Barb-Lock Type
LU= R85 FULSIRYEE332475  These specification below is listed in the UL file E332475
e BE KE BEE BAESEE S/MNEGEES B/AID BETH
glole Width Length  Thickness Max.BundleDia. Min.Bundle Dia. Min.Tensile Strength
Ll mm inch mm inch mm inch ™m  inch mm  inch N Ibs Hand Tool
NZ60Q-2.4%102 24 0094 102 4.02 23 091 2.0 0.079
NZ6Q-2.4*201 i : 201 791 1.0 0039 51 2.01 20 0.079 80 18 LPA
NZ6Q-3*100 3 0118 100 394 22 0.87 20 0.079
NZ6Q-3.6*155 155 6.10 35 138 30 0.118
NZ6Q-36%284 3.6 0.142 284 1118 80 3.15 3.0 0.118
NZ6Q-3.6*368 368 1449 2 0% os 400 30 onis %0 i ERA
NZ60Q-3.8*200 38 0150 200 787 50 197 3.0 0.118
NZ6Q-4.8*186 186 7.32 45 177 35 0.138
E NZ6Q-4.8*250 250 9.84 65 2.56 3.5 0.138
NZ6Q-48*295 48 0189 295 1161 79 311 35 0.138
E NZ6Q-4.8%361 361 1421 15 0052 100 3.94 35 0.138 220 50 LPA
NZ6Q-4.8%376 376 1480 107 421 35 0.138
?L NZ60-6%200 6 0236 200 7.87 50 1.97 5.0 0.197
% NZ6Q-7*221 21 870 51 2,01 6.0 0.236
NZ6Q-7*300 300 1181 80 3.15 6.0 0236
g NZ6Q-7%378 7 | o27e 378 11488 102 402 60 0236
§I J NZ60Q-7*460 460 18.11 127 5.00 6.0 0.236
NZ6Q-7+538 538 2118 152 598 6.0 0236
NZ6Q-7*699 &9 2752 P (%93 203 7.99 6.0 0236 3¢ 12 A
NZ6Q-8*240 240 945 57 224 9.0 0354
NZ6Q-8*300 8 0315 300 11.81 76 299 9.0 0.354
NZ6Q-8*350 350 1378 92 3.62 9.0 0.354
NZ6Q-8*400 400 1575 108 425 9.0 0354
NZ6Q-10%300 300 11.81 77 3.03 140 0551
b4 NZ6Q-10*350 350 13.78 97 3.82 14.0 0.551
'i NZ6Q-10*400 10 | 0394 400 1575 17 |6:067 109 429 14.0 0.551 oy i LA
(=] NZ6Q-10%450 450 17.72 124 488 14.0 0.551
=
e
-]
o
: MR RE R EAIAULTRYEE332475  These specification below hasn't be listed in the UL file E332475 yet.
o aEme BE KE EE BAHSEE - S/MESEE b i\ LHTR
et Width Length  Thickness Max.BundleDia. Min.Bundle Dia. Min.Tensile Strength i
e mm inch mm inch mm inch ™mm  inch mm  inch N Ibs Heod
NZ60-2.4*160 160 6.30 42 1.65 20 0.079
Wsaaasenm 2 | °% sz 0 | % ies 4.13 20 0.079 % 16 i
NZ6Q-3.9%150 39 0154 150 591 1.2 0047 35 1378 3.0 0.118 180 40
NZ6Q-5*250 5 0.197 250 9.84 1.5 0059 65 256 35 0.138 220 50
NZ6Q-7*385 385 15.16 84 3.307 6.0 0.236
NZ6Q-7*394 394 1551 76 2992 60 0.236
NZ6Q-7*620 7 0276 Ty |24t | 1 | 995900 7.09 6.0 0236
NZ6Q-7*780 780 3071 230 9.06 6.0 0236 500 112 i
NZ6Q-8*145 145 571 34 1339 9.0 0.354
NZ6Q-8*175 8 0315 175 6.89 1.6 0.063 43 1.693 2.0 0.354
NZ6Q-8"200 200 7.87 53 2087 9.0 0354
NZ6Q-10%600 10 0039 600 2362 17 0067 186 7323 140 0551 550 124

-ITHE S, BENSETRREEEE , BETERE, - Please add"N" for Nature, or "B" for Black Color.
- BHREAaRIETES  EREANHEEAR. - special color and size available,please contact with FENGFAN Customer Service.
- GEAANEERETR  SEFILHEITEMNE. - Forinformation on installation tools, refer to Hand Tools pages.

45 | FENGFAN




\ S

Lloyd’s
I A FENGFAN e
ELECTRICAL FITTINGS
1
EEA XA BN MR BRI T
Nylon Cable Ties- Barb-Lock with Mounting Hole Type
P BAER P Technical Information
- e - 66 - Material-Tie: Nylon 66
- R RAE - FEER3168E304 - Material- Locking Barb: Stainless Steel 304 or 316
- RESEE : -40°C~85°C -Temperature Range: -40°C to 85°C
-FREG  FanERe - Color: Nature or Black
- BIKESR - UL94V-2 - Flammability: UL94V-2
- EfthisM - Bed , FrERAME - Other properties: Halogen free, UV-resistant
> R P Product Feature
- MF LR EFA NI EMERE , BB - Stainless steel barb provides consistent performance and reliability and infinite E
S BEEEL adjustability through entire bundle range.
-EBEE  IBESRESE -High Strength and low thread force E
. - . -Canbedirectly mounted onto a support with screws, bolts or rivets.
- AILAE AR , & H e
_ Eﬁmg;ﬁ;iﬁ!mg - Mounting and bundling in one maintenance-friendly assembly. ?I"
e & ! o - Used to secure a cable bundle to another surface such as a control panel, %
- RF H communication rack, wall or ceiling. ﬁ
IR , WE , KRS - Design allows for bundling before or after screwing clamp in place.
- RITRIPREAERENARE , B _curved tip is easy to pick up from flat surfaces and allows faster initial threading ;"‘J
{FIRERIELL ; to speed installation.
- BN REHRIHETH I #F , M -Forindoorand outdoor
PRIBSREE |
- ERKH : PIERER.
P 1 RER p Special Requirements Available 3
- RS ET LUABIULI4V-0 ; - Flame retardant(UL 94V-0). ;OT
-FUVHER , BiES=SMER ; - UV Resistant, ideal for outdoor use with lots of sunlight. o
- BEMEREY (XF105°C) , ERF - Heat stabilized(up to +105°C). Ideal for environment with high temperature. g_
BiEE - Ideal for environment requires low flammability and low smoke, such as —_—
- [T | BT ARELS , REs public transportation, tunnel, etc. :
WRERERAER, "
B E KE EE —RAE BL AHE BORSES BMNESES Bohrh
MAEES  Width  Length  Thickness NominalHoleDia. R %R Max.BundieDia. Min.BundleDia. Min,Tensile Strength 3 LR
temNo-  m inch mm inch mm inch mm inch G MWK mm  inch mm  inch N 0 s
NZ6M-2.4*117 117 46 23 091 20 0079
24 0.094 12 0.047 3100 0122 #4 M25 80 18
NZ6M-2.4*211 211 | 83 51 201 20 0079
NZ6M-3.6*168 3.6 0.142 168 66 1.3 0.051 4400 0.173 #8 M4 38 150 3.0 0118 178 40
NZ6M-4.7*216 216 85 51 201 3.5 0.138 LPA
NZ6M-4.7*318 4.7 0.185 318 125 1.3 0.051 5100 0201 #10 M5 76 299 35 0138 222 50
NZ6M-4.7*396 396 156 102 4.02 35 0138
NZ6M-7*394 7 0.276 394 155 1.7 0.067 6.600 0260 14 M6 102 4,02 60 0236 534 120
-iTHERE , TSENETRREEAE , BETRE, -Please add"N" for Nature, or "B" for Black Color.
- ESEEaRIETE , EHRERXIRSEAR. - special color and size available,please contact with FENGFAN Customer Service.
- EAIHEERRETIR , FERILHFTANE. - For information on installation tools, refer to Hand Tools pages.
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Nylon Cable Ties- Self-Lock Type

> BARER P Technical Information

- FRiE  B166 - Material: Nylon 66

- RETEHE : -40°C~85°C -Working Temp.: -40°C to 85°C

-FRES  FeRERE - Color: Nature or Black

- BAKEE - UL94V-2 - Flammability: UL94V-2

- Efthisei - BT, AR - Other properties: Halogen free, UV-resistant

> R » Product Feature

- Bigr- , EEAESE -Versatile cable ties can be used in countless applications.
E, - — R AT LR A R eE - One-piece construction for consistent performance and reliability.

spys B - Curved tip is easy to pick up from flat surfaces and allows faster initial

E - HRERITRBAL EH??%?&& . threading to speed installation.

- ERSMEATME , KA ETEENRg - A variety of materials and colors is available for specific applications.
?L - EREN : PHEEA. - Forindoor or outdoor use
g > M RER P Special Requirements Available

- BIRER AT LUATIUL94V-0 ; - Flame retardant(UL 94V-0).
y'.l -HUVHE , 8iNESEIMERE ; - UV Resistant, ideal for outdoor use with lots of sunlight.

- BiEmEEY (XT105°C) |, ERTFERHEE ; -Heatstabilized(upto+1 05°C). Ideal for environment with high temperature.
-BHE , BREFALNES , RIS |, @B - 'dealforenvironment requires low flammability and low smoke, such

RS E R, as public transportation, tunnel, etc.
=
=
3 mEEs \ﬁd%\ L{oﬁnitm mfkfm M oS | i T
A T o ax.Bundle Dia.  Min.Bundle Dia. n. trength T
o mm inch mm jinch mm inch mm inch mm inch N Ibs
= NZ6D-2.5%60 60 236 100 0039 11 0.43 2.0 0.079
2 NZ6D-2.5%80 80 315 1.00 0039 16 0.63 2.0 0.079
- NZ6D-2.5*100 100 3.94 1.00 0039 22 0.87 2.0 0.079
3 nzeD-25%120 20 %% 136 472 100 o003 30 1.18 2.0 0.079 %0 18 ke
NZ6D-2.5%150 150 591  1.00 0039 35 1.38 20 0.079
NZ6D-2.5%200 200 7.87 1.00 0039 50 1.97 2.0 0.079
NZ6D-3.6*100 100 3.94 1.30 0051 22 1.30 3.0 0.118
NZ6D-3.6*140 140 551 130 0051 33 1.38 3.0 0.118
NZ6D-3.6*150 150 591 130 0051 35 1.65 3.0 0.118
NZ6D-3.6*180 180 7.09 130 0051 42 1.97 3.0 0.118
NZ6D-3.6%200 200 7.87 130 0051 50 256 3.0 0.118
NZ6D-3.6%250 Ll 250 9.84 130 0051 65 2.76 3.0 0.118 e 0 L
NZ6D-3.6*280 280 11.02 130 0.051 70 3.15 3.0 0.118
NZ6D-3.6*300 300 11.81 130 0051 80 3.94 3.0 0.118
NZ6D-3.6*350 350 1378 130 0.051 100 3.94 3.0 0.118
NZ6D-3.6*370 370 1457 130 0.051 105 413 3.0 0.118
NZ6D-3.9%395 3.9 0.154 395 1555 130 0051 110 433 3.0 0.118 180 42
NZ6D-4.0%445 445 1752 130 0051 125 4.92 3.0 0.118 LPA
NZ6D-4.0%495 49. |07 495 1949 130 0.051 165 6.50 3.0 0.118 0 1
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mEms G G rioss Macideon.  Mi Bndebn. MinTol =HTR
i e mm jinch mm jnch mm inch mm inch mm inch N lbs Hand Tool
NZ6D-4.8%120 120 472 150 0.059 30 1.18 35 0.138
NZ6D-4.8%150 150 5.91 1.50 0.059 40 1.57 35 0.138
NZ6D-4.8*180 180 7.09 150 0059 42 1.65 3.5 0.138
NZ6D-4.8%200 200 7.87 150 0.059 50 1.97 35 0.138
NZ6D-4,8%280 280 11.02 1.50 0.059 70 2.76 35 0.138
NZ6D-4.8%300 300 11.81 150 0.059 80 315 35 0.138
NZ6D-4.8*350 48 0.189 350 13,78 1.50 0.059 20 354 3.5 0.138 222 50 LPA
NZ6D-4.8%370 370 1457 1.50 0.059 98 3.86 35 0.138
NZ6D-4.8%380 380 1496 1.50 0.059 102 4.02 35 0.138
NZ6D-4.8*400 400 1575 150 0.059 105 4.13 3.5 0.138
NZ6D-4.8%430 430 1693 1.50 0059 120 472 35 0.138
NZ6D-4.8%450 450 17.72 1.50 0059 130 512 3.5 0.138
NZ6D-4.8*500 500 1969 150 0.059 150 5.91 35 0.138
NZ6D-7.2*150 150 591 160 0063 35 138 6.0 0.236 E
NZ6D-7.2%200 200 7.87 160 0063 50 1.97 6.0 0.236
NZ6D-7,2%250 250 9.84 160 0.063 65 256 6.0 0.236 m
NZ6D-7.2*300 300 11.81 1.60 0,063 80 315 6.0 0.236 ?L
NZ6D-7.2%350 350 13.78 1.60 0.063 90 3.54 6.0 0.236
NZ6D-7.2*380 7.2 0.283 380 1496 1.60 0.063 100 394 6.0 0.236 534 120 LPA %
NZ6D-7.2*400 400 1575 1.60 0,063 105 413 6.0 0.236 g
NZ6D-7.2%450 450 17.72 1.60 0,063 110 433 6.0 0.236
NZ6D-7.2%500 500 19.69 1.60 0.063 150 591 6.0 0.236 yu
NZ6D-7.2*530 530 20.87 1.60 0.063 160 6.30 6.0 0.236
NZ6D-7.2*550 550 2165 1.60 0.063 165 6.50 6.0 0.236
NZ6D-7.6*250 250 9.84 1.60 0063 65 256 8.0 0.315
NZ6D-7.6*300 300 11.81 1.60 0.063 80 3.15 8.0 0.315
NZ6D-7.6*350 350 1378 1.60 0063 90 354 8.0 0.315
NZ6D-7.6*380 76 | 0.299 30| 14,96 1.60 0063 100 3.94 8.0 0.315 nag 130 PR =
NZ6D-7.6*400 400 1575 1.60 0.063 105 4.13 8.0 0.315 -
NZ6D-7.6%450 450 1772 160 0063 110 4.33 8.0 0.315 o
NZ6D-7.6*500 500 19.69 1.60 0063 150 5.91 8.0 0.315 =
NZ6D-7.6%550 550 2165 1.60 0.063 165 6.50 8.0 0.315 Q
NZ6D-9*400 400 1575 190 0.075 105 413 10.0 0.394 o
NZ6D-9*450 450 17.72 190 0.075 118 4,65 10.0 0.394 ;
NZ6D-9%*500 500 19.69 1.90 0.075 150 591 10.0 0.394 j
NZ6D-9*550 550 21.65 1.90 0.075 160 6.30 10.0 0.394 3
NZ6D-9*600 600 23.62 1.90 0.075 170 6.69 10.0 0.394
NZ6D-9*650 650 2559 1.90 0.075 185 7.28 10,0 0.394
NZ6D-9%700 700 2756 1.90 0.075 190 7.48 10.0 0.394
NZ6D-9*750 9.0 0354 750 29.53 1.90 0.075 200 7.87 10,0 0.394 778 175 LPA
NZ6D-9*760 760 2992 1.90 0075 205 8.07 10.0 0.394
NZ6D-9*800 800 3150 1.90 0075 230 9.06 10.0 0.394
NZ6D-9*850 850 3346 190 0075 240 9.45 10.0 0.394
NZ6D-9*900 900 3543 1.90 0.075 265 10.43 10.0 0.394
NZ6D-9*1000 1000 3937 1.90 0.075 300 11.81 10.0 0.394
NZ6D-9*1100 1100 43.31 190 0.075 335 13.19 10.0 0.394
NZ6D-9%1200 1200 47.24 1.90 0.075 370 14.57 10.0 0.394
-{ITHEREH , SENEREEAES , BEREA, - Please add"N" for Nature, or "B" for Black Color.
- BB iETE , ERERIREEAR. - special color and size available,please contact with FENGFAN Customer Service.
- EEMEERETER , BEESHLPITENS. - For information on installation tools, refer to Hand Tools pages.
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Nylon Cable Ties- Releasable Type
P FAREGRE P Technical Information
- =RitE : Bik6e - Material: Nylon 6.6
- BEESHE : -40°C~85°C -WorkingTemp;-40°CtoSS“C
. - Color: Nature or Black

-FREAES  FERRE - Flammability: UL94V-2

- Bk &S - UL94V-2 - Other properties: Halogen free, UV-resistant

- ELfbRE - Foda , FUEAME

> PR » Product Feature

- MBS LI SRR A ; -Extended release tab permits easy release and re-use where changes are

- — R RS T LR RS R ; anticipated during development, production, or servicing in the field.

o - One-piece construction for consistent performance and reliability.
- RN RBAR , BETRENE -Curved tip is easy to pick up from flat surface and allows faster initial threading

- EFhEE I E%E to speed installation.
- A variety of materials is available for specific applications.
- BAMESMER. -Forindoor or outdoor use.
> M RER P Special Requirements Available
- MRS R AT LUAEIUL94V-0 ; - Flame retardant(UL 94V-0).
-FUVHIE , B E=MER - UV Resistant, ideal for outdoor use with lots of sunlight.

- Heat stabilized(up to +105°C). Ideal for environment with high temperature.
- Ideal for environment requires low flammability and low smoke, such as public

- WiRARENE (ARI105°C) |, BERTEIERTE ;

- [EMAHE  ERTAHZES  BES transportation, tunnel, etc.
WEEAEERNER,
BE KE BEE BAESERE B/NESSER BNaLh

MERS Width Length Thickness  Max.BundleDia.  Min.Bundle Dia.  Min.Tenslle Strength
ttem No. mm jinch mm inch mm inch mm inch mm inch N Ibs

NZ6R-7.2*150 150 591 35 1.38

NZ6R-7.2200 200 787 50 197

NZ6R-7.2250 250  9.84 66 2.60

TS 72 | 0315 i 19 | 0075 pum = 2.0 0.354 222 50

NZ6R-7.2*350 350 1378 20 3.54

NZ6R-7.2*400 400 1575 105 413

NZ6R-10*500 10 0394 500 1969 22  0.087 128 5.04 140 0.551 250 56

- TR , BENETRR A , BETEE, - Please add"N" for Nature, or "B" for Black Color.
- SHEE BT TS | EREEANNEAR. - special color and size available,please contact with FENGFAN Customer Service.
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- TRER  FEERa

- BHKEESS - UL94V-2

- BHMEER MR
F5 X FHIEEIULIAV-0

> BARER

- BERA&Y : PAMERERA

- Rt : B1z66

- RETEH : -40°C~85°C

- RS FARES

- IS - UL94V-2

- BHRHRER : i ;
Bi K SFHIXBIULI4V-0

> RS
- T ARSI PR |

Sk B T

Nylon Cable Ties-Wing-Lock Type

- A RETEH MR
- ATt EART=EIMER,

B E

mne,  Width

mm  inch
NZ6W-12.6*125

126 0496
NZ6W-12.6*230

4 FENGFAN

Nylon Cable Ties- Push Mount Type

> BARER P Technical Information

- FRiHE  Bi66 - Material: Nylon 66

- iREEEH : -40°C~85°C -Working Temp.: 40°C to 85°C
- Color: Nature or Black

- Flammability: UL94V-2
- Available Special Features: UV Resistant;
Flame Retardant (UL94V-0)

> R P Product Feature
- HET R ; - Combines cable tie, mount and fastener into a single part.
- LS R E R AR S E ; - Used to attach bundles to another surface such as a flat panel.
. -Anchor is easy pressed into a pre-formed hole and locks in place.
- TRE BN BEIFRAZ S ;
i} mn&ﬁ%ﬁﬂﬂ%ﬁﬂﬁﬁ sﬁs@gj: . -Wings provide constant tension for a stable, secure, and rattle-free installation.
il ! ' -Curvedtip is easy to pick up from flat surfaces and allows faster initial threading
- LAARIWRIT B , RN T2 to speed installation.
- EAEN : PANEEER, - For indoor or outdoor use
mens BE KE BEE B EE BMNESHEHE BRI
oakapehy Width Length Thickness Max. Bundle Dia. Min.Bundle Dia.  Min. Tensile Strength
mm jnch mm jnch mm inch mm inch mm inch N Ibs
NZ6P-3*110 33 0.130 110 43 1.1 0.044 30 1.18 20 0.079 80 18
NZ6P-4.8%200 48 0.190 200 79 1.3 0.052 53 2.09 3.5 0.138 180 40

P Technical Information

- Material: Nylon 66

-Working Temp.:-40°C to 85°C

- Color: Nature or Black

- Flammability: UL94V-2

- Available Special Features: UV Resistant;
Flame Retardant (UL94V-0)

P Product Feature

-Handle two bundles of cable & Wires, using one tie.
-The cable tie can be installed onto the material's surface, by the nails or strew.
-Forindoor or outdoor use

KE EE RARBEE BVESERE BN
Length Thickness Max. Bundle Dia. Min. Bundle Dia.  Min. Tensile Strength
mm inch mm  jinch mm inch mm inch N Ibs
125 492 35 138 18.0 0.71
14 0.055 250 56
230  9.06 76 299 180 071

- T RE , EENRREESHE  BRTRE.
- BHESRETES  FRERREEAR.

- Please add"N" for Nature, or "B" for Black Color,
-special color and size available,please contact with FENGFAN Customer Service.
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Nylon Cable Ties- Barb-lock Marker Ties

> BIARER

- =@ Bizee

- {RETEHE : -40°C~ 85°C

-FRES 368

- BHKEELR : UL94V-2

- A EER : R ;
B X EEIETIUL94V-0

P Technical Information

- Material: Nylon 66

-Working Temp.: -40°C to 85°C

- Color: Nature

- Flammability: UL94V-2

- Available Special Features: UV Resistant;

Flame Retardant (UL94V-0)

> R B Product Feature
- RS EENRE HRECE - Available to use oil pen to mark on the tags.
- RESER E T LIRS A RS R T, - Stainless steel barb provides consistent performance and reliability.
misme HIPRE FLHHREE HEEE FRhEEE BE IRk LA
sl Width of Tie Length of Tie Thickness of Tie Width of Tag Length of Tag Min. Tensile Strength
mm inch mm inch ™M inch mm inch mm inch N Ibs
NZ6QM-8*240 8 0315 240 9.45 1.5  0.059 22 0.87 49.5 1.95 250 55

EEnEwEy 2=

Nylon Cable Ties - Self-lock Marker Ties

> HARER

- PR [BR66

- BETSE : -40°C~85°C

-FREG w6

- Bk - UL94V-2

- BHHRER : Ui ;
Bk SR TIULI4V-0

P Technical Information

- Material: Nylon 66

-Working Temp.: -40°C to 85°C

- Color: Nature

- Flammability: UL94V-2

- Available Special Features: UV Resistant;

Flame Retardant (UL94V-0)

PRI P Product Feature
- IRt EFSaEE LRSI E, - Able to use oil pen to mark on the tags.
s HWRE LR A= RN R B/LH
nﬁﬂ S WidthofTie LengthofTie Thicknessof Tie  Width ofTag LengthofTag  Min. Tensile Strength
UM mm  inch mm inch mm inch mm inch mm inch N Ibs
NZ6DM-2.6*100 100 3.94
26 0102 11 0043 78 0307 252 0.99 80 25
NZ6DM-2.6*200 200  7.87

- BRI EN  BRRRREEAR.

- Special size available, please contact FENGFAN Customer Service,
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Nylon Cable Ties- Flip Marker Ties

> BARER P Technical Information
- R . Bizee - Material: Nylon 66

- BEEE : -40°C~85°C -Working Temp.: -40°C to 85°C
-EREG . A8 - Color: Nature

. - Flammability: UL94V-2
- IR - UL9av-2 - Available Special Features: UV Resistant;
- AV RER : R Flame Retardant (UL94V-0)

B FHIERIULIAV-0

> R P Product Feature
- FEERE FEEFRGICE , BEER - Able to write on a paper, then insert it into E
BRI ERAR. the transparent box. m
AWRE HFEE HAPEE R RE TRKE B/ALD %
hﬁﬂz Widthof Tie Lengthof Tie ThicknessofTie  Width of Tag LengthofTag  Min.Tensile Strength
UMOT mm  inch mm inch mm inch mm  inch  mm inch N Ibs =
NERPRIMSN 52 0205 10 520 1.6  0.063 10 039 30 1.18 150 50 ;lj
NZ6F-5.2*240 240 945

FHIRXBRIREFL

=
Nylon Cable Ties- Marker and Flag Ties ‘;i

=
> BAER P Technical Information g
- FEiTE - Bizes - Material: Nylon 66 =
- BETEE : -40°C~85°C -Working Temp.: -40°C to 85°C =1
- f‘ﬁﬂﬁ : $g -Color: Nature 3

. - Flammability: UL94V-2
- BIXER 1 UL94V-2 - Available Special Features: UV Resistant;
- REHRER : Ui Flame Retardant (UL94V-0)

Pk SERIAFIULI4V-0

P FEERAFE P Product Feature
- I M EEEARE ERSICE. - Able to use oil pen to mark on the tags.
migme LR R HEEE R R BEH
Width of Tie Length of Tie Thickness of Tie Width of Tag Length of Tag Min. Tensile Strength
Part Number
mm inch mm inch mm inch mm inch mm inch N Ibs
NZ6D2MF-5%300 5 0197 300 1181 1.2 0.047 28 1.10 30 1.85 180 50
NZ6D3MF-5*300 5 0197 300 1181 1.2 0047 28 1.10 47 1.85 180 50
- EBHNELTEH  BEERAKSAR. - Special size available, please contact FENGFAN Customer Service.
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Nylon Cable Ties- Flame Retardant Button Type

P FARER P Technical Information
- FEEHE  BlE6e - Material: Nylon 66
- RESER : -40°C~105°C -Working Temp.: -40°C to105°C
-gega - Color:White
- BhREES - UL94V-0 - Flammability: UL94V-0
> R P> Product Feature
- FEMEETEL , BAXER - UL94V-0; -The material is flame retardant, the
- AT, flammability rate is UL94V-0
-Used a lot at Nuclear Power Station.
5 BE KE EE BAHESERE BVESER |AVLH
m "E Width Length Thickness  Max.BundleDia.  Min.BundleDia.  Min.Tensile Strength
mm jnch mm jnch mm  inch mm inch mm inch N Ibs
NZ6FR-9%105 105 4.13 30 1.18 10.0 0394
NZ6FR-9%158 158 6.22 36 1.42 10.0 0394
NZ6FR-9%173 9 0354 173 6.81 19 0.075 37 146 10.0 0.394 300 é
NZG6FR-9*215 215 846 53 209 100 0.394
NZ6FR-9%251 251 9.88 65 2,56 10.0 0394
NZG6FR-9*341 in 1343 95 3.74 10.0 0394
- BEiathoEs , FRENNESAR. - Special size available, contact FENGFAN Customer Service.

A I

Special Material Cable Ties - Tefzel-Distinctive Aqua Ties

P HEAER P Technical Information
-FERTH g - Material: Flourpolymer
- TFIREE : -85°C~350°C -Working Temp.: -85°C to 350°C
-FRES  BRhES - Color: AquaBlue Color.
- RiREEg - UL94V-0 - Flammability: UL94V-0
P> PRI P Product Feature
- {FCYE T FE A - Low Smoke and Flame Retardant.
- (EBRULOV-0fRs i ; - Excellent Flammability Rate at UL94V-0
- BETERES , SR | s, - Ideal for applications requiring resistance to environmental stresses such
LwoNes | BRI R , as chemical, radiation, UV and extreme temperature environment, like Nuclear
= ! Power Station, High Speed Rail, Chemical Industries.
&%, HImEsE,
MRS BE KE BEE BAESEE  BMASER B/MIH SETH
b Width Length Thickness Max.Bundle Dia. Min.Bundle Dia. Min.Tensile Strength e
mm jnch mm jinch mm jinch mm inch mm inch N Ibs
TEL-203 34 0134 203 799 11 0043 51 201 30 0.118 112 25
TEL-295 48 0189 295 1161 15 0.059 76 2.99 35 0.138 222 50 LPA
TEL-371 76 0299 371 1461 19 0075 78 3.07 9.0 0.354 534 120
- BRIt TS, FREMANSESAR. - Special size available,please contact FENGFAN Customer Service.
- ERTHRERETE , FEEILEITANE. - Forinoformation on installation tools, refer to Hand Tools pages.

53 | FENGFAN




\ S

=3 A FENGFAN AR\ reveran

Weather Resistant Acetal

> BEARER P Technical Information

- Bl BEE - Material-Strap&Head: Toughened weather acetal
- SNETE R - Material-Locking barb: Marine grade, corrosion-

resistant stainless steel

- RBTEH : -40°C~85°C -Temperature Range: -40°C to 85°C
- PSR : UL94HB - Flammability Rating: UL94HB
-EREG  BE - Colour: Black
_ : - Other Properties: UV-resistant, Halogen free,

BB - URIME . Bl superior resistance to moisture and salt water

bbby i & 28 environments.
> R » Product Feature ]
- ZERSE ST LR M0 RIS SR RYED D ; - Blackacetal strap and head material provide 20+ years outdoor life and E
- NIRRT , B, BRI ; MOR At estetanc: i3

! . N ! -Excellent ultraviolet light, chemical, and moisture resistance,
- IFEEIDATES , WAORLOARIILIN ; - Extremely robust ties, with high tensile strength (1112N) after fastening. ?L'
- FERTUNSRN R A ST LURSHS A RTESE D ; - Double Stainless Steel locking barbs provide consistent and predictable holding values. ﬁ
- SR TFPOME RIS | - Ideal for securing cables in outdoor messenger strand applications.
- 2 A TR R RS K AR ; - Convenient reel dispenser pack allows installer to cut-to-size for customized ﬁ
field applications. ;IJ

- EHEILIS ERE | S2IRRMAdA , FILAEEFTIRME . - Several pre-cut sizes have lead-in style angled tips on pre-assembled straps

- AR SR b, for easy installation, even with gloved hands, to speed installation.
- Maybe used with stackable aeribal cable spacer.

Migme . 4 KB EE BRAHSER BAALD e = <
ingli Width Length Thickness Max. Bundle Dia. Min.Tensile Strength Packing e -
mm inch mm inch mm inch mm  inch N Ibs  PCs/bag bags/Ctn. -l
Heavy Cross Section g
DT-8.4%254 254 10.00 75, 295 50 1000 -
DT-8.4*343 343 13.50 98 3.86 50 1000 ?
DT-8.4*406 406 16.00 120 4.72 50 500 E.
DT-8.4%686 a4 033 686 27.01 i5 |o056 203 7.99 390 200 50 500 AST :
DT-8.4*1219 1219 47.99 355 13.98 50 250 LPA =
DT-8.4%1346 1346 52.99 381 15.00 50 250 3
DT-8.4¥2438 2438 9598 n 27.99 50 —_—— >
DT-8.4*3658 3658  144.02 1117 43.98 50 - g
Extra-Heavy Cross Section :
DT-12.7%254 254 10.00 75 295 50 1000 =
DT-12.7%343 343 13.50 98 3.86 50 1000
DT-12.7*406 406 16.00 120 4.72 50 500
DT-12.7*686 127 05 686 27.01 15 0059 203 7.99 1112 250 50 500 AST
DT-12.7*1219 1219 4799 355 13.98 50 250 LPA
DT-12.7%1346 1346 52.99 381 15.00 50 250
DT-12.7%2438 2438 95.98 7 27.99 50 e
DT-12.7*3658 3658 144.02 1m7 43.98 50 s
-HitkEoEd , EERENNEEAR. -Other length available, please contact FENGFAN Customer Service.
SR RERETE , FESHLEITENE. - Forinoformation on installation tools, refer to Hand Tools pages.
- B2, 7TmmE RS S B IISERE 90N, - The recommended maximum continuous loading for 12.7mm Straps is 90N per Strap.
- BV SRR ERE35~40cm, -For the best Results suggested spacing is 35 to 40cm.
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Acetal Strap On Reel

> BAER » Technical Information

-HEHE  BEEE - Material-moulding: Toughened weather acetal
- RS ; -40°C~85°C -Temperature Range: -40°C to 85°C

- BENEEL - UL94HB - Flammability Rating: UL94HB

-FREG : BE - Colour: Black

- Other Properties: UV-resistant, Halogen free,

) ;mﬂzﬁﬁ Fl superior resistance to moisture and salt
environments,
P PR P Product Feature
m - SHEE , RaSRMaSEIneEms ; - Strap on reel,with separate head.
E - AR E RS , BT - Customers can cut the strap at different length
B ; in practice,
ﬁ - ORI ERE - Reduce the cost of packing and inventory.
?L’ -—fRMEEY | S0RR ‘( 12.5M)/%. ° General packing: 50 feet(15.2M) Length
¥ BE KE EE BVALD
3 m Width Length Thickness  Min. Tensile Strength %ﬁ
?“ mm inch mm inch mm inch N Ibs
DT-8.4*50R 8.4 0.33 15.2 50 1.5 0.059 890 200
T AST/LPA
DT-12.7*50R 127 0.5 15.2 50 1.5  0.059 1112 250
- HitleEores , mERENIREEAR, - Other length available, please contact FENGFAN Customer Service,
- ERMEERETE , BEEHLPITENSE. -Forinoformation on installation tools, refer to Hand Tools pages.
s - Bi12. 7mmBRNE SR ARSEAEHO0N, - The recommended maximum continuous loading for 12.7mm Straps is 90N per Strap.
9 - BV R E R H35~40cm, - For the best Results suggested spacing is 35 to 40cm.
=
o
-
» B LS EIVEEN
2 Double Locking Heads
g
2 > EARER P Technical Information
; - e BRE -Material-moulding; Toughened weather acetal
n - $HI0HE  RER - Material-locking barb: Marine grade, corrosion-
2 - RESHE ; -40°C~85°C resistant stainless steel
= - B5KEEL : UL94HB -Temperature Range: -40°C to 85°C
- EREE  BE -Flammability Rating: UL94HB
- ARIE  FE - Colour: Black
ARRE ﬁ*ﬂiﬁ ? ! - Other Properties: UV-resistant, Halogen free,

superior resistance to moisture and salt environments,

weny WRAEE | SR | N,
Lt mm  inch mm inch mm inch  Pes/bag

DTH-8.4*25 9.98 0.393 14.15  0.557 25
DTH-8.4*100 8.4 033 998 0.393 1415  0.557 100
DTH-8.4*1000 9.98 0.393 1415  0.557 1000
DTH-12.7%25 1245  0.490 18.24 0.718 25
DTH-12.7*100 127 05 1245  0.490 18.24  0.718 100
DTH-12.7*1000 1245  0.490 18.24  0.718 1000
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Cable Spacers
> BARER P Technical Information
- FRIFE . BA% - Material: Weather-resistant Polypropylene
- BB : -40°C~85°C -Temperature Range: -40°C to 85°C
- BN - UL94HB -Flammability Rating: UL94HB
-EREE . B2 -Colour: Black
- B - FRAME Tl -Other Properties: UV-resistant, Halogen free
> i P Product Feature
-Bl12.7mmBOEBESINGER |, LUH - Stackable height in 12.7mm increments, for % -— ca;::e — 8 m'
EFERSERESRENESR any desired spacing and all cable sizes. ] {E
-FARERTENRS , FEEE -No need to stock multiple sizes of individual
BOERBEH- - height spacers. i ﬁ
4 ° I [| =—— cabletie ‘I'I
- R O R RE AR AR S -Can be rotated 90° to accommodate large or "|‘ ?L
am multiple cables. 7 R ﬁ
. ' _ -Designed to retain strap on each side and
- TUNF AR EREZREES erndie e esiliic 7
RETHRE - Provide restricted movement of spacer. EJ
- RURERENBRED ; -Prevent damage to the cable surface.
- BA LR SR IS AR - Can be used for parallel routing or perpendicular
- T TFHITMEERLY ; cables.
- EATAERERIEERN. - Suitable for kinds of telcommunication cables,
KE BB e a%
mﬂ": Length Width Height Packing
mm  inch mm inch mm inch Pcs/bag
DTS-25 50.8 19.05 0.75 12.7 0.5 25

2
DTS-100 50.8 2 19.05 0.75 12.7 0:5 100
DTS-1000 50.8 2 19.05 0.75 12.7 0.5 1000

|ejady @duej)sisay 1ayjeap
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Hand Tools
PR 43E:LBG\Part Number: LBG
TREm: LBGH, #16
- .l Tool type: LBG Cable Tie Gun
ERHHEE FERHE
-j' Fortype of cable tie:  Stainless Steel Ties
- {ERHRE
4 f Fortie width: SRS
' FEERTTHE - -B3TR, JLlRsRE,
Product Feature: - BEEAILEE , TTLIRPZE LI TIA.
- IR |, B2 BERIRERALNE.
- RfeseEE , BahEi],
- BREANTS.

- Automatic gun, easy to install with single hand operation.

- Cable tie side entry, for immediate positioning of the tie and the tool.
- Controlled tension, fully adjustable to achieve desired tension.

- Automatically cut off, when tension is reached.

- Easy removal of excess tie.

A H 3

= ER%3E:LQG\Part Number: LQG

TREH LQGHE2E
Tool type: LQG Tensioning Tool

ERHEES FERILE
Fortype of cabletie:  Stainless Steel Ties

EERHBRE : 3.8mm-9mm
Fortie width:

F=RE - - RFETRETA,
Product Feature: - ITEFNE .
- B,
- BEEATR , JLAAEE AN,
= E r &E [} ﬁﬁﬁf‘ﬁa
- IREUR DS,

- One hand operated tool.

-Tension and cut-off.

- Easy removal the excess tie.

- Cable tie side entry forimmediate positioning of tie and tool.
- Rugged, lightweight, easy to operate Plier type tool.

- Provide mechanical advantage.

T
>
3
o
4
o
e
w

FEER4RS:LQA\Part Number: LQA

TEER LQA EMEEE

Tool type: LQA Strapping Tool

ERILHRS - BRI

Fortypeof cabletie:  Stainless SteelTies

SEFIL R - Bmm-16mm

For tie width:

PR - BCEMENR, -Tension and cut off.
Product Feature: - TTAHR BRI, - Adjustable tension control

- RSy, -Easily remove the excessstraps.
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Hand Tools

FER#RE:LQD-S\Part Number: LQD-S

IRER LQD-S RE88
Tool type: LQD-S Strapping Tool

ERIHES TERHE | THREE

Fortype of cabletie:  Stainless SteelTies; Stainless Steel Bands

BRI : 4,6mm-19mm

For tie width:
FERSHE - W EREIHT,
Product Feature: - BRI ETLIB=MAER AR E,
- BB R TI B R (E,
- 5LQD#ak; , FATLAE TEERITIMTEAR.
-Tension and cut off. ?L'
-Unique 3-way handle can be used in various positions.
- Specially useful in tight areas with minimal access. ﬁ
- Leave shorter cut-off end, than LQD.
i I8
FEER4#E:1QD \Part Number: LQD
TREMR LQD ¥[Ei28
Tool type: LQD Strapping Tool
7 BERHERS TERASE | THREN
Fortypeofcabletie: Stainless SteelTies; Stainless Steel Bands

(BRI : 4.6mm-19mm

For tie width:

PRt - WCRFOEIET. e o

Product Feature: - EFENGET L A= EE R ERE, g
- LA IF A9 BE SR TR RLE, o
-Tension and cut off. ;'
-Unique 3-way handle can be used in various positions. o
- Specially useful in tight areas with minimal access, o

FRRS-DQH\Part Number: DQH

TRER/K DQH R[E#

"* . Tool type: DQH Crimping Tool
\ / ERAWES:  TEELES . TEREE

Fortype of cabletie: Stainless Steel Ties; Stainless Steel Bands

V-
' fEFIIL AR 8mm-19mm
For tie width:
FERRASHE - WrEFEIHT,
Product Feature: - SR R AT USSR (E RO B B F0 A TR HERE,
- BE DT LUARI3300%88,
-4RER, REB,
-Tension and cut off.

- Spring loaded gripper lever improves ease of use and hand tensioning.
- For tensions over 3,300 Ibs of force application.
- Cut off the tail, when the clamp is set up.

For more information, please visit www.sympf.com F EN G FAN | 5 8
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FITTINGS

HHILR

Hand Tools

FERE:DQL\Part Number: DQL

{ TREH DQL $E=&
. ; S~ Tool type: DQL Crimping Tool
Xy /

BERAEES THEMILTE | THERET

- X Fortype of cabletie: Stainless Steel Ties; Stainless Steel Bands
Maﬂ'ﬁm : 8mm-19mm
Fortie width:
FERIEE - W EFITDHT,
Product Feature: - BERT ST LS EE R BEMA T EERE,
- W EHATLLERI2400%5,
- 4RER, THEEB,

-Tension and cut off.

-Spring loaded gripper lever improves ease of use and hand tensioning.
- For tensions over 2,400 |bs of force application.

- Cut off the tail, when the clamp is set up.

A H 3

TFZ R4S LPA\Part Number: LPA
TEE# LPA EEgE
Tool type: LPA Strapping Tool

EAH RS : BN ; MRS
Fortypeofcabletie: Nylon CableTies;Weather Resistant Acetal

SEFAH. AL 4,7mm-13mm
Fortie width:

FEERRHE - W ERITINT.
Product Feature: - EEREEEM.
- AR LIBERM AR EE,
- RIENTEIA |, HE LIS B shECR I,
-Tension and cut off.
-Rugged metallic construction.
-Settension adjuster to give desired tie tightness.
- Pull trigger, tie is automatically tensioned and cut off.

==
o
=
=5
—
=]
2
w

FEER#RE AST\Part Number: AST

59 | FENGFAN

TRER AST EE3E

Tool type: AST Tensioning Tool

EAHEEE T R HL T

Fortypeofcabletie: Weather Resistance Acetal

SEFRFLTREEE : 7.6mm-12.7mm

For tie width:

FERTHHE - WrERIEI M.

Product Feature: - EENSEEHTNEEFR.
- ERTEAEDNAE,

-Tension and cut off.
- Robust metal body with plastic hand-grips.
- For heavy-duty cable ties.
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HLHFLR

Hand Tools

TRE#H
Tool type:

ERFEE :
For type of cable tie:

{ERHHRE

Fortie width:

PR

Product Feature:

4 FENGFAN

FEERHRE:LQB\Part Number: LOB

LQB RERE
LQB Strapping Tool

UMD
Band and Buckle

8mm-16mm

- ATHUR | 18,
- YXRE , DREB.

FERRFE:0A-5\Part Number: OA-S

For more information, please visit www.sympf.com

-Manual Tension, cut-off
- Cut off the tail, when the clamp is set up.

- Manual Tension, no cut-off

- Economical and practical

-The tail is rolled, when the tool is taken off.

- Coiled tie is remained, after tension assures
asafe end.

-ManualTension, no cut-off

-Economical and practical

-The tail is rolled, when the tool is taken off.

-Coiled tie is remained, after tension assures
asafe end.

- Manual Tension, no cut-off

- Economical and practical

-Thetail is rolled, when the tool is taken off.

~Coiled tie is remained, after tension assures
asafe end.

\ TREM OA-S HIEREER
Y Tool type: OA-S Strapping Tool with Spring
i, EEASES . SPTED
@'p’( Fortype of cabletie: Band and Buckle
y ERILHRE 9mm - 16mm
g For tie width:
PRI - ATWE | FBetDiT,
Product Feature: _BFEH,
-BETERE, BEAEE,
- SrhEERIRL{ER
HiEE SR,
F=ERURE:OA\Part Number: OA
TREM OAMS KEEE
Tool type: OA Strpping Tool
ERAERE : SR
Fortype of cabletie: Band and Buckle
N EAHHRE 9mm-16mm
" For tie width:
& PR - - ATHCR , RRETIN.
Product Feature: - EiFIEHRE.
-BEIRRE , R#fnsi,
- ROERHIRSER |,
H iR,
= ER4%E:0A-M\Part Number: OA-M
B IREH OA-M EEE
Tool type: OA-M Clamping Tool
ERHHRE : gzl
Fortype of cabletie: Band and Buckle
EAILEEE 9mm-16mm
For tie width:
PR - AW | FBELTHR.
Product Feature: - BFiER.
-RETRE , BBASE,
- BRHELHRLSER |
IR,
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FITTINGS

B ZIERIR

Stainless Steel Easy Read Markers

> FARER P Technical Information

- FEREE  FEE#3048E316 - Material: Stainless Steel Grade 304 or 316

-FRAG: 2RG - Colour: Metallic

> RS P Product Feature

- [EFEHS IR S ; -Easy to read in dim light and inaccessible places.

- RRABTLIEESS , #5 -Complete range of individual letters, numbers,
nges; and symbols.

- B RS T LR AL - Carriers are fastened with a variety of cable ties.

. 5 - Slide directly onto the cable ties to create a self-
- JAEESEL P LRSS TEMm L, e A

MIEES waghiimoop  SEHE Rt

SN T S &

Item No. Kg Ibs content Pes/bag
0,1,23.....9;
ERM-Content 0.2 03 ABCpD.....Z; 100
/, vt~
= S Tt SACTERNSERER |, SRR TRM-A, -1f you want to order Easy Read Marker "A", please send "ERM-A"
- BHAEESR , FERENRSEAR. - Special requirementavailable, please contact FENGFAN Customer Service,

- BFNAERNE RS TRESE. - Please add the material grade by the end of the Item Number.

N . = |
st AENBIERRE
o Easy Read Marker Carrier
E _F EIRABACI _
= > BARER P Technical Information Comm— . c 5 [c[7 |1 p—
2 - FERATE - FEESN30485316 - Material: Stainless Steel Grade 304 or 316 [ DEDEEN )
@ - EEEETE  RENERE Bl 11 - Coating: Polyester/Epoxy, Nylon 11
- RS BE -Colour: Black
miEme KE AIEERSEM BE HWEAE a%
Item No. Length No. on Holder Width Hole Size Packing
mm inch PCs mm inch mm inch Pes/bag
ERMC-93 93 3.661 4
ERMC-108 108 4252 6
ERMC-131 131 5.157 8
10 0.394 10 0.394 100
ERMC-146 146 5.748 10
ERMC-188 188 7.402 14
ERMC-203 203 7.992 16

- BHHEER , FEENREEAR. - Special size available, please contact FENGFAN Customer Service.
- BRI ERNT RS TIEZE. - Please add the material grade by the end of the Item Number.
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PVCEL L& SHBIRIA
PVC Cable Markers in Rolls
> EAEER P Technical Information
- R PVC - Material: PVC
-FREG gE , 56 - Colour: White, Yellow
SERE  pE - Packing: Roll
nERE i SEHE g "oy 4
ttem No- mm inch Content Pcs/bag "%9000q00009°"
EC-0.05 0516  0.02-0.06 1000
EC-0.1 0.75-3.0 0.03-0,12 1000 %
EC-0 15-3.2  0.06-0.13 1000
EC-1 2642  0.10-0.17 0,123 9 1000 ﬁ
EC-2 3.6-52 014020 ABCDZ; 500 *ET‘
EC-3 5.0-7.2  0.20-0.28 ¥ 250 _P
EC-4 6.0-82  0.24-0.32 250 N
EC-5 7.2-100 0.28-0.39 200 ES
EC-) 35-7.0  0.13-0.27 500 EIJ

- ASEREESR | EEERINBSE AR, - Special words and packing available, contact FENGFAN Customer Service.

PVCS T

PVC Cable Marker Carrier - EFGH—”K— o
g 888888, & e
> BARER P Technical Information ¢ —— | s e
- e . PVC - Material: PVC o & " E
-EEEG  BEE -Colour: Black R S =
o
"
mERe I.f:nglﬂ: AEESENE BE HWEAK o
el No. on Holder Width Hole Size Packing
mm inch PCs mm inch mm inch Pcs/bag
SM-65 65 2.56 9
SM-90 20 3.54 12
SM-95 95 3.74 15
SM-100 100 3.94 16 9 0.35 10 0.39 100
SM-110 110 4.33 18
SM-130 130 < 22
SM-190 190 7.48 34

- ISERAEEKR | BEEAINEEE AR, - Special words and packing available, contact FENGFAN Customer Service.
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Stainless Steel Tags
» BARER P Technical Information
- FEEE  REE3048316; 4R - Material: Stainless Steel Grade 304 or 316; Copper
- iRESSHE : -80°C ~+538°C -Temperature; -80°C to +538°C
-FERES SR - Colour: Metallic
> RN P Product Feature
- FBFNRER T , FEEshET , - Identify pipes, conduit, values, cables and
BS | SEEATEhELEIE R equipment in petrochemical plants, pulp and
N ills,refineries, offshore oil rigs and any
LRATIOET , B, B, 3 ke
S, B &EJ‘: other harsh environments.
% - TR BT TR e | ATEA - All marker plates/tags can be custom marked
ﬁ REGRM , ASESSRANHNR ; by cable tie with one or two computer controlled
= - BERERIER SR ERTENILE systems to provide permanentidentification to
*ﬂi - TEFRENRAR , IESK , &5 resist corrosion, abrasion and radiation.
iH ¥, WER - Usewith standard and heavy duty stainless steel ties,
g ' * - Differentshapeavailable, like Square, Ellipse, Rectangle.

mems 2% g B W
mm inch mm inch mm inch mm inch Pcs/bag
G EIRM/Rectangle&Square
S5T-0892 8 0.31 92 3.62 0.26 0.010 13.0 0.51
S$5T-1089 10 0.39 89 3.50 0.36 0.014 8.0 0.31
S$5T-10106 10 0.39 106 417 0.36 0.014 10,0 0.39
Q S$5T-10200 10 0.39 200 7.87 0.36 0.014 10.0 0.39
=2 §ST-1270 12 0.47 70 276 0.36 0.014 11.0 0.43
» 55T-1289 12 0.47 89 3.50 0.40 0.016 10.0 039
E SST-12100-A 12 0.47 100 3.94 0.36 0.014 10.0 0.39
= SST-12100-B 12 0.47 100 3.94 0.40 0.016 100 0.39
2 SST-15110 15 0.59 110 433 1.00 0.039 4.0 0.16
@ SST-1989-A 19 0.75 89 3.50 0.37 0.015 6.0 0.24 e
SST-1989-B 19 0.75 89 3.50 0.36 0.014 12.0 0.47
S$ST-1989-C 19 0.75 89 3,50 0.36 0.014 6.2 0.24
S5T-1989-D 19 0.75 89 3.50 0.36 0.014 10.0 0.39
S5T-1989-E 19 0.75 89 3.50 0.36 0.014 10.5 0.41
SST-1989-F 19 0.75 89 350 0.36 0.014 10.0 0.39
5ST-2080 20 0.79 80 3.15 1.00 0.039 6.0 0.24
SST-2650 26 1.02 50 1.97 1.00 0.039 4.0 0.16
SST-3060 30 1.18 60 236 0.50 0.020 10.0 0.39
PEER/Ellipse
SS5T-1645 16 0.63 45 1.77 0.40 0.016 8.3 0.33
SST-2050-A 20 0.79 50 1.97 0.5 0.020 85 0.33 100
S5T-2050-B 20 0.79 50 1.97 0.3 0.012 85 0.33
SST-2460 24 0.94 60 2.36 0.50 0.020 10.0 0.39
- BHABESR , FERENRESAR. - Special size available, please contact FENGFAN Customer Service,
- BRI SRNTERETRIEZE. - Please add the material grade by the end of the Item Number.
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e REER

Metal Straps for Tags.

> FARER P Technical Information
- =R RER3045316:48 - Material: Stainless Steel Grade 304 or 316; Copper
- [BEEE : -80°C ~+538°C -Temperature: -80°C to +538°C
- EREHS  SRE - Colour: Metallic
ﬂgﬂf Appré‘&.!mth proif.! Length Pa%?ng
mm inch mm inch Pcs/bag
MST-865 65 2.56
MST-885 85 335 m
MST-8100 8 0.31 100 3.94 100
MST-8120 120 472 %
M5T-8160 160 6.30 E\
A
- BPRIEECR | ERENNEEAR. - Special size available, please contact FENGFAN Customer Service. ﬁ
- EHENA SR ERETESE. - Please add the material grade by the end of the Item Number. g

e RILE

Metal Ties for Tags.
> BAER B Technical Information o
- FERE - FEH304831648 - Material: Stainless Steel Grade 304 or 316; Copper =
- BEFTEME : -80°C ~+538°C -Temperature: -80°C to +538°C L
-ERES  SEe - Colour: Metallic E
=
()
-
w
BE KB IS B a%
ﬂ:ﬁﬂ"‘? Width Length Thickness Width of Hole Packing
L0 mm inch mm inch mm inch mm inch Pcs/bag
MTT-770 70 2.76
MTT-7100 100 3.94
7 0.28 0.26 0.010 8 0.31 100
MTT-7150 150 591
MTT-7190 190 7.48

- BPRHRER  SRENNSEEAR. - Special size available, please contact FENGFAN Customer Service.
- ERNAERNHERE TR E. -Please add the material grade by the end of the Item Number.
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ERIREILE

Metal Marker Ties

> FARER P Technical Information

- ERHE  RER0455316:48 - Material: Stainless Steel Grade 304 or 316;Copper

- EETEE : -80°C to+538°C -Temperature:-80°C to +538°C
) - Colour: Metallic

- FRER  2RE
=]
ﬂi RE KE BE FLEE i
= MEES Width Length Thickness Width of Hole Packing
=l ftem No. mm inch mm inch mm inch mm inch Pes/bag
g MMT-46 46 1.81 0.25 0.010 10.0 0.39
MMT-82 82 3.23 0.25 0.010 10.0 0.39
8 0.31 100
al.l MMT-132 132 5.20 0.25 0.010 10.0 0.39
MMT-182 182 717 0.25 0.010 10.0 0.39
MMT-60 60 2,36 0.30 0.012 10 0.39
MMT-80 80 3.15 0.30 0.012 13 0.51
MMT-100 100 3.94 0.30 0.012 13 0.51
MMT-120 10 0.39 120 4.72 0.30 0.012 13 0.51 100
MMT-140 140 5.51 0.30 0.012 13 0.51
N MMT-160 160 6.30 0.30 0.012 13 0.51
g MMT-180 180 7.09 0.30 0.012 13 0.51
; MMT-200 200 7.87 0.30 0.012 13 0.51
§ - BSHIBER , FERANEEAR. - Special size available, please contact FENGFAN Customer Service.
: - EEINAERNYEREEFIEZE. - Please add the material grade by the end of the Item Number.
-
W
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FFIKBUHaRESL ( MERFL )

Tubular Copper Lugs with Inspection Hole

» HAER

- Rt - BSBEH
-HEE B

-EREE : HFENRILNEE
-MERY : ENES

- FRIRR  BERTRIBRR T
- BATEAERE AR

P = ERRHE

- LLE S MR BB RIRS
HRERSBEANEEL

- ERRETLIEMY ;

- FRIEFULAIE , UL #4854 @ E-357757 ;

- FFRERIREERL HEFRENRE

- B EFE R R R e,

BRGE

ERs
Item No,
FRIK6-8 10 AWG 46 M8 85
FFJK10-10 8 AWG 10 M10 105
FEIK16-10 6 AWG 16 M10 10.5
FFJK25-10 4 AWG 25 M10 105
FFIK35-6 2AWG 35 M6 65
FFIK50-8  1/0 AWG 50 M8 85
FRIK70-10  2/0 AWG 70 M10 105
FFJK95-10  3/0 AWG 95 M10 105
FRJK120-10 4/0 AWG 120 Mmi10 17.0
FFIK150-16 300 KCMIL 150 M16 17.0
FFJK185-16 350KCMIL 185 M16 17.0
FFJK240-10 500 KCMIL 240 M10 105
FFJK300-16 600KCMIL 300 M16 17.0
FFJK400-16 750 KCMIL 400 Mi1e 17.0

4 FENGFAN

P Technical Information

- Material: copper

-Plating: Tin Plated

- Metal Barrel: Copper tube with inspection hole
-Current Rating: See table

- Marking: Cable size(cross-section area) and bolt size
-Cable insertion: Easy entry

P Product Feature

- Inspection hole to visually assure full
conductor insertion.
- Tin-plated to inhibit corrosion.
- UL Listed, Certified to 35KV and temperature
rated at 90°C, when crimped with the tools.
- Product information marked on connector
for selection and installation.
- Rounded tongue convenient for use in tight space.

R#R#E Dimension of the Drawing

30 38 56 13 80
33 46 6.6 17 80
37 5.6 79 16 8.0
40 70 9.0 17 80
42 85 120 17 85
46 10.0 130 19 10,0
53 115 145 21 120
&0 135 175 25 140
68 15.0 200 29 145
75 16.5 215 31 16.5
80 185 245 34 18.0
90 210 290 41 200
100 235 315 44 200
110 275 350 50 23.5

\ S

FENGFAN
ELECTRICAL FITTINGS

Wire Stud
Range Hole 3
A.W.'G % Size(mm) H+/-0.5mm L+/-15mm d+/-05mm D+/-1.0mm B +/-15mm F+/-1.5mm [+/-2.0mm T+/-0.5mm

10 1
12 1
14 1.5
16 15
17 3
19 3
23 3
25 4
25 5
28 5
31 6
34 8
40 8
44 8
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SCUGK)# ARk (&N )

SC(GK) Tubular Copper Lugs with Inspection Window

| L J
| \
1% / AX
// S | \q |/

o ——'s SN
> BARER P Technical Information
- FRE . BSBENEY - Material: copper
-EBEER S - Plating: Tin Plated
-EERER . $ENEILNEE - Metal Barrel: Copper tube with inspection window
-MERY : ENEE -Current Rating: See table

- Marking: Cable size(cross-section area) and bolt size
- Cable insertion: Easy entry

- FERARR  BRRTRBRRY
- AR ERE | SEEEHER

N i &

P FEERiEE P Product Feature
-FLIESNEOERBMESE - Inspection window to visually assure full conductor insertion.
EESSBEAREL ; - Tin-plated to inhibit corrosion.

- EEEETLFEM ; - Productinformation can be marked on connector for selection and installation.

- ERERGEEREL FETSE - Rounded tongue convenient for use in tight space.

- B ETERESERRER.

BB BRAE R (Dimension)
il Stud Size D d L
Min. Max. mm inch mm inch mm inch

SCUGK)-1.5 M4 Mé 35 0.14 18 0.07 18 071
SCUGK)-2.5 M4 M6 4 0.16 25 0.10 19 0.75
SCUJGK)-4 M4 M8 48 0.19 31 0.12 21 0.83
SCUGK)-6 M4 M8 55 0.22 38 0.15 24 0.94
SCUJGK)-10 Mé M10 6.8 027 4.8 0.19 255 1.00
SCUGK)-16 Mé Mi2 7.5 0.30 55 022 305 1.20
SCUGK)-25 Mé Mi2 9 035 7 0.28 34 1.34
SCUGK)-35 Mé Mi2 10.5 041 82 032 38 1.50
SCUGK)-50 Mé M12 125 0.49 28 039 45 1.77
SCIGK)-70 M8 Mié 14.5 0.57 1.5 045 50 1.97
SCUGK)-95 M8 M16 175 0.69 138 0.54 555 2.19
SCUGK)-120 M10 M16 19.5 0.77 155 0.61 63 248
SC(JGK)-150 M10 Mi16 21 0.83 16.5 0.65 71 2.80
SCJGK)-185 M12 M16 235 0.93 18.8 0.74 78 3.07
SC{JGK)-240 M12 Mié 265 1.04 21 0.83 92 3.62
SC(JGK)-300 Mi2 Mi6 30 1.18 24 0.94 102 4.02
SCUGK)-400 M16 M20 34 134 26.5 1.04 13 4.45
SCJGK)-500 M16 M20 38 1.50 30 1.18 123 4.84
SCUGK)-630 M16 M20 45 177 35 1.38 135 531
SCUGK)-800 M16 M20 50 1.97 39 1.54 170 6.69
SC(JGK)-1000 M16 M20 56 2.20 40 157 200 7.87
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JGEIMR R L (TR L)

JGTubular Copper Lugs
| L J
| f,/ gl N\
i i '\// 7

> BEARER P Technical Information
- RHE . BSRENE - Material:copper aﬂ
-HHEE W5 -Plating:Tin Plated
-SEEY . TMELNEE - Metal Barrel: Copper tube ;g
-IERY : ISR - Current Rating: See table %
} X - - Marking: Cable size(cross-section area) and bolt size

:i:f&::ﬁiﬁgﬁﬁj - Cable insertion: Easy entry ?il

> =R P Product Feature

-EEETLEEM ; -Tin-plated to inhibit corrosion.

- FRERREERL HETF SRS ; - Productinformation can be marked on connector for selection and installation.

- A HHETFE RS AR, -Rounded tongue convenient for use in tight space.

B BAAE R~ (Dimension)
mEms Stud Size D d L
Item No.
Min. Max. mm inch mm inch mm inch

JG-10 Mé M10 8 0.31 5 0.20 38 1.50
JG-16 Mé M12 9 0.35 6 0.24 41 1.61
JG-25 Mé M12 10 039 7 0.28 46 1.81
JG-35 Mé M12 11 043 8 031 52 205
JG-50 Mé M12 13 0.51 10 0.39 54 213
JG-70 M8 M16 16 0.63 12 047 61 240
1G-95 M8 Mi6 18 0.71 14 0.55 66 2.60
JG-120 M10 M16 20 0.79 15 0.59 73 2.87
JG-150 M10 Mi16 23 091 17 067 77 3.03
JG-185 M12 Mi6 25 0.98 19 0.75 86 339
JG-240 M12 M16 27 1.06 21 083 93 3.66
JG-300 M12 M16 31 1.22 24 0.94 103 4.06
1G-400 Lo M16 34 1.34 26 1.02 113 4.45
JG-500 - Mi1é 38 1.50 30 1.18 124 4.88
JG-630 bl Mi16 45 1.77 35 138 140 551
JG-800 . Mié6 50 1.97 40 1.57 170 6.69
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BB RiRT

Ring Insulated Terminals

*+
e

p RARER 7

- BIRHE : PVC, B - —L |
- SRHH R (e l

F
- S5 © 22-16AWG A1 16-14AWG I3 _ L %
P Technical Information £ A :
-Insulated Material: Vinyl(PVC); Nylon l -~
-Terminal Material: Copper —
-Colour: 22-16AWG: Red; 16-14AWG: Blue R
> R P Product Feature
- B SRS RERERDFERHRERESRS ; - Ringtongue design assures a secure connection in high vibration applications.
- ey B R R SR, - Insualtion prevent wire damage in bending applications.

Diamension of the Drawing
BERY R
MBS FLAE B F L E D c T

nerand® 'Item No. Stud Size
mm ijnch mm inch mm inch mm inch mm inch mm inch mm inch
RV1-3.2 M4 55 0.217 | 5.0 0.197 175 0.689
RVS1-3.7 M6 5.5 0.217 5.0 0197 17.5 0.689
RVM1-3.7 Mé& 6.6 0.260 6.3 0.248 194 0.764

RVL1-3.7 M6 8.0 0315 7.0 0.276 208 0.819
RVS1-4 Mg 6.6 0.260 63 0248 194 0.764
RVL1-4 Ms 8.0 0315 7.0 0276 20.8 0.819 075 03
22-16AWG RV1-5 M10 8.0 0315 7.0 0276 20.8 0.819 !
M5 RVL1-5 Mi0 116 0457 11.0 0433 268 1.055 10  0.394 4 0.157 1.7 | 0.067

15mm® RV1-6 1/4 116 0457 110 0433 268 1.055
RV1-8 5/16 116 0457 110 0433 268 1055
RV1-10 3/8 136 0535 139 0547 305 1.201
RV1-12 1/2 192 0756 160 0630 354 1394
RV1-14 9/16 270 1.063  21.0 0.827 443 1744
RV1-16 5/8 270 1.063  21.0 0.827 443 1744 0.8 0.31
RV1-20 3/4 27.0 1063 210 0827 443 1744
RV2-3.2 M4 6.6 0260 48 0189 178 0.701

RVS2-37 M6 66 0260 48 0189 178 0.701
RVM2-3.7 M6 66 0260 63 0248 194 0764

RVL2-3.7 M6 8.5 0335 7.8 0.307 21.8 0.858
RVS52-4 Mg 6.6 0.260 63 0248 194 0.764
RVL2-4 me 8.5 0335 78 0307 21.8 0858

16-14AWG RVS2-5 Mmi10 85 0335 78 0307 218 0858
/15  RVL2-5 mi0 95 0374 73 0287 218 0858 10 0394 45 0177 23 0091 038 0.31

25mm’ RV2-6 1/4 120 0472 11.0 0433 268 1.055
RV2-8 5/16 120 0472 11.0 0433 268 1.055

RV2-10 3/8 136 0535 13.9 0547 305 1.201

RV2-12 1/2 192 0756 16.0 0630 354 139

RV2-14 9/16 270 1.063 210 0827 443 1744

RV2-16 5/8 270 1.063 21.0 0827 443 1744

RV2-20 3/4 270 1.063 210 0.827 443 1744

141226 RV3-4 me 80 0315 77 0303 250 0984
RVS3-5 m10 80 0315 77 0303 250 0984

ﬁ. . [RVL3-5 | MI0 | 120 0472 64 0370 284 | 1118| 13 |0512| 63 | 0248 34 0134 10 | 0039
RV3-6 1/4 120 0472 94 0370 284 1.118
RV5-37 M6 72 0283 61 0240 227 0894
RVS5-4 M8 72 0283 61 0240 227 089
RVL5S-4 M8 95 0374 91 0358 266 1047
RV5-5 MI0O 95 0374 91 0358 266 1.047
. ER LR
i”’, RV5-8 E/16 150 0591 135 0 52T S0 Iny 230 (IS NNCSTZURE oS 0. 248 MRS AR 1= LR LR 0054

RV5-10 3/8 150 0591 135 0531 340 1339
RV5-12 1/2 192 0756 16.0 0630 386 1520
RV5-14 9/16 320 1.260 252 0.992 542 2134
RV5-16 5/8 320 1260 252 0992 542 2134
RV5-20 3/4 320 1260 252 0992 542 2134
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Fork Insulated Terminals
T

o o

p HARER

- BEHE  PVC, PR

- 2BHH K\

- {BEHIE : 22-16AWG L85, 16-14AWG s

P Technical Information

-Insulated Material: Vinyl(PVC); Nylon
-Terminal Material: Copper
-Colour: 22-16AWG: Red; 16-14AWG: Blue

P PR P Product Feature i
- WL Erigit S E s , TERKRERM ; - Forkdesign providesforfastand easyinstallation, without the need to remove fastener. ;
- BB ER I RAERE. - Insualtion support helps to prevent wire damage in bending applications. ﬁ'
&R B4 R<f#i Diamension of the Drawing

oo mmﬂug Stud Size n F L E D c T &

SV1-3.2 M4 57 0.224
SVs1-3.7 M6 57 0.224
SVL1-3.7 Mé 6.4 0.252
SVLL1-3.7 Mé 7.2 0.283

22-16AWG SVS1-4 Ms 64 | 0252
/05~  SVM1-4 M8 72 o283 ©5 0256 210 0827 ., 34 4 0157 17 0067 072 030
1.5mm’  syi1-4 M8 81 0319

SVS1-5 M10 81 0319

SVL1-5 M10 95 0374

SV51-6 1/4 95 | 0374

SVL1-6 1/4 120 0472 110 0433 270 1.063

SvV2-3.2 M4 57 0.224
5V52-3.7 Mé 57 0224
SVL2-3.7 Mé 60  0.236
SVLL2-3.7 M6 7.2 0.283

16-14AWG 5V52-4 M8 64 0252 65 0256 210 0827

/15  SUM2-4 M8 72 0283 10 0394 45 0177 23 0091 08 031
25mm*  syi2-4 Ms 79 031
SV52-5 Mo 79 031
SVL2-5 M0 93 0366
5V52-6 1/4 93 0366
SVL2-6 1/4 120 0472 110 0433 270 1.063
el M6 80 0315
5V3-4 M8 80 0315 7 0276 253 099
ﬁ; N s 65 o535 13 0512 63 0248 34 0134 1.0 0039
5V3-6 1/4 120 0472 91 0358 285 1.122
SVS5-3.7 M6 72 0283 75 0295 244 0961
sV5-3.7 M6 83 0327 7.0 0276 255 1.004
SVSS5-4 M8 72 0283 75 0295 244 0961
12-10AWG SVS5-4 M8 83 0327
/&  SVL5-4 M8 90 0354 13 0512 63 0248 34 0134 1.0 0039

6mm*  sys.5 M10 30 | 0354 70 0276 255 1.004

SVS5-6 1/4 9.0 0354
SVL5-6 /4 120 0472 120 0472 315 1240
SV5-8 516 140 0551 105 0413 305 1.201
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Tube Insulated Terminals
—| D |+
ol
> BARER
- B PVC, B 4
- SmHE R y __‘ i J
P
P Technical Information ////::\\ T
-Insulated Material:Vinyl(PVC); Nylon &9) /ll =
-Terminal Material: Copper \;_4/ l !
> RS P Product Feature
ﬁ - BERAFERESNERIE ; - For use with Tube-type terminal blocks.
ﬁ - e B0 SR R A S RE, -Insualtion support helps to prevent wire damage in bending applications.
% BER mERe R<#i# Diamension of the Drawing
it Item No. F L w B D C
yl.l Ckaloiad mm mm mm mm mm mm
EO0505 5.0 11.0
EQ0506 6.0 12.0
g EO0508 80 140 26 60 13 1.0
EQ0510 10.0 16.0
E00512 12.0 18.0
E7506 6.0 123
E7508 8.0 143
:‘;;:‘:1’: E7510 10.0 16,3 2.8 63 1.5 1.2
E7512 12.0 18.3
E7518 18.0 243
E1006 6.0 12.3
E1008 8.0 14.3
:Snl:n\:fntif E1010 10.0 16.3 3.0 6.3 1.7 1.4
E1012 12.0 183
E1018 18.0 243
E1508 8.0 14.3
E1510 10.0 16.3
:6;::3 § E1512 12.0 183 35 63 2.0 1.7
E1515 15.0 213
E1518 18.0 24.3
E2508 8.0 154
E2510 10.0 17.4
;45::? ! E2512 12.0 19.4 4.0 7.4 26 23
E2518 18.0 25.4
E2525 25.0 324
E4009 9.0 16.4
E4010 10.0 17.4
lzofn‘rns" ¢ E4012 12,0 194 4.5 7.4 3.2 2.8
E4018 18.0 254
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R misme R Diamension of the Drawing
m Item No. F L w B D C
mm mm mm mm mm mm
10 AWG / E6012 12,0 20.5
6.0mm* E6018 18.0 26.5 e = b e
8 .l\wcs:r E10-12 12,0 20.8 s 45 5 ”
10mm E10-18 18.0 26.8
6AWG/ E16-12 12,0 22,0
16mm* E16-18 18.0 28.0 e e e e
E25-12 120 240
E25-15 15.0 27.0
:::ﬂf,‘r E25-16 16.0 28.0 1.0 12,0 7.9 75
E25-18 18.0 300
E25-22 22,0 34.0
E35-16 16.0 30.0 aﬂ
2AWG/ E35-18 18.0 320
35mm* E35-22 220 36.0 125 140 87 83 ﬁ
E35-25 25.0 39.0 %
E50-12 12.0 28,0 g
50mm* E50-20 20.0 36.0 15.0 16.0 10.9 10.3 E J
E50-25 25,0 41.0
E70-20 200 37.0
70mm’ E70-25 25.0 42,0 16.0 17.0 14.3 135
E70-27 27.0 44.0
95mm’ E95-25 25.0 44.0 185 19.0 153 14.5
E120-27 27.0 476
120mm? 20.3 206 17.5 16.5
E120-32 32,0 526
E150-25 25.0 50.6
150mm’* E150-27 27.0 526 234 25.6 20.6 19.5
E120-32 32,0 57.6
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Pin Insulated Terminals .

> BARER 7

- JgHE  PVC, BR

- miTE 1P

- IS  22-16AWG £16; 16-
14AWG I55;12-10AWG, E

P Technical Information

-Insulated Material: Vinyl(PVC) ; Nylon
-Terminal Material: Copper
-Colour: 22-16AWG,Red; 16-14AWG,Blue;12-10AWG, Yellow

3N e St 2

P> RSN P Product Feature
- BTN RS ; - For use with pin-type terminal blocks.
- i B SR TR A RE, -Insualtion support helps to prevent wire damage in bending applications.
B R p— R~ #&# Diamension ofthe Drawing
WINRIIIQ:C itsmNo. B F L E D Cc T
AWG/mm mm jinch mm jnch wmm jnch mm  jnch mm  inch mm  inch mm  inch
PTV1-9 90 0354 188 0740
PTV1-10 100 0394 198 0780
ke :1:::: 19 0075 :;’: :’:ﬁ ;:3 2'2:2 100 0394 4 0157 17 0067 075 0030
PTVI-14 140 0551 238 0937
PTVI-16 160 0630 258 1.016
PTV2-9 90 0354 188 0740
PTV2-10 100 0394 198 0780
16-14AWG/
TeoEnSL PTV212 19 0075 120 0472 218 0858 100 0394 45 0177 23 0091 080 0031
PTV2-13 130 0512 228 0898
PTV2-16 160 0630 260 1.024
124_'1:;:9 PTV5-13 28 0110 140 0551 270 1063 130 0512 63 0248 34 0.134 100 0039
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Circular Terminals for Watercraft
- dE
b EAER = !
)
Technical Information /Q ) ) i
WFHE K8 \/f J
-Terminal Material: Copper ﬂa// l “
D c
STk Diamension of the Drawin 0l
awme  EAEE = . — 5
Item No. mm ﬁ
mm inch mm inch mm inch mm inch mm inch %
JB1-3 32 6.0 0.236 17.0 0.669
JB1-4 42 75 0.295 18.0 0.709 ﬁ
0.7 0.028 17 0.067 7.0 0.28
JB1-5 53 8.0 0315 18.0 0.709 ﬁl J
JB1-6 6.5 10.0 0.394 205 0.807
JB1.5-3 3.2 6.0 0.236 17.0 0.669
JB1.5-4 42 75 0.295 18.0 0.709
JB1.5-5 53 8.0 0.315 18.0 0.709 0.7 0,028 20 0.079 7.0 0.28
JB1.5-6 6.5 10.0 0.394 205 0.807
JB1.5-8 85 130 0512 260 1.024
JB2.5-3 3.2 6.0 0.236 17.0 0.669
JB2.5-4 42 8.0 0.315 20.0 0.787
JB2.5-5 53 9.0 0.354 215 0.846 0.7 0.028 26 0.102 85 0.33
JB2.5-6 65 105 0.413 235 0.925
JB2.5-8 8.5 135 0.531 285 1.122
JB4-4 42 9.0 0.354 220 0.866
JB4-5 53 20 0.354 220 0.866
e - 120 o =5 S 0.8 0.031 28 0.110 9.0 0.35
JB4-8 85 135 0.531 285 1.122
JB6-4 4.2 11.0 0.433 26.0 1.024
JB6-5 53 11.0 0.433 26.0 1.024
JB6-6 6.5 125 0.492 29.0 1.142 1.0 0.039 35 0.138 10.0 0.39
JB6-8 85 135 0.531 29.0 1.142
JB6-10 10.5 155 0.610 30.0 1.181
JB10-5 5.3 10.5 0413 27.0 1.063
JB10-6 6.5 125 0.492 290 1142 1% b5t o 3ida 35 e
JB10-8 8.5 14.0 0.551 31.0 1.220
JB10-10 105 175 0.689 355 1.398
JC1.5-3 3.2 6.0 0.236 16.5 0.650 0.7 0.028 2.0 0.079 7.0 0.28
JC1.5-4 4.2 7.5 0.295 18.0 0.709 0.7 0.028 20 0.079 7.0 0.28
Jc2.5-3 3.2 6.0 0.236 19.0 0.748 0.7 0.028 26 0.102 8.5 0.33
Jc2.5-4 42 75 0.295 205 0.807 0.7 0.028 26 0.102 85 0.33
JC4-6 6.5 115 0.453 23.0 0.906 0.8 0.031 2.8 0.110 9.0 0.35
JZ15 . 2.0 0.079 19.0 0.748 0.7 0.028 2.0 0.079 7.0 0.28
JzZ2.5 » 20 0.079 20.0 0.787 0.7 0.028 26 0.102 7.0 0.28
Jz4 ol 2.5 0.098 220 0.866 0.8 0.031 2.8 0.110 9.0 0.35
Jz6 * 3.0 0.118 245 0.965 1.0 0.039 35 0.138 10,0 0.39
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Fork Naked Terminals

> RARER

Technical Information

-TFHE  RE

-Terminal Material: Copper

R<i#ii# Diamension of the Drawing

0
HIEEE BEEZ
ﬁ.ﬂ- Item No. mm = = E 2 ¢ :
Sk mm inch mm inch mm inch mm inch mm inch mm inch
UT0.5-3 3.2 6.0 0236 135 0531 1.1 0.04
g uT0.5-4 42 7.0 0276 13.8 0543 4 sisal =8 - 1.2 0.05 i —
uT1-3 32 57 0224 155 0610
UT1-4 42 7.1 0280 160 0.630
5'] i o a5 255 ik o 5.0 0197 32 0.126 1.7 0.07 07 0028
UT1-6 6.3 119 0469 210 0.827
UT1.5-3 32 5.9 0232 155 0610
UT1.5-4 4.2 7.3 0.287 164 0646
UT1.5-5 53 9.0 0354 183 0720 5.0 0197 36 0142 20 0.08 07 0028
UT1.5-6 6.3 11.8 0465 200  0.787
UT1.5-8 8.5 146 0575 237 | 0,933
UT2.5-3 3.2 6.0 0236 155 0.610
UT2.5-4 4.2 76 0299 17.0 0.669
UT2.5-5 53 9.5 0374 180 0709 5.0 0197 42 0.165 26 0.10 07  0.028
UT2.5-6 6.3 110 0433 200 0.787
UT2.5-8 8.5 149 0587 241 0.949
UT4-4 42 8.6 0339 186 0732
UT4-5 53 9.4 0370 196 0772
UT4-6 6.3 1.8 0465 221 0870 6.0 0.236 5.2 0.205 3.3 0.13 1 0.039
UT4-8 85 149 0587 252  0.992
UT4-10 105 180 0709 270 1.063
UTe-4 4.2 9.0 0354 195 0768
UT6-5 53 110 0433 210 0827
UTé-6 6.3 120 0472 230 0906 7.0 0276 6.2 0244 43 017 1 0.039
UT6-8 85 150 0591 260 1.024
UT6-10 105 174 0.685 300 1.181
UT10-4 42 10.0 0394 240 0945
uT10-5 53 100 0.394 240 0945
UT10-6 6.3 120 0472 270 1063 85 0335 8.0 0.315 5.7 0.22 12 0.047
uT10-8 85 144 0567 286 1.126
uT10-10 105 163  0.642 315  1.240
UT16-5 53 115 0453 260 1.024
UT16-6 6.3 125 0492 295  1.161
T . o i 110 0433 100 0394 7.0 0.28 15  0.059
UT16-10 105 190 0748 335 1319
UT25-6 65 160 0630 350 1378
UT25-8 85 180 0709 350 1.378 140 0551 121 0476 85 0.33 1.8 | 0.071
UT25-10 10.5 200 0787 350 1378
UT35-6 6.5 145 0571 360 1417
UT35-8 85 175 0689 400 1575 140 0551 131 0516 95 0.37 1.8  0.071
UT35-10 105 220 0866 420 1.654
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Pin Naked Terminals
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Technical Information :

- WFHRE  R)R

-Terminal Material: Copper

R Diamension of the Drawing ﬂﬁ
bt L E D € T

Item No. ﬁ
mm inch mm inch mm inch mm inch mm inch

IT0.5-1 12.0 0472 40 0.157 22 0.087 12 0.047 05 0.020 %

m-2 15.0 0.591 5.0 0.197 32 0.126 1.2 0.067 0.7 0.028 ﬁ

IT1.5-2 16.0 0.630 5.0 0.197 36 0.142 20 0.079 0.7 0.028 yu
IT1.5-3 17.0 0.669 50 0.197 36 0.142 20 0.079 0.7 0.028
IT2.5-2 16.5 0.650 5.0 0.197 42 0.165 26 0.102 0.7 0.028
IT2.5-3 18.0 0.709 5.0 0.197 4.2 0.165 26 0.102 07 0.028
m4-3 19.0 0.748 6.0 0.236 52 0.205 3.2 0.126 1 0.039
IT6-4 205 0.807 7.0 0.276 6.2 0.244 42 0.165 1 0.039
IT10-5 24.0 0.945 85 0335 8.0 0315 56 0.220 12 0.047
IT16-6 30.0 1.181 11.0 0.433 10.0 0.394 7.0 0276 1.5 0.059
IT25-6 33.0 1.299 14.0 0551 121 0476 85 0.335 18 0.071
IT35-6 37.0 1.457 14.0 0.551 131 0516 9.5 0374 18 0.071
IT50-7 375 1,476 14.0 0,551 15.1 0.594 1.5 0453 1.8 0.071
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FITTINGS

BR%E R

RubberTube Clamps
> BARER P Technical Information
-SBRE . FER , e - Metal Material: Stainless Steel, Galvanized
(&, Ba%) 8 Steel(Carbon Steel; Plated Steel), Aluminum
-EEHE : BB -Soft Material: Rubber
> ERREE P Product Feature
-EATEE , B, BaEl, KEE -For pipes, cables, groups of cables, hoses and so on.
- B EABEILE RIBBERER ; -Theinside and edges of the clamps are protected by a rubber section.

ﬁ - BEEETL LS ETED S BaRE . Impacts and vibrations are damped by the rubber, which eliminates wear.
E muwsesskRmsmERgeRE; TOUieidieeominen

. - a s is oval to pe ubsequen ustment.
s - KB AR R TR RS, 4 P s

misma mﬁ& EE A1z B p&#
Sipy er Dia. Thickness of the Metal Dia. of Hole Width ng
inch mm inch mm mm inch mm inch PCs/bag
RTC-3/16 0.188 476
RTC-1/4 0250 635
RTC-3/8 0375 953
RTC-1/2 0500 1270
RTC-5/8 0625 1588
RTC-3/4 0750  19.05
RTC-7/8 0.875 2223
RTC-1 1.000 2540 0.0315 0.80 100
RTC-11/8 1125 2858
RTC-11/4 1.250 3175
RTC-13/8 1.375 3493 68 0.268 127 0.500
RTC-11/2 1500 38.10
RTC-15/8 1625 4128
RTC-13/4 1750 4445
RTC-17/8 1.875  47.63
RTC-2 2000  50.80
RTC-2 1/8 2125 5398
RTC-2 1/4 2250 57.15
0.0394 1.00 10
RTC-23/8 2375 6033
RTC-21/2 2500 63.50
RTC-3 3000 7620
- AIEMRIBE P R R I T e Rk,

- Special size and requirement available, please contact FENGFAN Customer Service.
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PVCERZ& R

Vinyl Coated Tube Clamps
» ERER P Technical Information Q :

- ERPE  FER , #ER - Metal Material: Stainless Steel, Galvanized
(EH, BA%) Steel(Carbon Steel; Plated Steel)

- @EHE : Vinyl(PVC) - Soft Material: Vinyl(PVC)

> R P Product Feature
- ERTEN , BE, A48, KES; - For pipes, cables, groups of cables, hoses and so on.
- B ENNESHhEHPVCERYERE ; - The metal body are coated by vinyl section.
- PVCHET USSR IRNEG ; Impacts and vibrations are damped by the vinyl, which eliminates wear. g
- TR RO R SRR LA T -Tighten the band adapts itself easily to the dimension. cril
- KRR ST R RS E . -The fastening holes is oval to permit any subsequent adjustment.
’fﬁﬂg e TN e < oks i hﬁg
tem No. inch mm inch mm mm inch mm inch PCs/bag
PTC-3/16 0.188 476
PTC-1/4 0250 635
PTC-3/8 0.375 9.53
PTC-1/2 0.500 12.70
PTC.5/8 0625 1588 L
PTC-3/4 0.750 19.05
PTC-7/8 0875 2223
PTC-1 1.000 25.40
PTC-11/8 1125 2858
PTC-11/4 1250 3175
PTC-13/8 1375 3493 0.0315 0.80 6.8 0.268 127 0.500
PTC-11/2 1.500 38.10
PTC-15/8 1625 4128
PTC-13/4 1.750 44.45
PTC-17/8 1875 4763 10
PTC-2 2.000 50.80
PTC-2 1/8 2125 5398
PTC-21/4 2250 57:15
PTC-23/8 2375 60.33
PTC-21/2 2500  63.50
PTC-3 3.000 76,20
- FLAMREE P AR OB ER e .

- Special size and requirement available, please contact FENGFAN Customer Service.
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FITTINGS

RE R

Quick Release Hose Clamps ‘"""""'-‘ww,.%\
a0 “ Ll .,\\

> ERER P Technical Information / 4 4 \

- REHME - 5/16 50K/ -5/16" hex-head ~. . =B j/

- BRI, IR - Zinc-plated yellow dichromate carbon & i /

- &AAIED : 601bs/in;80Ibs/in steel; Chrome-plated Steel i :

-Twisting Force: 60lbs/in; 80lbs/in [T

- WEEE12.7mm ; 14.2mm -Band Width: 1/2'/12.7mm or 9/16" /14.2mm

- HEHE : 78201, 202, - Band Material: Stainless Steel 201, 202
301,304, 316 or301,304,316
- FFRRHE - e, R -Bridge: Zinc-plated yellow dichromate
carbon steel; Chrome-plated Steel
- P Product Feature
& - BEE , SRS EAR R ; - Heavy duty, adjustable mechanism, adjusted easily by a screwdriver.
{q: - EERBAERTERFER. - Zinc plated steel and stainless steel material to corrosion resistance.
FRne SAE 24 (MM) ZHI(N)
Item No. Min. Diameter Max. Diameter Min. Diameter Max. Diameter
RHC-012 012 13 32 1/2 1-1/4
RHC-020 020 19 44 3/4 1-3/4
RHC-024 024 26 51 1 2
RHC-028 028 26 57 1 2-1/4
RHC-036 036 26 70 1 2-3/4
RHC-048 048 45 89 1-3/4 3172
RHC-056 056 45 101 1-3/4 4
RHC-072 072 45 127 1-3/4 5
RHC-088 088 45 152 1-3/4 6
RHC-096 096 45 165 1-3/4 6-1/2
RHC-104 104 45 178 1-3/4 7
RHC-116 116 45 197 1-3/4 7-3/4
RHC-128 128 45 216 1-3/4 8-1/2
RHC-136 136 45 228 1-3/4 9
RHC-152 152 45 254 1-3/4 10
RHC-188 188 45 3n 1-3/4 12-1/4
RHC-232 232 45 381 1-3/4 15
RHC-258 258 45 413 1-3/4 16-1/4
RHC-188 288 45 470 1-3/4 18-1/2
RHC-312 312 45 508 1-3/4 20

- HRABEATER |, WRERAEEAR,

- Special size available, please contact FENGFAN Customer Service.
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IR DR

Qucik Release Hose Clamps-Special

> HEARER P Technical Information b\
- REOME - 5/16"9N K -Screw: 5/16" hex-head \ 2

- B  EEE, B8, TSN - Zinc-plated yellow dichromate carbon steel; Rn_'_. M&'ZQ--

- #@4£3R55 7 : 80Ibs/in; 1001bs/in Chrome-plated Steel or Stainless Steel. f’k’“ =
-@EEmEr12.7mm ; 14.2mm -Twisting Force: 80Ibs/in; 100Ibs/in Ol

. B - Band Width: 1/2"/12.7mm or 9/16" /14.2mm
- BEHR UL 202, - Band Material: Stainless Steel 201, 202 or

301,304, 316 301,304,316
- BRARHI R - S R, AN - Bridge: Zinc-plated yellow dichromate carbon

steel; Chrome-plated Steel or Stainless Steel.

> P Product Feature =
- BB EEENTRS ; - Performance is better than normal quick release hose clamps. ]
- B ERHETLERRER , - All of the product material can be stainless steel, different from
BEEARNFEmLEEE, the normal ones. {q:
- o 2% (MM) EHION)
i Min. Diameter Max. Diameter Min. Diameter Max. Diameter
RHCSP-048 048 45 89 1-3/4 3-1/2
RHCSP-056 056 45 101 1-3/4 4
RHCSP-072 072 45 127 1-3/4 5
RHCSP-088 088 45 152 1-3/4 6
RHCSP-096 096 45 165 1-3/4 6-1/2
RHCSP-104 104 45 178 1-3/4 7
RHCSP-116 116 45 197 1-3/4 7-3/4
RHCSP-128 128 45 216 1-3/4 8-1/2
RHCSP-136 136 45 228 1-3/4 9
RHCSP-152 152 45 254 1-3/4 10
RHCSP-188 188 45 311 1-3/4 12-1/4
RHCSP-232 232 45 381 1-3/4 15
RHCSP-258 258 45 413 1-3/4 16-1/4
RHCSP-188 288 45 470 1-3/4 18-1/2
RHCSP-312 312 45 508 1-3/4 20
- BHRAGETES  BRERAEEAR.

-Special size available, please contact FENGFAN Customer Service.
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8mm/NETUMEHE

Hose Clamps-American Type W8

57
8L

-RAIER : SR, BURERME ; FHGI00KF) ; FHH200/300%5 S - @'
- #EBTE  8mm . |
- HEHE BN | FHWN400R5) ; FHEN200/300%5) 3y
- f@iE - BUREREE ; FIEIR400KS ; FER200/300%5) ¥
- BNeE  HeE  BREREE-E/NES ; SME% RS, Ka
P Technical Information
-Screw: Hex-head. Carbon Steel or 400/200/300 grade stainless steel.
-Band Width: 8mm
ﬁ -Band Material: Carbon Steel or 400/200/300 grade stainless steel.
E3 -Housing: Carbon Steel or 400/200/300 grade stainless steel.
{q: -Packing:Inner: Ploybags/Blister Paper Card/ Inner Box ; Outer: Cartons; Pallet;
RS BAONER (2%) BXHE (28) BOEE (28) BAEHE (28)
Item No. Min. Dia.(mm) Max. Dia.(mm) Min. Dia.(mm) Max. Dia.(mm)
HCAWS-04 6 16 1/4 5/8
HCAWS-05 7 17 1/4 11/16
HCAWS-06 8 22 5/16 7/8
HCAWS-08 10 25 3/8 1
HCAWS-10 10 27 3/8 1-1/16
HCAWS-12 13 32 1/2 1-1/4
HCAWS-16 13 38 12 1-1/2
HCAWS-20 19 44 3/4 1-3/4
HCAWS-24 26 51 1 2
HCAWS-28 32 57 1-1/4 2-1/4
HCAWS-30 35 60 1-3/8 2-3/8
HCAWE-32 38 63 1-1/2 2-1/2
HCAWS-36 45 70 1-3/4 2-3/4
HCAWS-44 57 82 2-1/4 3-1/4
HCAWS-48 64 89 2-1/2 3-1/2

- SEHAE R ES | EIRERREEAR.

- Special size available, please contact FENGFAN Customer Service.
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10mmeER R

Hose Clamps-American Type W10 ‘

’ﬁ‘%
> BARER - é -
- AR A, BB ; RESRA00RS) ; FEE200/300R5 S
-#HSEE : 10mm < i 3
- B | BURERE ; FHIRA00KF) ; FHHE200/300%5) _ 5\

- JEFSHE : BURERE ; TEHM00R5] ; FHEIN200/300R51
- BAG% A%  BRN/RBER/ANER ; SME% B BE

P Technical Information

-Screw: Hex-head. Carbon Steel or 400/200/300 grade stainless steel.
-BandWidth: 10mm

-Band Material: Carbon Steel or 400/200/300 grade stainless steel. g
-Housing: Carbon Steel or 400/200/300 grade stainless steel. ==
-Packing:Inner: Ploybags/Blister Paper Card/ Inner Box ; Outer: Cartons; Pallet;

ERnE BER (2%) BAERS (2%) BOEE (2%) BAEE (28)
Item No. Min. Dia.(mm) Max. Dia.(mm) Min. Dia.(mm) Max. Dia.(mm)
HCAW10-04 6 16 174 5/8
HCAW10-05 7 17 1/4 11/16
HCAW10-06 8 22 5/16 7/8
HCAW10-08 10 25 3/8 1
HCAW10-10 10 27 3/8 1-1/16
HCAW10-12 13 32 12 1-1/4
HCAW10-16 13 38 1/2 1-1/2
HCAW10-20 19 44 3/4 1-3/4
HCAW10-24 26 51 1 2
HCAW10-28 32 57 1-1/4 2-1/4
HCAW10-30 35 60 1-3/8 2-3/8
HCAW10-32 38 63 1-1/2 2-1/2
HCAW10-36 45 70 1-3/4 2-3/4
HCAW10-44 57 82 2-1/4 3-1/4
HCAW10-48 64 89 2-1/2 3172

- BHEMELAES  ERENREEAR.

- Special size available, please contact FENGFAN Customer Service.
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12.7mmAEXRE

Hose Clamps-American Type W12.7 <

> BARER ¥ A

- BAGER SN, BUREE ; FHIRA00KF ; FHR200/3005K5 8 4

-HSWE :12.7mm & Ll

- WS BN ; TRMA00KH ; FiEM200/300%7) \2',.}'

- FE¥SHE | BURERE ; THIBA00RH ; FHIR200/300%7) -

- EAlE% e . BRERERF/NER ; /% BE ) kR

P> Technical Information

- Screw; Hex-head. Carbon Steel or 400/200/300 grade stainless steel.

-Band Width: 12.7mm

- Band Material: Carbon Steel or 400/200/300 grade stainless steel.

-Housing: Carbon Steel or 400/200/300 grade stainless steel.

-Packing:Inner: Ploybags/Blister Paper Card/ Inner Box ; Outer: Cartons; Pallet;

ERRe BRONER (28) BRAHE (248) BNERE (28 ) BAHEZ (2#)
Item No. Min. Dia.(mm) Max. Dia.(mm) Min. Dia.(mm) Max. Dia.(mm)

HCAW12.7-06 10 22 3/8 7/8
HCAW12.7-08 n 25 7/16 1
HCAW12.7-10 13 27 1/2 1-1/16
HCAW12.7-12 13 32 /2 1-1/4
HCAW12,7-16 18 38 11/16 1-1/2
HCAW12.7-20 19 44 3/4 1-3/4
HCAW12.7-24 25 51 1 2
HCAW12.7-28 32 57 1-1/4 2-1/4
HCAW12.7-32 38 63 1-1/2 1-1/2
HCAW12.7-36 44 70 1-3/4 2-3/4
HCAW12.7-40 51 76 2 3
HCAW12.7-44 57 82 2-1/4 3-1/4
HCAW12.7-48 64 89 1-1/2 3-1/2
HCAW12.7-52 70 95 2-3/4 3-3/4
HCAW12.7-56 76 101 3 4
HCAW12.7-60 83 108 3-1/4 4-1/4
HCAW12.7-64 64 114 2-1/2 4-1/2
HCAW12.7-72 76 127 3 5
HCAW12.7-80 89 140 3-1/2 5-1/2
HCAW12.7-88 102 152 4 6
HCAW12.7-96 114 165 4-1/2 6-1/2
HCAW12.7-104 127 178 5 7

- BHAEDEER | WRERREEAR,

- Special size available, please contact FENGFAN Customer Service.
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14.2mmAER R
Hose Clamps-American Type W14.2 e
e
J. 5

> FARER w3

SREMER S AR, BUIEE ; FHR400RKH ; FHN200/300K5 R A e

-HERE  14.2mm S 'l&‘\

- S BURERE  FEN400KT ; FEEN200/300%K5) L y

- SEPSHE | BREREE ; RIBIM400RF) ; FH5HH200/300%K5) pes 4

- S e BN REER/NER ; /M8 B KR -

P Technical Information

- Screw: Hex-head. Carbon Steel or 400/200/300 grade stainless steel.

- Band Width: 14.2mm

- Band Material: Carbon Steel or 400/200/300 grade stainless steel,

-Housing: Carbon Steel or 400/200/300 grade stainless steel.

-Packing:Inner: Ploybags/Blister Paper Card/ Inner Box ; Outer: Cartons; Pallet;

=Rme ROEE (28) BAHE (24)) ROEE (28) BAHE (28)
Item No. Min. Dia.(mm) Max. Dia.(mm) Min. Dia.(mm) Max. Dia.(mm)

HCAW14.2-06 10 22 3/8 7/8
HCAW14.2-08 n 25 716 1
HCAW14.2-10 13 27 1/2 1-1/16
HCAW14.2-12 13 32 1/2 1-1/4
HCAW14.2-16 18 38 11/16 1-1/2
HCAW14.2-20 19 44 3/4 1-3/4
HCAW14.2-24 25 51 1 2
HCAW14.2-28 32 57 1-1/4 2-1/4
HCAW14.2-32 38 63 1-1/2 1-1/2
HCAW14.2-36 44 70 1-3/4 2-3/4
HCAW14.2-40 51 76 2 3
HCAW14.2-44 57 82 2-1/4 3-1/4
HCAW14.2-48 64 89 1-1/2 3-1/2
HCAW14.2-52 70 95 2-3/4 3-3/4
HCAW14.2-56 76 101 3 4
HCAW14.2-60 83 108 3-1/4 4-1/4
HCAW14.2-64 64 114 2-1/2 4-1/2
HCAW14.2-72 76 127 3 5
HCAW14.2-80 89 140 3-1/2 5-1/2
HCAW14.2-88 102 152 4 6
HCAW14.2-96 114 165 4-1/2 6-1/2
HCAW14.2-104 127 178 5 7
HCAW14.2-116 146 197 5-3/4 7-3/4
HCAW14.2-128 64 216 2-1/2 8-1/2
HCAW14.2-140 184 235 7-1/4 9-1/4
HCAW14.2-152 51 254 2 10
HCAW14.2-164 51 273 2 10-3/4
HCAW14.2-176 24 292 9-1/2 11-1/2
HCAW14.2-188 51 n 2 12-1/4
HCAW14.2-208 292 343 11-1/2 13-1/2
HCAW14.2-224 318 368 12-1/2 14-1/2
HCAW14.2-236 337 387 13-1/4 15-1/4
HCAW14.2-248 51 406 2 16

- BHAEBRES  BEREARESEAR.

- Special size available, please contact FENGFAN Customer Service.
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NHE MR

Hose Clamps-Hi-Torque Type

> HARER

- RL(ER : 5/16" 50 F. BUREEE | FHEN400K5 ;| FEM200/300%K7
-HEEE . 12.7mm/14.2mm/15.9mm

- HEMHE  BEE  TER40087 ; FEN200/300%75

- ERME . BRINEE  TEN400R7 ; FHEN200/300FK5

-HNeE: AEk: BHY ; /M a%  KE , A

P> Technical Information

-Screw: 5/16 " Hex-head. Carbon Steel or 400/200/300 grade stainless steel.
-Band Width: 12.7mm/14.2mm/15.8mm

- Band Material: Carbon Steel or 400/200/300 grade stainless steel,
-Housing: Carbon Steel or 400/200/300 grade stainless steel.
-Packing:Inner: Ploybags; Outer: Cartons,Pallet;

EREE BOEE (2H) BAHE (4#) BAEE (2H) BAEE (2#)
Item Min. Dia.(mm) Max. Dia.(mm) Min. Dia.(mm) Max. Dia.(mm)
HCH-06 10 22 3/8 7/8
HCH-08 14 25 7716 1
HCH-10 13 27 1/2 1-1/16
HCH-12 1% 32 1/2 1-1/4
HCH-16 18 38 11/16 1-1/2
HCH-20 19 44 3/4 1-3/4
HCH-24 25 51 1 2
HCH-28 32 57 1-1/4 2-1/4
HCH-32 38 63 1-1/2 1-1/2
HCH-36 44 70 1-3/4 2-3/4
HCH-40 51 76 2 3
HCH-44 57 82 2-1/4 3-1/4
HCH-48 64 89 1-1/2 3-1/2
HCH-52 70 95 2-3/4 3-3/4
HCH-56 76 101 3 4
HCH-60 83 108 3-1/4 41/4
HCH-64 64 114 2-1/2 4-1/2
HCH-72 76 127 3 5
HCH-80 89 140 3-1/2 5-1/2
HCH-88 102 152 4 6
HCH-96 114 165 4-1/2 6-1/2
HCH-104 127 178 5 7
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ERRE BAEE (28) BXEHEZ (2H) BNER (2H) BXER (2H)

Item No. Min. Dia.(mm) Max. Dia.(mm) Min. Dia.(mm) Max. Dia.(mm)

HCH-116 146 197 5-3/4 7-3/4

HCH-128 64 216 2-172 8-1/2

HCH-140 184 235 7-1/4 9-1/4

HCH-152 51 254 2 10

HCH-164 51 273 2 10-3/4

HCH-176 241 292 11-1/2 13-1/2

HCH-188 51 311 2 16

HCH-208 292 343 11-1/2 13-1/2

HCH-224 318 368 12172 14-1/2

HCH-236 337 387 13-1/4 15-1/4

HCH-248 51 406 2 16

HCH-260 375 425 14-3/4 16-3/4

HCH-264 381 432 15 17 g
HCH-280 406 457 16 18 g
HCH-296 432 483 17 19 [=]
HCH-312 457 508 18 20 yias
HCH-328 483 533 19 21

HCH-344 508 559 20 22

HCH-360 533 584 21 23

HCH-376 559 610 22 24

HCH-392 584 635 23 25

- RIS TES , FRENNEEAR.

- Special size available, please contact FENGFAN Customer Service,
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FITTINGS

R

Hose Clamps-Germany Type

> HARER

-BEER  Tmm SR, BURERE | FEEHR400%5 ; FEER200/3005R 51
-RBRE : HEIMmM/12mm

- BEHE . BREE ;| FHEP400E7 ; FEHEH200/300F7

- ERVE  BMEREE ; REEHI400FKS ; REEIN200/300%51

- e BEE (R) ; EENEE (4)

P Technical Information

-Screw: 7mm hex-head. Carbon Steel or 400/200/300 grade Stainless Steel

-Band Width: 9mm/12mm

-Band Material: Non-perforated. Carbon Steel or 400/200/300 grade Stainless Steel.
-Housing: Carbon Steel or 400/200/300 grade Stainless Steel.

-Packing: Inner: Ploybags; Outer: Cartons; Pallet;

FRiEHLEE REMH 2D
mﬂﬂg Dia. Range Installation Torque Torsion Resistance
mm inch N/M Ibs/in N/M Ibs/inch

HCG-8-12 8-12 5/16-15/32 2 18 4 35
HCG-8-16 816 5/16-5/8 2 18 4 35
HCG-12-20 12-20 15/32-25/32 3 26 45 40
HCG-12-22 12-22 15/32-7/8 3 26 45 40
HCG-16-27 16-27 5/8-11/16 3 26 45 40
HCG-20-32 20-32 25/32-11/4 3 26 45 40
HCG-25-40 25-40 1-19/16 3 26 45 40
HCG-30-45 30-45 13/16-13/4 3 26 45 40
HCG-32-50 32-50 11/4-131/32 3 26 45 40
HCG-40-60 40-60 19/16-23/8 3 26 45 40
HCG-50-70 50-70 131/32-23/4 3 26 45 40
HCG-60-80 60-80 23/8-31/8 3 26 4.5 40
HCG-70-90 70-90 23/4-31/2 3 26 45 40
HCG-80-100 80-100 31/8-315/16 3 26 45 40
HCG-90-110 90-110 31/2-45/16 3 26 4.5 40
HCG-100-120 100-120 35/16-423/32 3 26 4.5 40
HCG-110-130 110-130 45/16-43/32 3 26 4.5 40
HCG-120-140 120-140 423/52-51/2 3 26 45 40
HCG-130-150 130-150 51/8-529/32 3 26 45 40
HCG-140-160 140-160 51/2-65/16 3 26 45 40

- RSFRAVERATES | WEEKIMEEAR.

-Special size available, please contact FENGFAN Customer Service.
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RERELRIFEE

Bendable Metal Wire Protection Sleeve

P LV-5/LV-S5Za[RS BB R EPE

-LV-SBKBETRERHIEER  ELZ-ERZ FOE—-EREREFIMIENRR
S.Z8 (PVO),LV-SELZ-AFRfEEMZ |, BB RRARKYE Mgt
WHFERE  ERTHIREM R TRE.

-LV-SZRRERRE AN EE , AEETMLV-5ER , B EseE , EETFEA
ShERIE . EXEREENESET  AERES.

-Compared to LZ4, LV-5 has a layer of flexible PVC, is excellent on water-proof, corrosion
resistance, ideal for underground and moist environment.
- LV-5Z is similar with LV-5, but better on fir-proof.Ideal for harsh electrial environment.

BB W

AR aSeE PVCEEE MEAE
FE.%! Inner Dia. Outer Dia. Thickness of PVC 0.D.Tolerance
Item No.
mm inch mm inch mm inch mm inch
124 1.4 0.45 17.7 0.70 0.6 0.024
154 141 0.56 206 0.81 06 0.024
17# 16.6 0.65 231 0.91 0.6 0.024 +/-0.2 +/-0.008
24#% 238 0.94 304 1.20 0.6 0.024
30# 293 1.15 365 144 0.6 0.024
38# - 146 449 1.77 0.6 0.024
+/-04 +/-0.016
50# 49.1 1.93 56.9 224 0.8 0.031
63# 626 246 715 281 08 0.031
764 76.0 2.99 853 336 08 0.031
+/-0.6 +/-0.024
834 81.0 3.19 20.9 3.58 1.0 0.039
101# 1002 394 110.1 433 1.0 0.039
aEkE S RHIE LR E RS
FE%E Length for Packing Steel Tube Size Electrical Wire Size
mm inch mm inch mm inch
124 8 174" 13 172"
15% 50 197 10 3/8" 16 5/8"
17# 15 12 19 3/4"
244 20 3/4" 25 i B
304 25 K 32 11/4*
25 0.98
3&8# 32 11/4" 38 11/2"
504# 40 11/2" 51 "
63# 50 2" 64 212"
764 10 039 70 212" 76 3"
834 80 3" - -
1014 5 0.20 100 4" = )
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E iR RE
Junction Box Connectors
iEAE R ( Dimension)
m :;::. L L2 L3 L D d s
TubeSize MM MM mMm MM MM MM mm
BG-12 128 12 15 16.5 285 240 12.0 209
BG-15 15# 12 15 16.5 285 240 15.0 209
BG-17 17# 12 18 214 334 283 145 209
BG-24 244 12 20 234 354 355 197 264
BG-30 30# 16 22 | 254 414 416 259 332
BG-38 38# 16 25 28.9 44.9 505 314 419
BG-50 504 18 25 289 469 625 401 478 ———
E BG-63 63 18 35 300 570 766 515 596
& BG-76 764 18 35 | 390 570 904 665 751
&E BG-83 834 20 35 390 590 956 790 878
BG-101 101# 20 40 40.0 66.5 116.6 89.0 1003

Bh7K B IZ e fE ik ag

- Water-proof Junction Box Connectors

g

=

=

: ggg R~ ( Dimension)

° o e o I I S I (N I

7 TubeSize MM MM mMm mm WM MM @mm
WBG-12 12# 12 245 27.0 37.0 340 145 209
WBG-15 15# 12 245 27.0 37.0 340 145 209
WBG-17 17¢ 12 245 270 370 340 145 209
WBG-24 248 12 255 300 460 428 197 264
WBG-30 308 16 200 330 540 505 258 332
WBG-38 388 16 330 370 640 600 343 419
WBG-50 50# 18 345 38.0 78.0 735 40.0 47.8
WBG-63 638 18 370 440 920 900 520 596
WEBG-76 76# 18 420 480 1080 1040 675  75.
WBG-83 838 20 420 490 1217 1158 778 878
WBG-101 101# 33 52.0 57.0 145.0 150.0 885 1003
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KSB B #zLiERERR
KS Straight Connectors
ERE Dimension
m%g -] : R ( ) -
Suitable
Tube Size mm inch mm inch
Ks-12 12# 33 1.30 228 0.90
KS-15 154 33 130 228 0.90
KS-17 174 39 1.54 25.0 0.98 i
Ks-24 244 43 1.69 328 129 g
KS-30 304 47 1.85 39.4 1.55 ﬂ
KS-38 38# 53 2,09 47.8 1.88 1
KS-50 50# 53 2,09 60.2 237 g. I v
KS-63 63# 73 287 76.3 3.00
K5-76 764 73 2.87 89.1 3.51
jE3
N B
WC Bk Bl & BB LIEERS =
WC Water-proof Straight Connectors -
EAE Dimension
e -] Re( )
Item No. Suitable E o
Tube Size mm inch mm inch
WC-17 174 51 2.01 37.0 1.46
WC-24 244 57 224 46.0 181
wc-30 304# 65 2.56 54.0 213
WC-38 384 71 280 64.0 252
WC-50 504 77 3.03 78.1 3.07
WC-63 634 86 339 920 3.62
WC-76 76# 92 362 108.0 4.25
WC-83 834# 95 374 121.7 4.79
WC-101 101# 13 445 1445 5.69
BP 55 E
BP Insulated Protective Sleeve
ERE R ( Dimension)
e 2 : .
Suitable
Tube Size mm inch mm inch mm inch
BP-12 12# 14 0.55 109 043 235 0.93
BP-15 15# 14 0.55 136 054 265 1.04
BP-17 174 165 0.65 16.3 0.64 294 1.16
BP-24 244 17.5 0.69 233 0.92 36.7 144
BP-30 30# 19.5 0.77 28.8 113 432 1.70
BP-38 384 21 083 37.1 1.46 527 207
BP-50 504 22 0.87 48.6 1.91 65.2 257
BP-63 63# 24 0.94 61.2 241 795 313
BP-76 76# 26 1.02 744 293 %41 3.70
BP-83 83# 28 1.10 822 324 102.1 4,02
BP-101 1014 28 1.10 99,0 3.90 121.0 4.76
For more information, please visit www.sympf.com FENGFAN | 90
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FITTINGS
Metal Soft Pipe
p HARER P Technical Information
-SEHE  FER, BN -Material of Metal: Stainless Steel; Galvanized Steel
- AEHE . TREPVC - Material of Plastic: None or PVC
S FEREE  NERRE , (MBS, BRY -ldeal for equipment, instrument, building, oil and gas,
S, FRREERS bridge and communication and so on.
R ERE aeiME BERYT
InnerDiameter  Outer Diameter Packing
& " mm  inch mm inch  M/Roll Feet/Roll
E 3/8" 12 0.47 16.3 0.64 - -
12" 15 0.59 200 0.79
= 3/4" 20 079 253 100 5 1525
1" 25 0.98 313 1.23
1-1/4" 32 1.26 390 1.54 55 76.25
1-1/2" 38 1.50 46.4 1.83
2" 51 2.01 59.2 233
2-1/2" 64 2.52 735 2.89 20 o1
3" 75 295 84.5 333 10 305
4" 100 3.94 1095 431

ERWERL

Metal Soft Pipe Connector

R=(Dimension) ok S

TERS % D A B ¢ BE packing

mm mm mm mm PCs/Ctn.
C21010400 /2" 15.0 349 397 125 NPT1/2 250
C21010600 3/4" 20.0 42.1 413 14.0 NPT3/4 250
€21011000 1" 25.0 476 523 175  NPT1 160
€21011200 1-1/4" 335 579 60.5 18.0 NPT1-1/4 100
C21011400 1-1/2" 40.0 625 68.3 215 NPT1-1/2 80
C21012000 z 50.0 76.0 805 240 NPT2 40
C21012400 2-1/2" 61.0 922 100.0 335 NPT2-1/2 25 g P
C21013000 3" 76.0 1143 105.0 35.0 NPT3 20
C21014000 4" 100.0 1397 1100 380 NPT4 10
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BH7KE & RS

Water-proof Metal Joint

R (Dimension) FoE S

ol & D A B FOVE EBT Packing

mm inch mm PCs/Ctn.
E21010400 1/2" 15.0 349 397 224 19.6 250
E21010600 3/4" 20,0 42.1 413 27.2 259 250
E21011000 1" 250 47.6 523 345 323 160
E21011200 1-1/4" 335 57.9 605 426 38.6 100
E21011400 1-1/2" 40,0 625 68.3 486 51.3 80
E21012000 2 50.0 76.0 805 60.8 64.0 40
E21012400 2-1/2" 61.0 922 100.0 76.8 76.8 25
E21013000 3" 76.0 1143 105.0 90.0 882 20
E21014000 4" 100.0 1307 1100 115.0 1138 10

BB W

K2196 FEEHE

K2196 Tube Sleeve

?I:E‘!“E % Dimension(mm) Packing 3
A B c D PCs/Ctn. 2

K2196-03 3/8" 11.0 19.5 10 19 3000 g

K2196-04 1/2" 145 235 10 19 2000 o

K2196-06 3/4" 19.5 295 11 20 1000 -

K2196-10 iF 250 35.1 14 25 700

K2196-12 1-1/4" 335 437 145 28 700

K2196-14 1-1/2" 38.0 50.0 18 32 500

K2196-20 2" 495 623 22 36 150

K2196-24 2-1/2" 61.0 755 25 40 100

K2196-30 3" 76.0 91.0 25 40 100

K2196-40 4" 99.0 117.0 30 45 50
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XH &SR ER R

XH series Ex Cable Gland

P HEARER P Technical Information
-&B/FE  BR - Material of Body: Brass

- LR . BIBYE(PA) - Material of Seal: PA66

- a4 : [BIRIRE ( NBR) - Material of Sealing: NBR

- BHiPEEL : IP68-10 Pa - Protection Degree: IP68

- RESEE -Temperature Range:

stat:-40°C to 100°C short-time 120°C

B85 : -40°C to 100°C
Dyn: -20°C to 80°C short-time 100°C

Fh# : -20°C to 80°C

BRI 3% sk &5 o

, BAMSIEIER

mﬂ: AORBRT i BAKEC ~AERYT
Metric NPT TEREAX BAAHYH BAEZE B BX AEL  AFE2 iz ¥

XH-015 M20  1/2" 9 10 6 5.5 12 0.9/1.25 0/0.7 65.5 24 277
XH-01 M20 1/2" 9 11.9 6 9.5 16 0.9/1.25 0/0.7 65.5 24 27.7
XH-02 M20 1/2"~3/4" 11.2 143 10 125 205 0.9/1.25 0/0.7 67.5 30 346
XH-03 M25 1/4"~1" 13 20.2 21 169 26 1.25/1.6 0/0.7 714 36 416

XH-04 M3z 1"-1-1/4" 19 265 42 22 33 1.6/2.0 0/0.7 76 46 53.1

XH-05 M40  1-1/4"~1-1/2" 255 325 60 28 41 1.6/2.0 0/0.7 782 55 | G35

XH-06 M50 1-1/2"~2" 342 44.4 80 36 526 1.8/25 0/1.0 91 65 751
XH-07 Mé63  2"~2-1/2" 456 56.3 100 46 653 1.8/25 0/1.0 98 80 924
XH-08 M75 | 2-1/2"~3" 55 68.2 120 57 78 1.8/2.5 0/1.0 102 95 109.6

- HAlER

- FFEABADESEHEL SEABENPEES ;

- IERYLIEX AR , 01SFTIOIRTHRE—IMICBIRT ;
- IR T EM16ERE SR EMMERAEEHL1RX ;

- A EMEERR ;

spue|p 3jqed
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TIRENEH R

TJ Series Cable Gland

> HAER g ’
-7 . GB/T3667/1-1995
- - BiRER

- TREFERERTR . EHEHASES

P Technical Information

- Standards: GB/T3667/1-1995
- Material: Nickel plated Brass
- Available on the Materials or Size

BRI 32 s &5

=Rae d o ot = D1 H H1 B E IEFRBsME

i L Metal Shield ~ mm mm mm  Gasket mm  SuitableSize
T)-8 8 M16x1 M14x1 M13x1 20 32 10 8x14 22 5-7
T)13 13 M20x1 M18x1 M18x1 25 35 11 13x18 28 9-12
TJ-16 16 M27x1.5 M22x1 M22x1 32 40 1 16x24 37 12-15
TJ-19 19 M30x1.5 M27x1.5 M24x1 36 42 14 19x27 42 15-18
TJ-24 24 M36x1.5 M30x1.5 M30x1 42 44 14 24x%33 48 20-23
T)-28 28 M42x2 M36x2 M34x1.5 48 46 14 28x38 53 24-27
TJ-34 34 M48x2 M42x2 M40x1.5 54 49 14 34x44 64 29-33
Ti-42 42 M56x2 M52x2 M50x2 62 54 14 42x52 75 36-41
TJ-50 50 M64x2 M58x2 M58x2 70 56 20 50x59 81 44-49
TJ-58 58 M72x3 M68x2 Mé66x2 78 56 20 58x67 92 52-57
T)-70 70 M80x3 M78x2 M78x2 90 57 20 70x77 110 60-69

spue|p a|qed

- BEHHRAETES  WRERNREEAR.

- Special material and size available, please contact with Fengfan Service.
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ELECTRICAL FITTINGS

PG e BB 4HIE R

PG Series Nylon Cable Gland

b FHAER P Technical Information
-FRHEHE . Bi6s - Material: Nylon 66 M
- AR - 94V-2 - Flamability Rate: 94V-2 N
- BEEEE  BEEERE - Sealing: Rubber
> PR P Product Feature
- EEESRFIR | HhE |, W - Special designation, good strength sile and

NAERRIRG ; no damage to electrical machine.
- REEEEL R , BT R - Easy to fix, cable can be inserted through,

N ERpE ; andtightenit.
- — B . - Ideal for machinery control box, distribution

e ﬁ;: - WaR. 1. 8 plate, electrical machine etc.

(5] A

ERBE ROE RORE BHORS AR RT
FRES  pryyRange  Threadlength ThreadWidth  Dimension  LocknutThread

Item No,

mm mm mm mm mm
PG-7 3.5-6.5 8.0 7 23/8 165
PG-9 45-7 8.0 102 25/8 215
PG-11 5.5-10 8.0 115 27/8 25
PG-13.5 6-12 9.0 135 28/9 27
PG-16 10-14 10.0 16,5 30/10 30
PG-21 14-18 11.0 21 38/11 37.5
PG-29 18-25 11.0 275 a2/ 475
PG-36 25-33 12.0 345 43/12 58
PG-42 30-38 13.0 40.5 48/13 65
PG-48 34-44 14.0 45.5 48/14 70

- FHEAGRY R I IREH , ERENNEEAR.

- Special AG thread dimension available, please contact with Fengfan Service.
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PG & REKIERH

PG Series Metal Cable Gland

b FHAESE P> Technical Information

- BiEEE . EEER - Material of body:Nickel-plated Brass

- - Bitee - Material of Seal:Polyamide 66

- B2tk - NBR - Material of Sealing: NBR

- BHPES < IP68 - Protection Degree: to IP68

- i -Properties:

- BIIEC-60077-1999% AN - Succeed in the Experiment of IEC-60077-

1999; Resistance to Vibration
Firhdsae '
-Temperature Range:
- IREEEH

stat:-40°C to 100°C short-time 120°C

HE 1 jantiEl 12
P A0CRN0C FIPSIAEI120°C Dyn:-20°C to 80°C short-time 100°C

B 1 -20°Cto 80°C  JERT(AMARIL00°C

BRI 32 s &5

e R GL H AGERHIgL AR AGATRIRE e

temMo.  GbleRange  mm  mm  Cgrmam  Boie  yum Bl

PG-7 3-6.5 5 19 125 12.7 M12x1.5 12.2

PG-9 4-8 6 20 152 15.4 M16x1.5 162

PG-11 5-10 6 21 18.6 18.8 M18x1.5 182

PG-13.5 6-12 3 22 204 20.6 M20x1.5 202
PG-16 10-14 6 23 225 227 M20x1.5 M25x1.5 20,2 25.2 9
PG-21 13-18 7 25 283 285 M25x1.5 M30x1.5 28.2 30.2 =
PG-29 17-25 8 29 37.0 37.2 M32x1.5 M36x1.5 322 362 :.‘
PG-36 24-32 8 35 47.0 47.2 M40x1.5 M48x1.5 40.2 48.2 &
PG-42 31-38 9 37 54,0 54.2 M52x1.5 M56x1,5 50.2 56.2 g_
PG-48 37-44 10 38 59.3 59.5 M59x1.5 M63x1.5 59.2 63.2 o

- BEAGRIRTAEH , BERRRINEEAR,

- Special AG thread dimension available, please contact with Fengfan Service.
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TH 1IB#zER &
TH Series Cable Gland
> EARER P Technical Information
- 15 : GB/T3667/1-1995 -Standards: GB/T3667/1-1995
-HE  gREEE - Material: Steel or Brass
- TEEPEREERE , RHSRERe - Available on the Materials or Size
seme d 5 a1 D1 W BE EREmE
s ng. mm mm mm mm Gasket Suitable Size
% TH-8 8 M16x1 13 20 32 &*14 5-7
ﬁ TH-13 13 M20x1 17 25 35 13*18 9-12
TH-16 16 M27x1.5 22 32 40 16*24 12-15
ji TH-19 19 M30x1.5 25 36 42 19%27 15-18
H_ TH-24 24 M36x1.5 30 42 44 24%33 20-23
TH-28 28 M42x2 35 48 46 28%38 24-27
E TH-34 34 M48x2 42 54 49 34%44 29-33
TH-42 42 M56x2 50 62 54 42%52 36-41
TH-50 50 M64x3 58 70 56 50%59 44-49
TH-58 58 M72x3 66 78 56 58%67 52-57
- BB E , BERENNEEAR. - Special Size available, please Contact with Fengfan Service.

TG ExVERIR

4)|  TGSeries Cable Gland O
= O
; P FAER P Technical Information
g - ¥R : GB/T3667/1-1995 - Standards: GB/T3667/1-1995
Q. -1E B - Material: Steel
w
- IR PERARME , ERERERe - Available on the Materials or Size
e, -
d D1 D2 H BE IEFBEYIME
ke b
mm mm inch mm mm Gasket Suitable Size
TG-8 8 M16x1 10 3/8 20 52 8x14 5-7
TG-13 13 M20x1 15 1/2 25 55 13x18 9-12
TG-16 16 M27x1.5 20 3/4 32 60 16x24 12-15
TG-19 19 M30x1.5 25 1 38 62 19x27 15-18
TG-24 24 M36x1.5 32 1-1/4 48 64 24x33 20-23
TG-28 28 M42x2 32 1-1/4 48 66 28x38 24-27
TG-34 34 M4gx2 40 1-1/2 54 69 34x44 29-33
TG-42 42 M56x2 50 2 66 74 42x52 36-41
TG-50 50 M64x3 70 2-1/2 82 76 50x59 44-49
TG-58 58 M72x3 70 2-1/2 82 76 58x67 52-57
- BRI EH , FRENRSEEAR. - Special Size available, please Contact with Fengfan Service.
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-The triple protective cloth is composite of glass fabrics or woven fabrics and special plastical coating.

=Bste

Triple Protective Cloth

> BARER

- ZELIRAT SR IR A EH [, EESERRESERRE.
- BERER S RBERIIB ST,

- BREHFRETRENTRMST.

- SRR , BiX , BB=ARHE.

- ST RS RER P REE LYEF.

- SHHEERENTRREEEBRRAHE,

- S EEE B3 0% L.,

- EHHERTEEESR , BRTRATHESXERE.

P Technical Information

FEEM

-The plastical coating formula has excellent flame retardant performance.
-The special plastical coating formula comes from thousands of tests and analyses.
-The cloth has triple protective performance, like Fire-proof, Water-proof, Mildew-proof.

-The cloth will be designed as the cover to the equipments in harsh installation condition.
-The cloth is approved by the National Fire Protection Products Quality Supervision Bureau.
-The Oxygen Index of Flame Retardant Performance is 32%.

-The cloth is environment friendly, softer than normal cloth in Winter.

>
BE L] REa% a
RS Width Thickness BEE Packing ®
Item No. Coating Material :
M mm M/Roll o
TPC-1.0%0.3 1 03 50 g-
TPC-1.2%0.3 1.2 0.3 50 o
VAE emulsion
TPC-1.0%0.4 1 0.4 50
TPC-1.2*0.4 12 0.4 50
TPC-0.9%0.3 0.9 03 50
TPC-1.0%0.3 1 0.3 50
PVC
TPC-0.9%0.4 0.9 0.4 50
TPC-1.0*0.4 1 0.4 50
- FHSHTES | ERENRESAR.

- Special designation available, please contact with Fengfan Customer Service.
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PEMABIAMEEE(2:1)

Flame Retardant Thermal Shrinkable Bushing(2:1)

P EARER P Technical Information

- bRt c UL224 - Safety Standard: UL224

- B{EREE: -55°C ~ 125°C -Temperature: -55°C to 125°C

- idtalraE R : 70°C - Initial shrinkage temperature: 70°C

e 7 - Fully shrinkage temperature: 125°C
mél&.‘ﬁ?‘i. s -Withstand Voltage: 600V

- ASZREE : 600V -Shrinkable Rate 2 : 1

- R 1201 -Method: itwill shrink, after being heated

- RIS | FEGERARRIN: , mels with oven or hotairgun.

SRS O, 8, %, %, 5, EERES - ColourRed, White, Blue, Yellow, Green,

Transparent and Black.

E » T ERSEYE P Product Feature
- BERSBSTIRT ; -Protect and Insulate the Cable.
ﬂlb - R SRS ESL RS TIHR ; - Protect and Insulate the Terminals and Cable Lugs.
E - EPHEE A B AR RO e - Protect and Insulate the rescap.
fr venm. ewiasl
- B5K{ER.
2:1 Series Thermal Shrinkable Bushing/2:1 [ BB ES
S WEBIR R EaE BB
Has No. Before Shrink After Shrink Packing Suitable Range
Inner Dia.(mm) Thickness(mm) Inner Dia.(mm)  Thickness(mm) M/Roll mm
52-1.0 1.4 0.2+/-0.05 0.4 0.28+/-0.05 0.75-0.9
52-1.5 1.9 0.24/-0.05 0.6 0.32+4/-0.05 0,95-1.4
52-2.0 24 0.2+/-0.05 0.9 0.35+/-0.05 1.1-1.8
52-2.5 29 0.25+/-0.05 11 0.38+/-0.05 200 1.35-23
> 52-3.0 34 0.25+/-0.05 1.4 0.40+/-0.05 1.6-2.7
N 52-3.5 39 0.25+/-0.05 1.6 0.42+/-0.05 1.85-3.2
3 52-4.0 45 0.254/-0.05 1.9 0.45+/-0.05 2,1-3.6
“» 52-5.0 54 0.25+/-0.05 25 0.55+/-0.08 26-45
v 52-6.0 6.4 0.28+/-0.05 2.8 0.55+/-0.08 3.1-5.4
2 52-7.0 74 0.28+/-0.05 33 0.55+/-0.08 3763
- 52-8.0 8.4 0.28+4/-0.05 3.8 0.55+/-0.08 42-7.2
2 52-9.0 9.4 0.304/-0.05 43 0.55+/-0.08 4.7-8.0
52-10 10.5 0.30+/-0.05 4.8 0.55+/-0.08 5.2-9.0
52-11 11.5 0.30+/-0.05 53 0.60+/-0.08 5.7-10
52-12 12.5 0.30+/-0.1 5:7 0.60+/-0.08 100 6.2-11
52-13 135 0.33+/-0.1 6.2 0.60+/-0.08 6.7-12
S2-14 14.5 0.35+/-0.1 6.7 0.60+/-0.08 7.3-13
52-15 155 0.38+/-0.12 Fi 0.65+/-0.08 7.8-14
52-16 16.5 0.38+/-0.12 7.7 0.65+/-0.08 8.3-15
52-17 17.5 0.38+/-0.12 8.2 0.65+/-0.08 8.8-16
52-18 19 0.4+/-0.15 8.7 0.65+/-0.08 9.3-17
52-20 21 0.4+/-0.15 9.7 0.75+/-0.15 10.4-19
52-22 228 0.424/-0.15 10 0.75+/-0.15 11.4-21
52-25 258 0.45+/-0.15 11 0.75+/-0.15 12.8-24
52-28 28.8 0.45+/-0.15 13 0.75+/-0.15 14.4-29
52-30 308 0.45+/-0.15 14 0.75+/-0.15 50 16-29
52-35 358 0.54/-0.15 16 1.0+/-0.15 18-34
52-40 42 0.5+/-0.15 19 1.04/-0.15 21-39
52-50 51 0.5+/-0.15 24 1.0+/-0.15 26-49
52-60 61 0.65+/-0.15 29 1.0+/-0.15 35-55
52-70 71 0.65+/-0.15 33 1.24/-0.2 40-65
$2-80 81 0.65+/-0.15 37 1.24/-0.2 25 45-75
52-90 91 0.65+/-0.15 43 1.24/-0.2 50-88
52-100 102 0.65+/-0.15 48 1.2+/-0.2 55-95
$2-120 122 0.8+/-0.2 58 1.54/-0.2 65-115
52-150 152 0.84/-0.2 73 1.5+/-0.2 15 80-145
52-180 182 0.8+/-0.2 88 1.5+/-0.2 95-175
-Hit=R@enRITEs  BEEMAMNGES AR, - OtherColourand Size available, please contact with Fengfan Customer Service.
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WERKBES (3:1;4:1)

Double Wall Thermal Shrinkable Bushing(3:1;4:1)

> HARER P Technical Information
- External layer: Radition cross-linked Polythene
S WHTRRE - Internal layer: Adhesive internal wall
: :iﬁﬁ; ﬁﬁﬁ; 125°C -Temperature:-55°Cto 125°C
- iEal R R : 70°C - Initial shrinkage temperature: 70°C
- 22 EEiRE ; 125°C - Fully shrinkage temperature: 125°C
- NERRt{LIRE : 70°C-80°C -Internal layer melt temp.:70°C-80°C
- PuligdrEeds - 3:1;401 - Shrinkable Rate 3:1;4:1
- REETTEE - AESR RSN, -Method: itwill shrink, after being heated
maaE with oven or hot air gun.
S == -Colour: Black

3:1 Series Double Wall Thermal Shrinkable Bushing/ 3:1 Bl i EE

FEEM

FRme KgERIR < WERRY R ERER

itart No Before Shrink After Shrink Packing Suitable Range

Inner Dia.(mm) Inner Dia.(mm) Total Thickness(mm) Thickness of Gum(mm) M/PC mm

$3-2.4 2.74/-0.3 0.8 0.7+/-0,15 0.3+/-0.1 506 0.9-2.2

§3-3.2 3.5+/-0.3 1 0.9+/-0.15 0.35+/-0.1 1.0-31

53-4.8 5.1+/-0.3 1.6 1.0+/-0.15 0.4+/-0.1 1.8-4.6

53-6.4 6.8+/-0.4 il 1.24/-0.15 0.45+/-0.12 100 2464

$3-7.9 8.3+/-0.4 27 1.3+/-0.15 0.5+/-0.12 2.9-7.7

53-9.5 9.94/-0.4 3.2 1.4+/-0.15 0.5+/-0.12 3.4-94

$3-12.7 13.2+/-0.5 4.2 1.6+/-0.2 0.5+/-0.12 4.4-125

$3-15.0 15.54/-05 5.2 1.84/-0.2 0.554/-0.12 5.4-14.8

$3-19.1 19.6+/-0.5 6.3 2.04/-0.2 0.55+/-0.12 6.5-18.8

53-254 26.2+/-0.8 8.5 2.14/-0.2 0.55+/-0.12 8.8-25 >
53-30.0 30.5+/-0.8 10.2 2.2+/-0.2 0.6+/-0.15 10.5-30 g
$3-39.0 39.8+/-0.8 135 2.4+/-0.2 0.6+/-0.15 122 14-39 2
$3-50.0 50+/-0.8 17 2.7+/-0.25 0.74/-0.15 ! 17.5-49 "
53-64.0 =64 21 3.04+/-0.25 0.7+/-0.15 22-62 _0‘
$3-75.0 =76 25 3.0+/-0.25 1.04/-0.2 26-72 -
$3-90.0 =90 30 3.04/-0.25 1.04/-0.2 32-88 »
$3-100.0 =100 34 3,0+/-0.25 1.04/-0.2 36-90

$3-125.0 =125 42 3.0+/-0.25 1.0+/-0.2 44-125

4:1 Series Double Wall Thermal Shrinkable Bushing/ 4:1 BRI EEE

e ¥raERI R < WaEERY g

Rt He. Before Shrink After Shrink Packing

Inner Dia.(mm) Inner Dia.(mm) TotalThickness(mm) Thickness of Gum(mm) M/PC

54-4.0 4 1 1.0+/-0.15 0.4+/-0.15 200

54-6.0 6 5 1.1+/-0.15 0.4+/-0.15 100

54-8.0 8 2 1.5+/-0.15 0.5+/-0.15 50

54-12.0 12 5 1.7+/-0.15 0.5+/-0.15

54-16.0 16 4 2.04/-0.15 0.6+/-0.15

54-20.0 20 5 2.3+/-0.25 0.6+/-0.15 122

$4-24.0 24 6 2.6+/-0.25 0.6+/-0.15 :

$4-32.0 32 8 3.0+/-0.30 0.7+/-0.15

$4-52.0 52 13 3.04/-0.30 0.7+/-0.15

- RftF=REefR Y e Es  MEERnEEAR.

- Other Colour and Size available, please contact with Fengfan Customer Service.
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BB HRTE
Nylon Cable Bushing
AR SER [
mﬂﬁ#‘g Inner Dia. Outer Dia. Height
mm inch mm inch mm inch
NB-13-15 123 0.48 155 0.61
NB-17-15 17,0 0.67 215 0.85
NB-20-15 20.4 0.80 24.0 0.94
NB-22-15 220 0.87 265 1.04
NB-25-15 249 0.98 29.0 1.14
NB-30-15 300 1.18 36.0 142
NB-34-15 336 132 40.0 1.57 15 0.59
NB-46-15 46.4 1.83 52.2 2.06
NB-63-15 63.0 2.48 68.8 271
NB-75-15 75.0 2.95 81.5 3.21
H NB-94-15 94.0 3.70 100.0 3.94
NB-104-15 104.0 4.09 110.0 433
ﬂ'B NB-13-30 13.0 0.51 16.0 0.63
E NB-16-30 16.9 0.67 215 0.85
NB-20-30 19.8 0.78 246 0.97
{q: NB-22-30 220 0.87 27.0 1.06
NB-30-30 30,0 118 37.0 1.46
NB-34-30 340 1.34 40,0 1.57 39 1,18
NB-50-30 50.0 1.97 57.0 2.24
NB-63-30 63.0 2.48 70.0 2.76
NB-76-30 76.0 2.99 82.0 3.23
NB-94-30 94,0 3.70 102.0 4,02
NB-13-50 125 0.49 16.0 0.63
NB-17-50 165 0.65 19.0 0.75
NB-19-50 19.0 0.75 225 0.89
NB-25-50 250 0.98 29.5 1.16
NB-32-50 320 1.26 36.0 1.42 50 1.97
k NB-38-50 38.0 1.50 43.0 1.69
L) NB-50-50 50.0 1.97 57.0 224
o NB-64-50 635 2,50 70.0 2,76
g NB-76-50 76.0 2.99 83.0 3.27
-
o
BB SBFEE
Nylon Cable Bushing
FRES ﬂﬂ.&l& D p2  HEBKE BAKE ™REE Marine Hole Dia.
Item No. H1 H2  Thickness
mm mm mm mm
B-13 13 23 20 16-17
B-15 15 28 22 18-19
B-17 17 30 24 20-21
B-20 20 35 27 23-24
B-22 22 37 29 25-26
B-25 25 40 32 28-29
B-28 28 44 35 31-32
B-32 32 50 39 35-36
B-36 36 52 43 25/50  37/62 5/10 39-40
B-40 40 56 48 44-45
B-44 44 60 52 48-49
B-50 50 66 58 54-55
B-56 56 70 64 60-61
B-60 60 76 68 64-65
B-66 66 80 74 70-71
B-73 73 90 82 78-79
B-80 80 91 89 85-86
101 FENGFAN For more information, please visit www.sympf.com
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Register

RIEFE

Screw Cap Bushing

ERES BeAE

Item No. mm inch
SCB-M38-63 3e 1.50
SCB-M38-30 38 1.50
SCB-M35-55 35 138
SCB-M35-30 35 138
SCB-M30-55 30 1.18
SCB-M30-30 30 1.18
SCB-M24-55 24 094
SCB-M24-30 24 0.94

M F (HUEREE )

Adhesive Backed Tie Mounts

KE
FRES Length
Item No. mm inch
AM-20%20 20 0.79
AM-25*25 25 0.98
AM-30*30 30 1.18

R ( DEAEREEE)

Cable Tie Mounts
FRES RY
Item No. Dimension
CTM-220 220 mm2
CTM-320 320 mm2

RAER
mm inch
35 1.38
35 1.38
30 1.18
30 1.18
25 0.98
25 0.98
20 0.79
20 0.79
BE
Width
mm inch
20 0.79
(i 0.98
30 1.18

4 FENGFAN

®E
mm
63
30
55
30
55
30
55
30

For more information, please visit www.sympf.com

inch
248
1.18
217
1.18
217
118
217
1.18

N S
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ELECTRICAL FITTINGS
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SHANGYU FENGFAN ELECTRICAL FITTINGS CO.LTD

Hpdik: WL LR R A E R S EB4§312300
Add.: No.1 Fengfan Road, Yasha Ave, Shangyu, Shaoxing City,
Zhejiang Province, China. 312300

PI$EEB ( Domestic Market)

HiE (TEL): +86-575-82151668 82153688
f&H ( FAX): +86-575-82152066

F# ( Mobile): +85-13906851843

E-mail: gaoguanyuan @sympf.com
http://www.sympf.com

ShBEER ( Overseas Market):
HE(TEL):+86-575-82158026 82151178
fEE(FAX): +86-575-82158006

E-Mail: sales @sympf.com
http://www.sympf.com/english




